



INNER COMPUTER-MODEL 9 



PRINCIPLES OF OPERATION 



SAN JOSE, CA'."S5 
(403:> iS9-i~7i 5i 



Standard 

Standard Computer Corporation 



* 



FORM 6003-3 



Inner Computer - Model 9 
Principles of Operations 



This manual provides information on the content 
and operation of the STANDARD Computer Corporation 
Inner Computer - Model 9 (IC-M9) Data Processing 
System. It contains detailed descriptions of com- 
puter instructions and input/output channel control. 
IC-M9 MINIFLOW programming techniques and emulation 
examples are also included. In addition, IC-M9 
system architecture and philosophy are provided. 

The first section is a general description of the 
emulation technique used by STANDARD Computer 
Corporation. The second section is a working 
description of the system. It includes illustra- 
tions to aid the reader in learning the emulation 
technique and successfully write basic MINIFLOW 
programs. The third section is a comprehensive 
description of the system components from the 
programmer's standpoint. It describes the complete 
set of MINIFLOW instructions and control conditions 
and assumes general familiarity with the IC-M9. 

This manual, together with the IC-6000 System 
Operating Guide for 7090/7094 Emulation, Form 
No. S-6001, and the IC-6000 System Operating Guide 
for 7040/7044 Emulation, No. S-6002 are to be used 
as reference material for the STANDARD Computer 
Corporation IC-M9 System. 



Form 6003-3 



CONTENTS 

Section Title p age 

Definition of Special Terms and Concept v 

I IC-M9 System Architecture and Philosophy 1 

The Inner Computer Concept i 

System Components and Architecture 2 

The MINIFLOW Emulation Process 6 

II IC-M9 MINIFLOW Programming Examples 9 

General System Description 9 

The Wired-in-Sequence # h 

Special Mode Control Flip-Flops 13 

Object Instruction Examples 17 

Comparison of Emulation and Other Instructions 56 

III IC-M9 System Description and Instruction Repertoire 59 

Scheduler and Program Levels 59 

Wired-in-Sequence m gi 

Translators (with comprehensive table) 66 

Miscellaneous Data 

Sign and MSB Control 73 

Q Bit and Overflow Control 76 

Input/Output Control # 77 

Remote Execution and Trapping 83 

Console Controls . . , . 86 

Computer Instructions # 91 

Shift Operations 92 

Combination Operations 95 

Register Stack Operations 103 

Memory Access Operations 108 

Mini-Engine Operations HI 

Special Data Paths , , Hg 

Immediate Data Operations 120 

Control Instructions 125 

Arithmetic Test Instructions 126 

General Conditional Test Instructions 132 

I/O Channel Control Instructions 141 

Bootstrap Loader Example 148 



CONTENTS (Continued) 

Appendix Title Page 

A Number Systems and Conversion 151 

B Octal Decimal Integer Conversion Table 157 

C Octal Decimal Fraction Conversion Table 161 

D Powers of Two i65 

E Hardware Oreinted Control Memory I 67 

F Wired-In-Sequence Execution Time 169 

G MINIFLOW Instruction Pair Execution Time 171 

H Listing of Instructions 175 

I POP Reference Chart 

J SOP Reference Sheet 

K Zone Reference Sheet 



179 
181 
183 



ii 



LIST OF ILLUSTRATIONS 



Figure Title Page 

1 Typical IC-M9 System Configuration 3 

2 Components of the Inner Computer 5 

3 IC-M9 Data Flow Diagram 10 

4 Control and Transfer Vector Half Word 12 

5 General Sign and Q Bit Control 15 

6 Flow Diagram of IC-M9 Scheduler , ... 6 2 

7 Possible Paths of the YA W-I-S 63 

8 Flowchart of the YA5 Operation .... 65 

9 Read or Write Tape Flowchart \ 82 

10 Flowchart of Transfer Trapping in YA5 \ . 85 

U PB, PC, PD, PE Flowchart 99 

1 2 PBD and PCD Flowchart 101 

13 AC, MQ, SI, R4, IC and XR Flowchart 106 

14 MEM. MKEY, and CMI Flowchart 110 

15 MINI Flowchart ' 113 

16 RC, RD Flowchart. '. ,, 5 

17 AKEYS, KEYS Flowchart \ m 

18 LIB, LIC, LID, MOPB, MOPC Flowchart iou 

19 SMCT Flowchart " 12? 

20 TA, TAB , TAW Flowchart i31 

21 TG, TGE, TGF, TGR, TGS Flowchart 137 

22 TC, TCE, TCF, TCS, TCR Flowchart 146 

23 Flowchart of a Bootstrap Loader 147 



111 



Table 

1 

2 



LIST OF TABLES 



Title £M£ 

Index Specification • 13 

Load SOPs 17 



3 Main Engine SOPs 18 

4 The DOL Operations . , 18 

5 Zone TOPs " 

6 TA SOP Test Conditions 30 

7 The Shift SOPs 3 ^ 

8 The DOS Operation - 36 

9 TG SOP Test Flip-Flops 38 

10 General Indicator Conditions and Results **0 

1 1 Mini -Engine SOPs 47 

68 

72 



12 Comprehensive Translator 

IS Translator Exceptions 



Translator TSAT Control , 73 



80 



The Shift SOPs • - 93 



93 



14 

15 Octal Code vs. Typewriter Character 

16 

17 The DOS Operations 

18 The Main Engine SOPs 95 

19 The Load SOPs 

20 The DOL Operations 

2i Main Engine Operations Associated with 

Load SOPs - 

22 Main Engine Zones 

23 Function of Bits 13-17 

24 Function of the TOP Field 

?S Arithmetic Test SOPs 128 

26 General Indi cator Test SOPs 132 

?7 The Miscellaneous Control SOPs » • I 38 

28 Channel Indicator Test SOPs l^ 2 



96 
96 

97 

97 

103 

108 



IV 



DEFINITION OF SPECIAL TERMS AND CONCEPTS 



This manual was written to be used by programmers, logicians, field and test 
engineers, system and design engineers, marketing and management personnel. 
The following is a brief definition of common words used in this manual which 
may be ambiguous because of the mixture of technical disciplines. 



On: 

Off: 

Set: 



True, one, minus. 

False, zero, plus. 

To turn on (or off if specified). 



Reset : 

Channel B 
Control : 



Control and 
Transfer Vector 
(C§TV) : 



Control Memory: 



Entry Table: 



Exit: 



Group : 



Hard Register: 



To turn off (or set to an initial state if specified). 

Automatic control for channel oriented operations to 
allow the same MINIFLOW to service both Channels A 
and B keeping their status information and control 
separate. 

A half word in the entry table used to specify the 
wired-in-sequence control and MINIFLOW starting 
address for a particular group of object instruc- 
tions decoded by the translators. 

The smaller, faster memory used to store the MINIFLOW 
emulation routines and to provide buffering for I/O 
operations. 

The block of 64 half words (CSTVs) in control mem- 
ory at mini -location 200. This table defines the 
MINIFLOW entry points for each group of object instuc- 
tions, and the type of wired-in-sequence used for the 
group . 

A provision to leave a MINIFLOW program sequence 
to either return to scheduler control or to return 
from a subroutine to the calling routine. 

All the object instructions which, when translated, 
cause the wired-in-sequence to select the same control 
and transfer vector. There is a different group for 
each CSTV and they are numbered from to 77 (octal). 

A set of flip-flop registers available for accumu- 
lating, counting, addressing and indexing, They are 
generally made available to the object programmer. 
They are faster to work with than memory locations 
and may directly participate in arithmetic operations. 
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IC: 



Inner Computer 

Special 
Instruction: 

Main Engine: 

Main Memory: 

Mini Engine: 

MINIFLOW: 

Mini- Instruction: 



Mini-Location: 



Mini-Pair: 



Multitag Mode 
Control : 



Object Machine: 



The hard register used by the IC-M9 to address the 
object instruction. It is directly affected by 
wired-in-sequence and serves as the object machine 
Instruction Counter. 

The part of the IC-M9 used to simulate the control 
logic of the object machine. 

A specially designed MINIFLOW emulation routine 
used to perform a function normally performed by 
several object instructions. 

The part of the IC-M9 used to perform the primary 
arithmetic, logical and shifting operations. 

The larger memory (32,768 thirty-six bit words) used 
to hold the object program. 

The part of the IC-M9 used for program sequence 
control, and shift counting. 

The IC-M9 program language used to emulate object 
machine instructions. 

An 18 bit instruction executed by the IC-M9 and 
stored in a half word of control memory. It has a 
6 bit primary operation code (POP code) and other 
fields to further define the operation. 

The octal half word address assigned to a mini- 
instruction. RB holds the mini-location of the next 
mini -instruction. 

A set of two mini- instructions, the left and right 
half of a 36 bit word in either control core or the 
MOP register. 

Automatic control to switch between selecting one out 
of seven index registers or selecting from one up to 
three index registers out of three index registers. 

The machine to be emulated by the IC-M9. There will 
be a distinct MINIFLOW program for each object 
machine. 



Object 
Instruction: 

POP Code: 



An instruction to be emulated, 
core and pointed to by the IC. 



It is held in main 



Primary operation code with the field specifying a 
particular machine operation. It may be modified by 
the SOP and TOP codes. It is always defined by bits 
to 5, the first six bits of the instruction. 
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Precondition 
Controls: 

Program Levels 



Program Sequence 
Counter (PSC) : 

Scheduler: 



SOP Code: 



Subroutine Mode 
Control: 



Target Machine: 



TOP Code: 



Transfer Trap 
Mode Control : 



Translators: 



Wired-In- 
Sequence, WIS: 



Zonable: 



Zone Code: 



Zoned : 



A set of special control flip-flops initialized by 
the translators. 

The four different levels of MINIFLOW program 
execution. They are activated by the scheduler to 
service the I/O, console and object program 
requirements . 

The RB register in the mini-engine used by MINIFLOW 
as an instruction counter. 

A scanning device used to activate program levels on 
a priority basis to allow servicing of the I/O, 
console, and object program requirements. 

The Secondary operation code is the second parameter 
modifying a machine operation. 

The control mode entered by a subroutine transfer. 
An Exit turns off the mode and returns control to the 
main program. This allows quick resumption of a main 
program after a subroutine is completed. 

The machine to be emulated by the IC-M9. It may be 
a previously defined computer or one defined by the 
emulation MINIFLOW. This term is synomonous with 
object machine. 

The Tertiary operation code is the third parameter 
modifying a machine operation. 

Automatic control in the wired-in-sequence to prevent 
a transfer from being made and to enter MINIFLOW with 
the TSAT flip-flop indicating if a transfer would have 
been taken. 

The logic used to decode the object instruction's 
"op-code", select an emulation group and set the 
pre-condition controls. 

A wired sequence of steps used to fetch object instruc- 
tions, perform effective address computation, control 
the IC and fetch the memory operand. This sequence 

is program controlled. 

Capable of having the field limits specified by a 
zone code as opposed to having them implicitly defined 
in the primary operation (POP code) . 

A TOP code used expressly for defining the field 
limits of a machine operation. 

Loaded or moved with field limits specified by a zone 
code. 
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SECTION I 

IC-M9 SYSTEM ARCHITECTURE 
AND PHILOSOPHY 



THE INNER COMPUTER CONCEPT 



The most important quality of a Computer's language is its ability to control 
communications between the various functional stations (memory, registers, 
arithmetic units and input/output devices). In most present day computer' 
systems the relationships among the functional stations are frozen by the 
design and wiring of the system. Such fixed relationships mean that a parti- 
cular computer can execute only one machine language effectively and cannot 
utilize the full potential of each functional station. 

A NEW CONCEPT IN COMPUTER DESIGN 

The IC-M9 is a computer within a computer. This structure eliminates the 
fixed link between the various functional stations heretofore experienced in 
conventional computers. In the IC-M9 all functional stations communicate with 
each other through the inner computer. This inner computer is programmed to 
control communication between the various functional stations. By programming 
the inner computer the IC-M9 is set up to emulate both new and previous com- 
puters. This multilingual capability, implemented by a unique process called 
the MINIFLOW emulation system, allows the IC-M9 to use existing program 
libraries without reprogramming. 

The IC-M9 should be viewed as divided into two parts - the external functional 
stations, and the inner computer. The external functional stations consist of 
the main memory, arithmetic units and registers, input/output channels, input/ 
output devices and the console. They perform the function of similar devices 
on the computers being emulated. The inner computer consists of a scheduler, 
a wired-in-sequence unit, a control memory, translators, mini-instruction 
registers and decoders, indicators and display registers, and a mini engine. 
The inner computer takes the place of much of the wiring and control logic in 
a conventional computer. 

Programs written in the language of the object machine (i.e., the machine 
being emulated) are stored in the main memory. When the program is run, the 
inner computer fetches an instruction from the main memory, and performs the 
necessary indexing and indirect addressing operations by means of a MINIFLOW 
controlled wired-in-sequence (hardware). 

The object code of the instruction is translated and a MINIFLOW emulation 
routine in the control memory is entered which directs the inner computer 
through all the steps necessary to execute hs particular instruction. The 
next instruction is then fetched from main memory and the entire process is 
repeated until the program is terminated. Thus, the inner computer acts as an 
interpreter directing the IC-M9 system to respond with the same results as the 
computer it is intended to model. 



SYSTEM COMPONENTS AND ARCHITECTURE 

In this subsection, one configuration of the IC-M9 system is described to 
acquaint the reader with the various functional stations. Descriptions of each 
functional unit follow in the next two subsections. The MINIFLOW emulation 
process is described, showing how the functional stations work together to 
execute a program written for some other computer. 

A configuration of the IC-M9 as it is used to emulate a well known second 
generation data processing machine consists of: 

1. The inner computer, with associated registers and control memory. 

2. External functional stations, such as, main memory, high speed 
registers, an arithmetic and logical unit, operator's console and 
two input/output channels. 

One channel controls a card reader, console typewriter and up to 12 magnetic 
tape units. The other channel handles up to 12 tape units. 

Figure 1 shows an IC-M9 configuration as outlined above and its external 
functional stations. 

EXTERNAL FUNCTIONAL STATIONS (Refer to Figure 1) 

THE MAIN MEMORY functions as the core storage of the "target machine". It 
stores data and object instructions in the form of a program in the machine 
language of the "target machine". The main memory contains 32,768 words, 
each consisting of 36 bits plus one parity bit. The full cycle time is 
2 micro-seconds. 

THE REGISTERS are high speed storage elements available to the operator and 
programmer on the same basis as those in the target machine. The inner com- 
puter assigns certain functions to the registers as required to duplicate 
those available on the target machine. Typical assignments are: Accumulator 
(AC) 38 bits, Multiplier-Quotient (MQ) 36 bits, Sense- Indicators (SI) 36 bits 
Index Registers (XR1 through XR7) 15 bits each, Instruction Counter (IC) 15 bits 

THE ARITHMETIC UNIT or main engine performs arithmetic and logical functions, 
such as fixed and floating point addition, multiplication, logical AND, OR and 
masking operations. It is also used by the inner computer for internal 
operations. 

THE OPERATOR'S CONSOLE AND DISPLAY UNIT simulates all the console functions of 
the target machine. The console contains the keys, switches, and lamps neces- 
sary for manual and semi-automatic control and the visual checking of informa- 
tion in the system. Power to the system may be controlled from the console. 
All memory and register locations can be displayed. An execute entry function 
permits execution of console-keyed instructions. Address stop control provides 
several optional stop modes. 
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Figure 1. Typical IC-M9 System Configuration 



THE INPUT/OUTPUT CHANNELS control the quantity and destination of all data 
transmitted between the inner computer and the peripheral units. The channels 
are small, specialized data processors which perform their functions inde- 
pendently of the inner computer and independently of each other. 

THE PERIPHERAL UNITS consist of magnetic tape units, card readers, a printer 
and a typewriter. These are fully compatible with comparable devices on the 
target machine. The formats, where they differ from those of the target 
machine, may be converted within the inner computer to a compatible format by 
means of MINI FLOW. 

INNER COMPUTER (Refer to Figure 2) 

THE CONTROL MEMORY contains 1,024 words, each consisting of 36 data bits and 
one parity bit. The control memory is used to store MINI FLOW routines, data 
and constants used by the MINIFLOW system or the hardware, and as a buffer 
area for data transmitted between main memory and the input/output channels. 
Control memory and the main memory are independent and fully overlapped. The 
control memory full cycle time is 1 micro-second. 

THE SCHEDULER responds to the service requests of the I/O devices, the 
operator's console, and the object program. It does so on a fixed priority 
basis to achieve the least interference between the simultaneous operations of 
these devices. The scheduler passes control to certain entry points in the 
wired-in-sequence depending on the type of the request honored. 

THE WIRED-IN-SEQUENCE contains certain hard wired subroutines or complex 
sequences. For example, one of the sequences is used to fetch the instruction 
to be emulated, decode it, perform indexing and indirect address operations, 
update the instruction counter, fetch the operands required by the instructions, 
and fetch the first mini-pair instruction. Another sequence saves certain 
registers by storing them in predetermined control memory locations, then 
restores them at a later point of intervention. The scheduler will pass control 
to one of the sequences depending upon the type of request which is being 
honored. From there, the sequence is stepped from one state to another, 
although some steps may be skipped within a sequence. 

THE TRANSLATORS decode the object instruction and point to a half word in the 
entry table called the CONTROL AND TRANSFER VECTOR which controls the wired-in 
sequence and gives the starting address of the routine necessary to complete 
the emulation. The translators also pre-condition certain control flip-flops 
in order to pass on specific information about instruction characteristics to 
the MINIFLOW routine. 

THE MINI -OPERATION REGISTER receives the 18 bit mini-instructions two at a 
time as they are read from control memory. The bit configuration is sent to 
the instruction decoder which sends the appropriate control signals throughout 
the system to perform the operations. 

THE MINI -ENGINE REGISTERS AND ADDERS perform the MINIFLOW program sequence 
control and shift counting. Certain instructions make the mini-engine 
registers available to the programmer. 
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THE INDICATORS AND DISPLAY REGISTERS are sets of flip-flops which hold hard- 
ware and MINIFLOW emulation program status. The status is determined by the 
occurrence of certain events within the system. The registers in this cate- 
gory include the display register, general indicators, and channel I/O 
indicators. Most of the bits in the indicators may be individually set and 
reset by mini - instructions . Many are connected to lamps on the operator's 
console; some are controlled by hardware; some directly control hardware 
functions. 

THE MINIFLOW EMULATION PROCESS 

For each instruction in the program of the target machine, the inner computer 
executes a particular routine made up of mini-instructions. For each input 
or output operation and each console function to be performed, the inner com- 
puter executes a similar set of routines. These routines are stored in the 
control memory of the inner computer. They are entered from the wired-in- 
sequence which is also controlled by a control and transfer vector in the 
MINIFLOW control memory. The entire collection of routines present in the 
Control Memory at any one time is called a MINIFLOW emulation system. It is 
the MINIFLOW emulation system which tells the inner computer how to interpret 
the machine language instructions of the emulated computer. It follows that 
in order to emulate a different computer, one has only to change the MINIFLOW 
system, i.e., a program resident in control memory. 

THE GENERAL CONTROL SEQUENCE 

Very briefly, when a "request" is set, the scheduler passes control the the 
wired-in-sequence which in turn passes control to MINIFLOW execution. When 
the MINIFLOW is completed, control is returned to the scheduler. 

Specifically, when a program request is honored by the scheduler, control 
passes to the wired-in-sequence. At this time, an instruction from main mem- 
ory is brought to the main engine. The operation code portion of the instruc- 
tion is sent to the translators which generate an address pointing to a control 
and transfer vector (C§TV) in the control memory entry table. This C§TV 
provides a MINIFLOW starting address, and controls the following wired-in- 
sequence options : 

1. Indexing and indirect addressing of the instruction address. 

2. Fetching an operand from memory. 

3. Treating the instruction as a transfer. 

The starting address of the MINIFLOW routine is sent to the program sequence 
counter in the mini -engine. The address portion of the object instruction may 
be modified by the Index Registers and indirect addressing. An operand may be 
brought from main memory and the AC is put into the main engine. The MINIFLOW 
emulation program is then executed. When the MINIFLOW program is finished, it 
returns control to the scheduler. The process is repeated as the scheduler 
honors the program request again. The above explanation is described in more 
detail in sections II and III. 



It should be noted that not all instructions require the same wired-in- 
sequence operations, and a few instructions require only the control and 
transfer vector for complete emulation. Moreoever, operations such as input- 
output and console functions which are not directly connected with the emula- 
tion of a specific instruction use a different set of MINIFLOW emulation 
routines, but the process is somewhat the same as that described above. 
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SECTION II 
IC-M9 MINI FLOW PROGRAMMING EXAMPLES 

GENERAL SYSTEM DESCRIPTION 

The IC-M9 functions as a stored program computer when in the MINIFLOW execution 
mode. The data transfer paths are illustrated in Figure 3. 

THE MAIN DATA BUS is used for general data transfer in a time shared manner. 
The memories, operator keys, I/O and other functions are accessed via the bus 
by special mini -instructions. 

THE MAIN ENGINE performs the arithmetic and logical manipulations on the data. 
It contains two shift matrices capable of being coupled for long shifts. 
These are fed from the main bus or from the adder; they in turn feed three 
36 bit holding registers. These registers also have sign and Q bit control 
logic associated with them. The adder is a full 36 bit binary ADDER/SUBTRACTOR 
with general logic capability. The adder is fed from the holding registers 
and from the register stack; it also feeds the main bus, the register stack and 
the holding registers (via the shift matrices) . 

THE MINI-ENGINE performs the MINI -INSTRUCTION fetching and decoding; it has 
six registers associated with it. The RB register (11 bits) acts as a MINIFLOW 
program sequence counter (PSC) ; instructions addressed by RB are fetched "two 
at a time" from the control memory and placed in the MOP-L/R register. From 
there they are passed one at a time to the RM and RBR drivers; the RM drivers 
feed the instruction decode logic and the RBR drivers gate immediate data back 
onto the bus. The RD register (11 bits) acts as a program link register to 
save the PSC for return from a subroutine. The RC register (8 bits) is used 
as a shift counter, or to hold a skip distance for decision type instructions. 

NOTE 

The programming examples shown in this manual 
are generated using the Inner Computer Assembly 
Language (ICAP) as described in Form 4010. 
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THE WIRED-IN-SEQUENCE 

Normally in the first step of the wired-in-sequence, the 36 bit object instruc- 

thTr a ?nfn Sed b V he *£ \ S f6tChed from main memor y and is loaded^into both 

J "J d " !? g "! e " of the * nain en 8 ine - ™e first 12 bits of the D register 
are sent to the OP-code translators where special control flip-flops are set 
and an address is generated pointing to the entry table. In the next step 
this generated address is used to fetch a half word from the entry table in 
control core; this is the control and transfer vector which then controls how 

£ H^?H~T Seq £ enCe PI oceeds ' The fo ™t of the control and transfer vector 
is described in Figure 4. 

INDEXING is accomplished by using the tag field (Bits 18-20 of the D register) 
uLr a r*h 5 »dex register(s) to use; if these bits are all zero, zero is 
used as the index register value. Indexing is done by subtracting the Index 

in 8 C or r D V or U both° m ?' " ^T fleld (bUs 21 " 35) and P Uttin * the res ^ 
m C or D or both. Binary arithmetic is used in this operation. 

INDIRECT ADDRESSING is accomplished only if Bits 12 and 13 are both true in 
the D register. The address field (bits 21-35) of the D register (after 

word fbits 1 ?^? t0 f 6tCh a "^ W ° rd fr ° m main COre - The ri * ht half ° f this 
word (bits 18-35) replace the previous right half of both the C and D registers 

tnH?""?- 1 "^ CyCle tak6S pl3Ce if the ta S field of th * D agister (aftS 
indirection) is non-zero with the result going to C and D (bits 21-35). 

f-" m Y 21 RAN S FETCH " accom P lish * d by addressing main core from the address 
field of the D register and placing the 36 bit word into the C register. 

AC OPERAND FETCH is always accomplished by bringing the contents of the AC (Rl) 
into the B register of the main engine. 

TRANSFER CONTROL allows bypassing MINIFLOW completely for a "fast" transfer- 
or allows MINIFLOW to set up the transfer and other conditions, and then 
re-enter wired-m-sequence to complete the "slow" transfer. 

?™ a H S ° f *J e \ M a " d LK? relatio " s hip to the wired-in-sequence for automatic 
transfer controls are contained in Section III. 

MINIFLOW TRANSFER ADDRESS i s placed in the mini-engine sequence counter (RB) 
and points to the first MINIFLOW instruction of the emulation routine. 
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Bits 0,1 LK1 and LK2 

00 Don't allow 
indexing 

01 Allow indexing 
the D register 

10 Allow indexing 
the C register 

11 Allow indexing 
both the C&D 
registers and 
allow indirect 
addressing. 



Bit 2 LK3 

Don't fetch the 
memory operand 

1 Fetch the 
memory operand. 



Bits 3,6 LK4 and LK7 

00 Don't treat as a transfer 

01 Treat as a fast transfer 

10 Treat as a slow transfer 

11 An illegal combination 



TRANSFER VECTOR 



*Bits 4,5 Not used 

Bits 7-17 The MINIFLOW entry address (i.e., transfer vector) |- 



Figure 4. Control and Transfer Vector Half Word 
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SPECIAL MODE CONTROL FLIP FLOPS 

MULTI-TAG MODE controls the manner in which indexing is done; it is set to 

*« K^uiS^ 6 ( ° ff) by the console reset key and is also turned on or 
off by a MINIFLOW instruction. Whenever an indexing operation takes place, 
either through wired- in-sequence or by a mini-instruction, the specific indexfs) 
to be used in the operation are determined by the tag field (bits 18 to 20) of 
the mam engine D register. When in multi-tag mode the logical OR of two or 
three registers may be used for the index value; or if changing index values 
then two or three indexes may be altered simultaneously. The index used are 
specified by Table 1. 

Table 1. Index Specification 



D REGISTER 


IN SEVEN 


IN MULT I -TAG 


TAG BITS 


INDEX MODE 


INDEX MODE 


000 


NO INDEX 


NO INDEX 


001 


INDEX 1 


INDEX 1 


010 


INDEX 2 


INDEX 2 


011 


INDEX 3 


INDEX 1 "or" 2 


100 


INDEX 4 


INDEX 4 


101 


INDEX 5 


INDEX 1 "or" 4 


110 


INDEX 6 


INDEX 2 "or" 4 


111 


INDEX 7 


INDEX 1 "or" 2, "or" 4 



EXIT AND SUBROUTINE MODES are used to quickly leave a MINIFLOW sequence and 
to easily link to subroutines. Most mini-instructions provide a means to 
EXIT at the end of the instruction. This usually may be accomplished by having 
bit 12 of the instruction on; there are also 3 test instructions which allow 
a conditional EXIT. When an EXIT is taken while not in the subroutine mode 
control is passed back to the scheduler and the wired-in-sequence. 

The subroutine mode is entered by a special transfer mini-instruction. This 
turns the subroutine mode control on and sets up registers in the mini-engine 
to provide subroutine return linkage. Specifically, RB+1 goes to RD and RBR 
goes to RB to effect the transfer. If an EXIT is taken while in the sub- 
routine mode, then the subroutine mode control is turned off and MINIFLOW 
transfers to continue where the subroutine transfer was taken, i.e. RD is 
placed in RB. 

PRECONDITION CONTROLS are set by the translators during the wired-in-sequence 
Their purpose is to allow the wired-in-sequence or MINIFLOW instructions to be 
modified in their actions so that the same routines may be used by similar 
object instructions. Two preconditions affect only wired-in-sequence during 
the operand fetch step. These are: 

SUB (subtraction) causes the sign bit of the memory operand to be 
inverted when fetched. 
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MAG (magnitude) causes the sign bit of the C register to be set to zero 
(plus). If MAG and SUB are both set, then the sign of C is set to one 
(minus) . 

Two more preconditions may affect either wired- in-sequence or MINIFLOW: 

ARI (arithmetic) causes bit zero of either memory or register stack 
operands to communicate with the main engine sign bits rather than the 
most significant bit of the main engine registers. 

TSAT (test satisfied) is set by test conditions to cause a transfer via 
the wired-in-sequence or to cause a skip to be taken during MINIFLOW. 
Usually this flip-flop is set based on criteria other than just the 
combination of the op-code and the translator logic, i.e., generally an 
actual test is made of some machine condition. 

The last five preconditions can only modify the MINIFLOW actions. 

GEX (general exchange) allows the data sent on the main bus (or between 
the register stack and main engine) to be switched such that the most 
significant 18 bits and least significant 18 bits are interchanged. This 
swapping only occurs if GEX is on and the bit 6 flag is on in the instruc- 
tion. But this swap may also be forced without GEX ON by the LOAD SOPS 
of the zoned Main Engine Operations explained in Section III. 

GIN (general inhibit) prevents the data from the adder from going back 
into the main-engine registers or the index registers or IC register of 
the stack when GIN is on and the bit 6 flag is on in a main engine, 
XR or IC instruction. 

G0P9 (general operation 9) 

GOPIO (general operation 10) 

G0P11 (general operation 11) 

These flip-flops are set to differentiate object instructions entering 
MINIFLOW at the same location. The "DOL" main engine SOP and the "DOS" 
shift SOP are directly controlled by these GOPS. 

TSAT, ARI, GEX, GIN and GOP 9, 10 and 11 may also be turned on or off by 
MINIFLOW as well as always being set by the translator. Section III contains 
a translator table, which contains the pre-condition flip-flop states when 
exiting from the wired-in-sequence. 

SIGN AND Q BIT CONTROL 

The main engine has a sign bit associated with each of its three registers 
(B, C&D) plus a single engine Q bit. The AC register also carries separate 
sign and Q bits, giving a total length of 38 bits for this register. 
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AC REGISTER 



B ENGINE REGISTER 
C ENGINE REGISTER 
D ENGINE REGISTER 



J 



MQ REGISTER 
SI REGISTER 
R4 REGISTER 
MEMORY WORD 



Figure 5. General Sign and Q Bit Control 



When data is moved between the AC and one of the main engine registers the 
signs move with the other data bits. When data is moved between the MQ, SI, 
R4 or a memory word and one of the main engine registers, bit zero communicates 
with the engine register sign if ARI is on and communicates with the most 
significant bit of the engine register if ARI is off. 

The engine signs are appropriately changed by signed arithmetic and shifting 
operations. The AC sign and Q bit may be turned on or off or toggled by the 
MISC POP with appropriate SOPS. The engine Q bit or AC Q bit may be changed 
under the following circumstances where X indicates a change which is described 
in Section III. 
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X 




2. 


X 




3. 


X 




4. 


X 


X 


5. 




X 


6. 




1 


7. 








8. 


X 


X 


9. 



E£AC2 

X 1. Using a Q bit zone (TOP: 05 or 33) with the B or C 
register. 

An implicit shift (SOP: 20) 
A multiply shift (SOP: 11) 
AC POP with LDB or LDC TOP 
AC POP with load B or C and store 
AC POP with s (store) 
MISC SAQ 
MISC RAQ or RSM 
MISC TAQ 

The particulars of these manipulations are in the description of the MINIFLOW 
instructions which may affect these flip-flops, and are specifically summarized 
in Section III. The state of the sign and Q flip-flops affects the operation 
of signed arithmetic and shifting operations as well as comparisons and sign 
tests . 

CHANNEL B FLIP-FLOP CONTROL allows the programmer to take advantage of the 
symmetry found in channel control logic. This is done by using the same 
MINIFLOW programs for both Channels A and B and having their separate logic 
selected by the Channel B flip-flop. Specifically, MINIFLOW uses CHB flip-flop 
as follows: 

1. The same mini-instructions will access even (for Channel A) or odd 
(for Channel B) words in control memory by addressing even words, 
since the Channel B flip-flop is ORed in with the low order address 
line in the CMI type of memory access. 

2. The same test of an I/O channel indicator will test a group assigned 
to Channel A or a group assigned to Channel B according to how the 
Channel B flip-flop steers the test logic. 

3. The channel commands will automatically be steered to the appropriate 
channel by the Channel B flip-flop. 

4. Several other I/O oriented controls are automatically steered by 
this flip-flop. 
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OBJECT INSTRUCTION EXAMPLES 

INSTRUCTIONS are 18 bits long. The first 6 bits (0-5) form the "primary 
operation" (POP) code; this POP code also determines the format of the rest 
of the instruction. Most instructions have four more fields, as shown below. 

Bit 6 A FLAG bit controlling the GIN or GEX feature. 

Bits 7-11 A "secondary operation" (SOP) code which further modifies 
the primary operation. 

Bits 12 A FLAG bit (called EXIT) used to either return from a sub- 
routine mode or to return back to the scheduler and 
wired-in-sequence . 

Bits 13-17 A "tertiary operation" (TOP) code which may provide 

register zoning, a memory address, a skip distance, shift 
count, or special controls. 

The specific function of bits 6 to 17 will be explained in the writeups for 
the individual "POP" groups described in the subsequent parts of this section. 

There are instructions: 

To perform shifting. 

To access and operate on the main engine. 

To access and operate on the Hard Registers. 

To access and operate on the memories. 

To access and operate on the mini -engine. 

To access the I/O Channels and console. 

To load immediate data into the main engine. 

To perform tests and transfers. 

To change control conditions. 

In the symbolic code fields of the examples the POP will be listed first as an 
operation code. The SOP, TOP and FLAG fields will be listed in that order as 
operands separated by commas; then remarks may follow. See the ICAP Assembly 
Language Programmer's Manual for symbolic coding standards. 

The most generally used SOP codes are those controlling the main engine 
Adder logic and the SOPs which specify the loading of main engine registers 
These two sets of SOP codes are defined in Tables 2 and 3. 

Table 2. Load SOPs 



MAIN ENGINE REGISTER TO LOAD 
SOP CODE MNEMONIC (where the POP specifies the source) 



04 LDB Load the B register 

05 LDC Load the C register 
2 * LDD Load the D register 
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Table 3. Main Engine SOPs 



SOP CODE 



00 
30 
31 
20 
34 
35 
14 
15 
36 
16 
17 
26 

06 

07 



11 



MNEMONIC 



ZERO 

B 

C 

D 

B+l 

C+l 

B-l 

C-l 

B+C 

B-C 

C-B 

B+C+I 

B-C-I 

C-B-I 



02 


NB+1 


03 


NC+1 


22 


NB 


23 


NC 


10 


B.NC 



NB.C 



24 


B.C 


32 


BUC 


12 


BEC 


01 


DOL 



MAIN ENGINE ADDER OUTPUT 



All bits are zero 

B register 

C register 

D register 

B register plus one 

C register plus one 

B register minus one 

C register minus one 

B register plus C register 

B register minus C register 

C register minus B register 

B register plus C register plus 

the previous carry 
B register minus C register minus 

the previous carry 
C register minus B register minus 

the previous carry 
Twos complement of B register 
Twos complement of C register 
Ones complement of B register 
Ones complement of C register 
B register AND ones complement 

of C register 
Ones complement of B register 

AND C register 
B register AND C register 
B register OR C register 
EXCLUSIVE OR of B and C registers 
DO the logical operation specified 

by the precondition* controls. 

See Table 4. 







1 
1 
1 
1 



Table 4. The DOL Operations 



GOPs 



10 





1 
1 


1 
1 
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1 


1 

1 


1 



ADDER OUTPUT 



B 

BEC 

C 

B.NC 

B.C. 

BUC 

NB.C 

B.NC 



'Precondition controls are explained later in this section. 
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The most generally used TOP codes are those which control the main-engine field 
specification. There are 32 zone codes which select different contiguous 
fields of the main engine registers to participate in the operations. These 
zone fields are listed in Table 5. 



Table 5. Zone TOPs 



ZONE FROM TO FIELD 

CODE BIT BIT LENGTH SPECIAL FIELD NAMES 



00 


00-35 


36 


33 


QQ-35 


37 


05 


QQ-08 


10 


20 


09-35 


27 


35 


00-08 


9 


23 


09-17 


9 


15 


18-26 


9 


03 


27-35 


9 


37 


00-17 


18 


17 


18-35 


18 


27 


03-17 


15 


07 


21-35 


15 


13 


24-35 


12 


25 


03-08 


6 


34 


00-05 


6 


36 


06-11 


6 


21 


12-17 


6 


14 


18-23 


6 


16 


24-29 


6 


01 


30-35 


6 


30 


00-02 


3 


24 


03-05 


3 


26 


06-08 


3 


32 


09-11 


3 


22 


12-14 


3 


31 


15-17 


3 


10 


18-20 


3 


04 


21-23 


3 


06 


24-26 


3 


12 


27-29 


3 


02 


30-32 


3 


11 


33-35 


3 



Full 36 bit register 

Full register and Q bit 

Floating characteristic 

Floating mantissa 

1st quarter word 

2nd quarter word 

3rd quarter word 

4th quarter word 

Left half word 

Right half word 

Decrement field 

Address field 

Right third word 

Translator Group Digits 

Character 

Character 1 

Character 2 

Character 3 

Character 4 

Character 5 

Octal Character (prefix field) 

Octal Character 1 

Octal Character 2 

Octal Character 3 

Octal Character 4 

Octal Character 5 

Octal Character 6 (tag field) 

Octal Character 7 

Octal Character 8 

Octal Character 9 

Octal Character 10 

Octal Character 11 



Zone control masks the operation such that only the specified bits of the 
zoned field will change in the receiving register, any initial carry will be 
introduced at the least significant bit of the zoned field, any carry out of 
the field will set the carry flip-flop. 
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TRANSFER EMULATION WITHOUT MINIFLOW 

The TSAT flip-flop will be set by the translator during wired-in-sequence; the 
setting is off unless the object code translates to one of the transfer groups 
(as specified in section III) which may cause the TSAT flip-flop to be set on. 

If the fast transfer control bit (LK7) is on in the group's control and 
transfer vector, the wired-in-sequence will test the TSAT flip-flop and 
directly emulate the transfer instruction without entering MINIFLOW.* 

EXAMPLE 1. Fast Unconditional Transfer 

Consider the Unconditional Transfer object instruction (TRA) with the following 
format : 



11 12 14 17 18 20 21 



+0020 INSTR. CODE 



////// 



TAG 



BASIC TRANSFER ADDRESS 



3 



The instruction is to cause an unconditional program transfer to the memory 
location specified by the contents of the basic transfer address minus the 
contents of the specified index, if indexing is specified; OR if bits 12 and 
13 are on (an indirect flag) , then the above address is used to fetch a new 
tag and memory address field which together determine the final transfer 
address. New tag will be used for second level indexing. 

During wired-in-sequence the OP code +0020 translates to group 2 and the 
TSAT flip-flop is set on, the control and transfer vector for Group 2 (at mini 
location 202) is fetched and analyzed. If LKs 1 and 2 are on, the indexing 
and indirect addressing called for by the object instruction will be per- 
formed in C and D. If LK7 is on the WIS will examine the TSAT flip-flop and 
cause the address field of D (21 to 35) to be placed in the IC so that the 
next object instruction fetch is from the transfer address. 

The control and transfer vector needed is shown below and the address field 
points to the transfer trap routine if one exists. 

URG H/2C2 LXAMPlF. I TR4 
VfP C//1U , 11 /TR4P F-<4 C+TV 

EXAMPLE 2. Fast Conditional Transfers 

Consider the conditional transfers defined below with the following format: 

11 12 14 17 18 20 21 



+01 xx INSTR. CODE 



////// 



TAG 



BASIC TRANSFER ADDRESS 



SSJ 



Assume the instructions are to cause transfers under the conditions shown 
on the following page. 



*MINIFL0W is entered however, if transfer trapping control mode is on; see 
Section III. 
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MNEMONIC 


OP-CODE 


TRANSFER CONDITIONS 


TZE 


+0100 


AC equal to zero 


TNZ 


-0100 


AC not equal to zero 


TPL 


+0120 


AC plus 


TMI 


-0120 


AC minus 


TOV 


+0140 


AC overlow on 


TNO 


-0140 


AC overflow off 


TQP 


+0162 


MQ plus 



TSAT FLIP-FLOP 

on if AC is zero 

on if AC is not zero 

on if AC is + 

on if AC is - 

on if OVFL on 

on if OVFL off 

on if MQ is + 

Indexing and indirect addressing are performed as specified by the instruction, 
and the overflow tests will reset the overflow indicator. 

During wired- in-sequence all these OP CODES translate to group 10 and the TSAT 
flip-flop is turned on under the conditions specified in the table above. 
Indexing and indirect addressing as required is performed and then the TSAT 
flip-flop is examined to determine whether the IC is incremented by 1 (TSAT 
flip-flop off) or it is loaded with the contents of D (TSAT flip-flop on). 
The same control and transfer vector, at a different mini- location, would be 
used for these transfers. 



.OKC 
VFD 



0/?lU 



t X A M P L '_ 



G7/141, 1 l/TRAP CUwT 



rMi,rzE,cTC 

IRA C+TV 



REGISTER POPs 

The registers in the stack are accessed by a group of 6 mini-instructions. 
Zoning of the data is implicit in the particular register POP and they are 
described below. 



POP 


POP 


AFFECTED 


CODE 


MNEMONIC 


REGISTER 


33 


AC 


Rl 


37 


MQ 


R2 


27 


SI 


R3 


23 


R4 


R4 


22 


IC 


IC 


26 


XR 


XR* 



IMPLICIT ENGINE 
ZONE CONTROL 

QQ-35 37 bits and sign 
00-35 36 bits 
00-35 36 bits 
00-35 36 bits 
21-35 15 bits 
21-35 15 bits 



TEST FLIP-FLOPS 

Not affected 
Not affected 
Not affected 
Not affected 
Set appropriately 
Set appropriately 



*As specified by the tag field (Bits 18-20) of the D Register. 
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BITS 

0-5 

6 



7-11 

12 
13 
14 
15 
16-17 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 



HARD 
REGISTER 



GIN 
GEX 



POP: | 

Flag: Inhibit storing back 
to IC or XR if GIN is on; 
Half exchange the register 
data if GEX is on. 

SOP: Specifies a main 
engine operation from 
Figure 3 . 



ENGINE 
OUTPUT 



Flag: EXIT | 

Replace "B" in SOP code with the POP register | 
Replace "C" in SOP code with the POP register 



Store the SOP result back into the POP register 



Store the SOP result back into a main 
engine register as specified below: 

BITS 
16 





1 
1 



17 


1 

1 



Do not store 
Place in B Register 
Place in C Register 
Place in D Register 



XT 



RB 



RC 



SR 



LDx 



REGISTER MINI-INSTRUCTION FORMAT 

EXAMPLE 3. Simple Register Load 

Consider LDQ, an object instruction to load the MQ register with the following 
format : 







11 12 



14 



17 18 20 21 



35 



+0560 INSTR. CODE 



////// 



TAG 



BASIC OPERAND ADDRESS 
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The instruction loads the MQ register with the word in memory specified by 
the address after any required address modification has taken place findexine 
and indirect addressing) . B 

This instruction translates to group 56 so the wired-in-sequence is controlled 
by the C§TV at mini-location 256. It should have LK's 1 and 2 on (allowing 
address modification) and also LK3 on which causes the memory operand to be 
fetched from main memory during WIS. The C§TV and the "program" required to 
complete the operation are below: 



LDQ 
* 



URf, 0/^bb FXaMPLl 5 



* 



LDC 



t KG L/lOul 

VQ CStt-XIT STORE (YJ IN MQ AnR LXIT 



Example 4. Emulating Several Register Loads 

Consider the object instructions used to load the AC: 
CLS and they have the following format: 



they are CAL, CLA, and 







11 12 



14 



17 18 20 21 



+050x INSTR. CODE 



35 



////// 



TAG 



BASIC OPERAND ADDRESS 



MNEMONIC OP -CODE OPERATION 

CAL -0500 Clear and add logical 

CLA +0500 Clear and add 

CLS +0502 Clear and subtract 



PRE-CONDITIONS SET ON 



none 

ARI 

ARI § SUB 



The ac register also may be loaded in any of these three modes with just one 
mini-instruction; however, when the memory operand is fetched if ARI is on the 
most significant bit goes to the sign bit of the C register and bit of the 
C register is set to zero. In addition, if SUB is on this most significant 
bit is also inverted as it is loaded. Thus, one entry control and a one 
instruction MINIFLOW program are used to emulate three different object 
instructions. The translators not only point to the same control and transfer 
vector (Group 50) , but also set the preconditions differently so the memory 
operand is loaded in three different ways. 

The C&TV and MINIFLOW programs are shown below: 



LOA 






AC 



u / ? ") u 

3/ ft ! *>/L 



• ' J / s: v, i 

c ,s,lxi r 



lXAMPli- 



l>4 CAL , CLA, CLS C+TV 



CAL, CLA, CLS 



STfjat (v) IN AC A iO LxIT 
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MEMORY ACCESS POPs 



MEM - Memory Instruction 67 

Either the Main Memory or the control memory may be accessed by the MEMORY 
instruction. The address is generated by the main engine as specified by the 
SOP code; if a load SOP is used the address is taken from the console address 
keys. The Memory instruction has a mnemonic of MEM and an octal code of 67. 



Bits 

0-5 

6 

7-11 



12 
13 

14 

15 
16-17 



12 3 4 5 6 7 



11 12 13 14 15 16 17 



67 MEM 



POP: 



GEX ADDRESS SPEC 



Flag: Half exchange 
data if GEX is on. 



SOP: If a "load" SOP (Table 2) 
then the address is taken from 
the address keys; if a main 
engine SOP (Table 3) then the 
address is appropriately 
generated by the adder. 



XT 



MS 



Flag: EXIT | 



CS 



RB 



REG 



MEMORY SELECTION: 



CYCLE SELECTION: 



CONTROL MEMORY 

1 MAIN MEMORY 

READ DATA IN 

1 WRITE DATA OUT 



Replace R4 for B in the SOP code| 



DATA REGISTER: 00 Write Zeros (NOP if read) 
01 Use the B register 

10 Use the C register 

11 Use the D register 

CMI -Control Memory Immediate 77 

The first 32 words of control memory may also be directly accessed with the 
address specified by the TOP field. The Data and Memory operations are speci- 
fied by the SOP field. The Control Memory Immediate instruction has a mnemonic 
of CMI and an octal code of 77. 
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12 3 4 5 6 7 



11 12 13 



17 



77 CMI 



BITS 

0-5 

6 

7-11 



POP: 



GEX 



Flag: Half exchange 
data if GEX is on. 



DATA SPEC 



SOP: If a "load" SOP (Table 2), 
the memory reads data into the 
specified register; If a Main 
Engine SOP (Table 3), data is 
appropriately generated in the 
adder and written into the 
control memory. 



XT 



MEMORY ADDRESS 



12 
13-17 

NOTE: 



Flag: EXIT |- 



TOP: The explicit address of one of the 
first 32 words of control memory 

The Channel B flip-flop is ORed in with bit 17 of the instruction 
so that only odd addresses are accessed if CHB is on. 

EXAMPLE 5. Double Register Load 

Consider DLD, an object instruction to load both the AC and MQ. It has the 
following format: 



11 12 



14 



17 18 20 21 



+0443 INSTR. CODE 



////// 



35 



TAG 



BASIC OPERAND ADDRESS 



The instruction loads the AC with the signed word in memory specified by the 
address (after modification) and loads the MQ with the word in memory located 
at the next higher address. 

This instruction translates to group 45 with ARI set on. Two approaches are 
illustrated as follows: 



1 



This approach fetches the Y operand during wired-in-sequence. 



'• r D i/7, Tj/OL.. ULD C+IV 



DLD 
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&c 


CtS 


k4 


',) , s 


MEN" ■ 


R4+1 ,SRC 


< V Q 


C.StbXIT 



LjKG u/7 7t> 

f,LD 4C C,S STO*E (V) IN AC 

MLiVF mUDRlSS TG <*4 

KtAD (Y*l) TO C 

STORF (Y*L) IN «Q + FXIT 

Note that the last line is the same as the "Program" in example 3; 
thus the two programs could be combined. This type of combination 
is directly illustrated in the second example of the Double Load 
(combined with example 4) . 

The second approach doesn't fetch the Y operand to C during the 
wired-in-sequence. It is fetched during the execution of MINIFLOW. 
It also only takes four mini-steps to complete the operation. 



0*0 0/24!> fcXAMPLF o OLD 

VhD 3/6, I'i/DLC OLD C+1V 

Cj*G 0/2!>U 

VFD i/ l,l">/lt)i\ CAL,CLA,CLS C+IV 

„___--------* 



uKG u/Utt 

OLD htM O+ltSRD KtAP CY+i) TO D 

l*j L,S STOKE (Y+l) IN *Q 

Mt-f/ CSRC READ (Y) TO C 

LCA AC Ctbti-AIT bTCRr (Y) H AC A.-iC tXLT 

There is very little difference between these two approaches. They 
both take the same amount of core space and the execution times are 
close. The 2nd is 2% faster when wired-in-sequence time is counted 
in with the MINIFLOW. 

MAIN ENGINE POPs 

These six mini-instructions modify the Main Engine Registers. The POP speci- 
fies what register receives the result of the operation. The SOP specifies 
what registers are used and how they are combined in the operation. 

The TOP specifies the zone control field to be used: The adder operation,, 
the zero and carry test flip-flops and inserting the data into the receiving 
register(s) . 

PRIMARY OPERATION 

Test and zone the SOP results to B 
Test and zone the SOP results to C 
Test and zone the SOP results to D 
Only test the zoned SOP results 
Test and zone D to B and zone the 
SOP results to D 
41 PCD Test and zone D to C and zone the 

SOP results to D 
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POP CODE 


POP MNEMONIC 


50 


PB 


51 


PC 


53 


PD 


52 


PE 


40 


PBD 



All these instructions will set the engine test conditions in the following 
manner : 

PB, PC, PD and PE will test the zoned SOP results; PBD and PCD will test the 
zoned D register. 







5 6 



11 12 13 



17 



MAIN ENGINE REG 



GIN 



BITS 

05 

6 

7-11 

12 
13-17 



POP: 



FLAG: Inhibit storing 
result in register if GIN 
is on. 



SOP:* Specifies a main engine! 
operation from Table 3. | 



ENG OUTPUT 



XT 



ZONE CONTROL 



Flag: EXIT 



TOP: Specifies a main engine zone 
field from Table 5. 



EXAMPLE 7. Add and Carry Logical 

Consider ACL, an object instruction to add the unsigned value of a memory 
location (bits 0-35) to the magnitude of AC (bits P to 35) with end around 
carry. It has the following format: 







11 12 



14 



17 18 20 21 



35 



+0361 INSTR. CODE 



////// 



TAG 



BASIC OPERAND ADDRESS 



This instruction translates to group 36 with no preconditions turned on. The 
following code may be used: 



ACL 



VFD 



ORG 

PE 
PM 
AC 



ACL 



0/<?36 EXAMPLE 7 

3/7, lb/ACL ACL C + IV 

C/bOQ 

e + C,oG-3f> GFNERUE P BIT CARRY 

H + C+i f 00-3!i LOGICAL ADD rfi Th CARRY 

H,S,tXlT STORf SUM IN AC + fcX i 1 



*The PB, PC, and PD POPs may also use the LDB and LDC SOPs (Table 2). These 
take data from the register specified by the POP and half exchange it and 
load it into the register specified by the load SOP under zone control. 
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Note: It might appear that the last two instructions could be replaced by: 

OKG b/bOl tX AMPLE 7 CGNTiNUtu 

AC il + OltS.E LOGICAL SUK TO AC ♦ EXIT 

However, this would allow the Q bit or the overflow indicator to be turned on. 
In this example the overflow cannot be turned on and the Q bit is unaltered 
because the engine Q bit is set to the AC Q bit during wired-in-sequence when 
the AC is unconditionally loaded into B. The Engine Q bit cannot change 
because it is not zoned into the engine operations; therefore it is the same 
when it is stored back into the AC Q bit. 

ALG- Algebraic Add 62 

With the exception of the ALG POP the Main Engine SOPs ignore the signs assoc- 
iated with the B and C registers and treat all values as positive. An 
algebraic add may be performed taking the signs into account with the ALG POP 
and a B-C SOP (Octal code 16) . 

The ALG instruction is done in two cycles. First, ALG does a trial subtrac- 
tion to determine which of the contents (B or C) is the greater. If the signs 
of B and C are the same the B-C SOP is interpreted as a B+C SOP for the second 
cycle where the result is zoned into B. 

If the signs of B and C are different and C is less than B then the B-C SOP is 
performed again and the result zoned into B. 

If the signs of B and C are different and C is greater than B then the B-C SOP 
is interpreted as a C-B SOP for the second cycle and the result in zoned into B. 
Also the sign of C is placed in B and a special indicator is turned on - the 
first carry flip-flop. This indicator is turned off if the signs are 
alike or if C is less than B. All other main engine tests are also set so that 
the arithmetic tests (TA, TAE, TAW) described later may test for zero, carry out, 
most significant and least significant bits, and like signs and first carry. 







5 6 7 



11 12 13 



17 



62 ALG 



BITS 

0-5 

6 

7-11 

12 

13-17 



POP: 



GIN 



14 B-C SOP 



XT 



FLAG: Inhibit storing result 
in B if GIN is on 



SOP: Should be B-C (Code 14) | 

Flag: EXITl — 

TOP: Specifies a Main Engine Zone field from Table 5. 



ZONE CONTROL 
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EXAMPLE 8. Emulating Several Arithmetic Instructions 

Consider the fixed point arithmetic operations with the following format: 

11 12 14 17 18 20 21 35 



+040x INSTR. 


CODE 


I 


mm 


TAG 


BASIC OPERAND ADDRESS 


MNEMONIC 


OP -CODE 

+0400 
+0401 
+0402 
-0400 


OPERATION 

Add 

Add Magnitude 

Subtract 

Subtract Magnit 


PRECONDITION SET ON 


ADD 
ADM 
SUB 
SBM 


ARI 
MAG 

ARI and SUB 
ude MAG and SUB 



These instructions all translate to group 40. The memory operand is loaded 
into C if LK3 is on in the C$TV; in which case the sign of C will be appro- 
priately set to allow emulation to be completed by the following MINIFLOW. 



CRG 
VEO 



U/24G EXAMPlI b ADD,SU6,EIC 

3//,lb/Artl ADC, ADM, SUB, SBM c+TV 



ARI 



ORG 
AEG 
AC 



C/ibOll 

r-CwW-'i's U(j THE SIGNED AkHHMrMC 

ftSttxiT store: sum IN AC AwU F.XL1 



ARITHMETIC TEST POPs 



Arithmetic results and other machine conditions are tested by a group of three 
test instructions. They all work by testing the condition specified by the 
SOP field and setting the TSAT flip-flop if the test is met; the TOP field 
(bits 13-17) is always placed in the RC register of the mini-engine. The 
following points out the differences in the instructions: 



POP CODE 

61 
65 
75 



POP MNEMONIC 

TA 

TAE 

TAW 



PRIMARY OPERATION 

Test Arithmetic 
Test Arithmetic or Exit 
Test Arithmetic and enter 
Wired-in-sequence . 



TA 



Will skip forward or back if TSAT is set on and will take the next 
instruction if TSAT is off. 



TAE- Will skip forward or back if TSAT is set on and will exit if TSAT 
is off. 

TAW- Will always add RC to RB (or subtract RC from RB) ; then WIS is 
entered with TSAT setup and the operation is terminated like the 
end of a fast transfer with LK7 of the C§TV on. 
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5 6 7 



11 12 13 



17 



BITS 

0-5 

6 

7-11 

12 

13-17 



OCTAL 
CODE 



ARITH TEST 



POP: 



TEST 
CONDITION 



TEST POLARITY: 

- Test for False 

1 - Test for True 



SOP: Gives the condition to 
be tested for. See the 
TA SOP LIST which follows. 



SKIP DIRECTION: 

- Forward: Add RC to RB 

1 - Backward: Subtract RC from RB 



SKIP DISTANCE: The number of mini-instructions 
to move forward or back from this one. 



SKIP 
DISTANCE 



NOTE: A skip of zero will execute the same test again. 

Table 6. TA SOP Test Conditions 



SOP 

MNEMONIC 



OCTAL SOP 
CODE MNEMONIC 



00 
01 
02 
03 
04 
05 
06 
07 
10 
11 
12 
13 
15 
16 
20 
21 
22 
23 
24 



NO 


40 


CF 


41 


CX11F 


42 


G11F 


43 


NZ 


44 


N910F 


45 


G9F 


46 


G10F 


47 


RNZ 


50 


FCF 


51 


GINF 


52 


FOFF 


53 


LSF 


55 


AQF 


56 


ZX11F 


60 


MSBF 


61 


LSBF 


62 


EQUF 


63 


LESSF 


64 




77 



YES UNCONDITIONAL TRUE 

CAR CARRY/BORROW FROM ZONED FIELD 

CX11 CARRY OR ELSE GOP 11 

Gil GOP 11 

Z ZERO IN ZONED FIELD 

N910 GOP 10 and NOT GOP 9 

G9 GOP 9 

G10 GOP 10 

RZ ZERO (IN BITS 3-10) OF RE REGISTER 

FC FIRST CARRY IN ALG POP 

GIN GIN 

FOF FLTG OVERFLOW RMQ OR FAC (2 GEN. IND.) 

LS LIKE SIGNS IN B AND C 

AQ AC Q BIT 

ZX11 ZERO OR ELSE GOP 11 

MSB BIT OF PE (MOST SIGNIFICANT BIT) 

LSB BIT 35 OF PE (LEAST SIGNIFICANT BIT) 

EQU PC EQUAL TO PB (Q $ SIGN LOGIC) 

LESS PC LESS THAN PB (Q § SIGN LOGIC) 

SAT PREVIOUS TEST SATISFIED 
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EXAMPLE 9. INDEX CONTROL TRANSFERS 



Consider the four index control transfers with the following format: 
2 I 17 18 20 21 



+2, 3 



INDEX DECREMENT VALUE 



35 



INDEX 



FINAL TRANSFER ADDRESS 



MENMONIC 

TIX 
TNX 
TXH 
TXL 



OP -CODE 

+ 2 
-2 
+3 
-3 



OPERATION 



Transfer on Index 
Transfer on no Index 
Transfer on Index high 
Transfer on Index low 
or equal 



PRECONDITIONS SET ON 

GEX 

GEX, GOP 11 

GEX, GIN 

GEX, GIN, GOP 11 



SSv l ns J™ ctlons compare the value in the index registers specified by the 
INDEX field to the decrement value and do a conditional transfer based on 
the test result. The "2" types also subtract the decrement from the index if 
it is smaller. 

These instructions all translate to group 1. The group 1 CSTV has LK's 1 2 
and 3 off since the address does not modify and a memory operand is not used' 
LK4 is set on to emulate a slow transfer. The code is below: ' 

UKG G/?Gl tXAV,p L e- ^ TlX,I,\X,trC 

VFO 4/1,14/TX TlX,TiJA, rXH.TXL C+TV 
* ^ 

ri/70o 

C-R,,GtX TcST DEC*?. LESi TUVA X>< 

CF,*+3 SKIP if- DtCR. rMOT LESS 

W-C,btG SUBTRACT DtCR, GE*. + GIN 

GUT, TRAP TRANSFEK IF TXh QK TIX *• 

Gil, MAP TRANSFLR IF TXL OR TNX ' * 



IX 



TRAP 



ORG 

XR 

TA 

XR 

TAh 

I Aw 

F^G 



*+?3 



EXAMPLE 10. Index Linked Transfer 

Consider a transfer instruction which preserves the location counter (in twos 
complement form) in a specified index register. It has this format: 



11 12 



17 18 20 21 



+0074 INSTR. CODE 



35 



////////// 



TAG 



FINAL TRANSFER ADDRESS 



MNEMONIC 



TSX 



OP -CODE 



+0074 



OPERATION 
TRANSFER and SET INDEX 



•-•The TAW Skips should point to the transfer trap routine if transfer trapping 
is being emulated; See Section III. 
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This instruction translates into group 7 with the following MINIFLOW coding: 



TSX 



VFD 



OR<% 
IC 
XR 
T A W 



(1/20/ EXAMPLE 10 TSX 

4/1, 14/TSX TSX C + TV 

0/ /SO 

R.LDC LOAD THE IC INTO C 

NC+1,S oIufiE «?'S COMP. TU 



YES, TRAP 



INDEX 



UNCONDITIONAL TRANSFER 



EXAMPLE 11. Storing Indexes 

Consider the four instructions to store index registers into memory with the 
following format: 



11 


12 17 


18 20 


21 35 


+063x INSTR. CODE 


//////////////// 


TAG 


FINAL OPERAND ADDRESS 



MNEMONIC OP-CODE OPERATION 

SXA +0634 Store Index in Address 

SXA -0634 Store Index in Decrement 

SCA +0636 Store Complement in Address 

SCD -0636 Store Complement in Decrement 



PRECONDITIONS SET ON 

GIN 

GEX, GIN 

none 

GEX 



These instructions store the true value of 2's complement of the index speci- 
fied by the INDEX field into the address field or the decrement field of the 
addressed memory word. The rest of the memory word is not changed. 

These instructions all translate to group 63. The C§TV has LKs 1 and 2 off 
since there is no address modification. LK3 is also off since GEX control is 
not effective during operand fetch in WIS; and GEX control is useful while 
fetching the operand to control accessing the address or decrement field. The 
emulation code is below 



ORG !l/2t>3 cXAMPlE 11 SXA, oXD,t IC 

VFF. Id/Sx SXA, SXD, SCA, SCO C + TV 

ORG G/2t>0< 

HtM UtSRCtGFX LOAD (YJ, SWAP ON DEC*. 

aR R,LDC ZONE IN THE INDEX VALof- 

pc \c + i ,4ri-3!>,v»iN complement under gin 

MEN f. , SWC.G- STORE UNDER OEX AND EXIT 



*The TAW Skips should point to the transfer trap routine if transfer trapping 
is being emulated; see section III. 
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EXAMPLE 12. Sense Indicator Logical Instructions 

Consider the instructions to test and manipulate the Sense Indicators with the 
following format: 







11 12 



17 18 



35 



+005x INSTR. CODE 



IIIIIIIIIIIUI 



INDICATOR OPERATION MASK 



MNEMONIC 


OP -CODE 


RZT 


+0050 


LZT 


-0050 


IIR 


+0051 


IIL 


-0051 


LIR 


+0052 


LIL 


-0052 


RFT 


+0054 


LFT 


-0054 


SIR 


+0055 


SIL 


-0055 


RNT 


+0056 


LNT 


-0056 


RIR 


+0057 


RIL 


-0057 



OPERATION 



PRE-CONDITIONS SET ON 



Right - Indicators all Zero Test 
Left - Indicators all Zero Test 
Invert Indicators - Right 
Invert Indicators - Left 
Load Immediate - Right 
Load Immediate - Left 
Right - Indicators Off Test 
Left - Indicators Off Test 
Set Indicators - Right 
Set Indicators - Left 
Right - Indicators on Test 
Left - Indicators on Test 
Reset Indicators - Right 
Reset Indicators - Left 



GEX 
GOP 11 
GOP 11, GEX 
GOP 10 
GOP 10, GEX 
G0P9 

G0P9, GEX 
GOP9, 11 
G0P9, 11, GEX 
G0P9, 10 
GOP9.10, GEX 
G0P9,10,11 
GOP9,10,11 GEX 



These instructions will load immediate data i.e., the mask field into the left 
or right half of the indicators; or they will selectively turn on, turn off, 
toggle, test for zeros or test for ones either the left or right half of the 
sense indicators, using the right half of the object instruction as a mask. 

They all translate into group 5. The symmetry is such that all 12 instructions 

are emulated by the 6 mini-instructions below: 



(JK(. 
VFf) 



lo/I T; 



exaj-vl: 12 

SI TEjT \h\j 

- - * 



LFTi ilR, JTC 

CONTROL CUV 



1TC 



ORG 

SI 

Pb 

T<\ 

SI 

[A 

TAF 

1C 



I-/ llu 

K, LOn.GFX 

iOL, lo-6b 

G11F,*+? 

ftStof X 

N9lC,*-l 

Z,*+l 



J-'+l.S.EXlT T-ST TRUE 



LuAD SI, SWAP If- LEFT 
UO ZONED LOGICAL OPFR. 
SKIP Ih TLoT I'mSTRUCI lt,N 
STORE UNDER GEX ANC EXIT 
PUT IMHlOIATF DATA IN SI 
TLST PUSE-FXll 



BU^P lttFXIT 
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POP MNEMONIC 



POP CODE 



OPERATION 



LIB 
LIC 
LID 



14 
15 
17 



5 6 



Load Immediate to B 
Load Immediate to C 
Load Immediate to D 

11 12 13 



17 



BITS 

0-5 

6-11 

12 
13-17 



LOAD 
IMMEDIATE 



POP: 



6 BIT 

DATA FIELD 



CL 



SOP: The 6 bit binary 
pattern broadcast onto 
the bus . 



CLEAR BIT: If one, the unzoned part of 
the register will be reset. 



TOP: A main engine zone code which gates the 
broadcast pattern into the register (Table 5) 



ZONE CONTROL 



Load Address 

Registers B and C may be loaded with the entire mini -instruction in the right 
half (bits 18-35) and zeros in the left half (bits 0-17). These POPs are: 



POP MNEMONIC 

LAB 
LAC 



POP CODE OPERATION 

10 Load B with 000000 lOxxxx (octal) 

11 Load C with OOOOOOllxxxx (octal) 



BITS 

0-5 

0-17 








5 




17 


LOAD 
ADDRESS 


DATA TO BE LOADED 



POP: 

PATTERN: 18 bits to be placed into the low half 
of the register, high half is cleared. 



SHIFT - SHIFT IN MAIN ENGINE 66 

Skipping, Multiplication and Division are done with the SHIFT instruction. 
SOP controls the type of shift and the participating registers. The TOP 
controls the extent of the shift except as noted on the following page. 



The 
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7-11 
12-17 



66 SHIFT 



POP: |- 



FLAG: Inhibit register! 
shifting if GIN is on. \~ 

SOP: Specifies the Shift 
operation. 



5 6 7 



11 12 



GIN 



SPECIFIC 
SHIFT 



TOP: A shift count specifying the number of bit 
positions to shift (0-76); however 77 specifies 
that the present contents of the RC is to be used 
for the shift count. 



17 



SHIFT COUNT 



SPECIAL NOTE: 



SOP CODE 



33 



With the BD-N SOP, the shift count is placed in RC and is incre- 
mented until a one bit shifts into bit position 9 of the B 
register to terminate the shift. With the DOS SOP, the shift 
count is taken from bits 28-35 of C in the main engine. 

Table 7. The Shift SOPs 



MNEMONIC 



BD-R9 



NOTE 



02 


B-L 




03 


B-R 




22 


C-L 




23 


C-R 




04 


D-L 




05 


D-R 




12 


D-ROT 




06 


BD-L 




07 


BD-R 




26 


CD-L 




27 


CD-R 




10 


DIV 


1 


11 


MULT 


2 


16 


BD-LF 




17 


BD-RF 




14 


BD-N 


3 


32 


BD-L9 


4 



30 


FDIV 


1 


31 


FMUL 


6 


20 


DOS 





SHIFT DESCRIPTION 



Open Shift B left 

Open shift B right 

Open shift C left 

Open shift C right 

Open shift D left 

Open shift D right 

Rotate D left, fill right end with left 

end bits 
Open shift B and D together left 
Open shift B and D together right 
Open shift C and D together left 
Open shift C and D together right 
Divide B and D by C 
Multiply C by D into B and D 
Floating shift Bm and Dm together left 
Floating shift Bm and Dm together right 
Normalize shift Bm and Dm together 
Conditionally shift Bm and Dm together 

left 
Floating shift Bm and Dm together right 

and insert one 
Floating divide Bm and Dm by Cm 
Floating multiply Cm by Dm into Bm and Dm 
Do the shift specified by precondition 

controls. See Table 8. 
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Table 8. The DOS Operation 



GOPS 
10 



11 



SEE 
NOTE 



SHIFT PERFORMED 







1 
1 
1 
1 






1 
1 




1 
1 





1 



1 



1 



1 



D-ROT 

B-R 

B-L 

BD-R 

BD-L 

BD-R 

BD-L 



Perform no Shifting 
Rotate D left (as SOP 12) 
Open Shift B right 
Open shift B left 

7 Open Shift B and D right 

8 Open Shift B and D left 
Open Shift B and D right 
Open Shift B and D left 



The shift count is taken from register C in the main engine. 



NOTES 

1. Set sign of D to the algebraic sign of the quotient (EXCLUSIVE OR 
of B and C signs); also set PDCK general flip-flop* if C is less 
than B initially. The quotient is right justified in D with a 
length equal to the shift count. 

2. Set signs of B and D to the algebraic sign of the product (EXCLUSIVE 
OR of C sign and initial D sign) . The product is left justified in 
B and D with a length equal to 36 plus the shift count. 

3. The normalize SOP loads the shift count to RC. Bm and Dm are 
shifted left until a one bit moves into bit position 9 of B; RC is 
incremented by one for each position shifted. If there is no one 
bit in B(9-35) or in D(9-35) the machine will hang. 

4. Shift only if bit 9 of B is zero; use a shift count of one. 

5. A one bit is inserted into bit 9 of B; use a shift count of one. 

6. Set signs of B and D to the algebraic sign of the product (EXCLUSIVE 
OR of C sign and initial D sign). The product is left justified to 
bit 9 and is in B(9-35) and D(9-35); its length is equal to 27 plus 
the shift count. 

7. The B sign replaces the D sign. 

8. The D sign replaces the B sign. 



*To MINIFLOW, the PDCK flip-flop set on signifies a divide check has occurred. 
Refer to the general flip-flop tests. 
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EXAMPLE 13. Emulation of Shifts 



Consider these Shifts with the following format: 







11 12 



17 18 20 21 



+07xx INSTR. CODE 



27 28 



35 



//////////////// 



TAG 



MNEMONIC 

NOP 
RQL 
ARS 
ALS 
LRS 
LLS 
LGR 
LGL 



/////////// 



SHIFT COUNT 



OPERATION 



OP -CODE 

+0761 No operation 

-0773 Rotate MQ left 

+0771 Accumulator Right Shift 

-0777 Accumulator Left Shift 

+0765 Long Right Shift 

+0763 Long Left Shift 

-0765 Logical Right Shift 

-0763 Logical Left Shift 



] 



PRECONDITIONS SET ON 

GIN 

GIN, GOP 11 
GIN, GOP 10 
GIN, GOP 10,11 
ARI,GOP 9 
ARI,GOP 9,11 
GIN, GOP 9, 10 
GIN, GOP 9,10,11 



These shifts work in the following manner: 



NOP - 
RQL - 

ARS/ALS 
LRS/LSS 

LGL/LGL 



Do nothing 

Shift the MQ left; bits shifted out of MQ(0) move into 

Shift the AC(Q,P,l-35) to the right or left. Zero bits are 
shifted in; one bits shifted left into the P position turn 
on the overflow flag. 

Shift the AC(Q,P,l-35) and the MQ(l-35) coupled together to 
the right or left. Zero bits are shifted in and one bits 
shifted left into the P position turn on the overflow flag 
Put the AC sign in MQ(0) if LRS; put MQ(0) into the AC sign 

Shift the AC(Q,P,l-35) and the MQ(0-35) coupled together to 
the right or left. Zero bits are shifted in; one bits shifted 
left into the P position turn on the overflow flag. The signs 
are unchanged. 

These instructions all translate into group 77. LK1 is set in the C$TV to 
allow only indexing the shift count in register C. The emulation code follows 



l.i 

c + rv 



ALL SHIFTS 



f*G U/27/ tKAHPLC 

VFU 1/1,17/ShIFT SHIFT 

--* 

r.<G L7 7SUu 

b,iIPT Hl * KtLOD LOAD I Hi MtJ TF 

SHIFT D-L,l,f,lN CLOSfc M(J SIGN „AP II- /»■< [ 

SHIFT ,i,J S PtRFO-O T»!l. SHIFT lNST<. 

SHIFT l)-R,1,CI\ OPFN KQ SIGN GAP i F Ak I 

M - t-',s •<(_ I urw ritr nu 

aC b.SttXIT AFTUR-M THE AC >\.HO fXIT 
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TEST GENERAL FLIP-FLOP POPs 



A set of general indicators may be tested and controlled by a group of five 
general flip-flop test instructions. They are similar to those described 
under Arithmetic Test POPs; that is, TSAT is set by the test condition and the 
TOP field is placed in RC. If TSAT is off RB+1 goes to RB, i.e., no skip; 
if TSAT is on then RB+RC goes to RB, i.e., skip. 

PRIMARY OPERATION 

Test and skip if on, no skip if off 
Test and skip if on, exit if off 
Test and skip if off, no skip if on 
Test and skip if on, no skip if off 
Test and turn off and skip if on, 



POP CODE 


POP MNEMONIC 


60 


TG 


64 


TGE 


71 


TGF 


70 


TGS 


74 


TGR 



no skip if off. 



5 6 



11 12 13 



BITS 

0-5 

6-11 

12 

13-17 



GENERAL F/F 
TEST 



POP: 



F/F TO BE 
TESTED 



SOP: Gives the general flip-flop 
to be tested. See the SOP list 
which follows. 

SKIP DIRECTION: 

- Forward: Add RC to RB 

1 - Backward: Subtract RC from RB 



TOP: The number of mini-instructions to 
move forward or back from this one. 



17 



SKIP 

DISTANCE 



There are 32 general purpose flip-flops which may be assigned any functions 
which have the following SOP codes: 04, 05, 07, 10, 11, 12, 13, 15, 17, 20, 
21, 23, 25, 26, 27, 31, 33, 35, 37, 41, 43, 45, 47, 51, 53, 55, 57, 61, 63, 
65, 71 and 75. 

Seventeen general flip-flops which also drive console indicator lamps with 
specific labels are: 

Table 9. TG SOP Test Flip- Flops 



SOP CODE 


MNEMONIC 


52 


SL1 


54 


SL2 


56 


SL3 


50 


SL4 


30 


DCK 


36 


IOC 



NOTE 



SPECIAL PURPOSE 



Sense Light 1 
Sense Light 2 
Sense Light 3 
Sense Light 4 
Divide Check 
Input/Output Check 
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Table 9. (Cont.) 



SOP CODE 



MNEMONIC 



NOTE 



SPECIAL PURPOSE 



44 


TCKA 


1 


46 


TCKB 


1 


32 


TCEA 




22 


TCEB 




06 


EOFA 


2 


14 


EOFB 


2 


34 


CTEA 




24 


CTEB 




70 


TCN 




40 


TRAP 


3 


60 


MTM 


4 



Tape Check Error - Channel A 
Tape Check Error - Channel B 
Tape Check Enable - Channel A 
Tape Check Enable - Channel B 
End of File - Channel A 
End of File - Channel 
Command Trap Enable 
Command Trap Enable 
Trap Control 

Transfer Trapping Enabled 
Multiple Tag Mode 



B 

Channel A 
Channel B 



Nine general flip-flops which are directly controlled by switches or may be 
set by means other than the TGS POP are: 



SOP CODE 



MNEMONIC 



NOTE 



SPECIAL PURPOSE 



00 
72 

16 

74 
42 
76 

62 
64 
66 



SSW 
PDCK 

DCTM 

CON 
DIS 
CIF 

FMQ 
FPO 
FAC 



6 
7 



8 
8 
8 



Sense Switch Tests 

Predivide Check - May be set by 

SHIFT Divide 
Divide Check Trap Mode - A console 

switch 
Console Request 
Display 
Current Instruction Display 

switch is OFF 
MQ factor exceeded 
Floating Point Overflow 
AC factor exceeded 



Six SOP codes which when tested, will always be off are: 
73 and 77. 



01, 02, 03, 67, 



NOTES 

The Channel A Tape Check Error General Indicator (44) is turned 
off when the Channel A Tape Check Enable General Indicator (321 is 
off and a TRANSFER ON CHANNEL A REDUNDANCY CHECK f+0022) is processed 
as an object instruction with LK7 on (fast transfer control) . Also 
TSAT is set on if Indicator 44 was on and 32 off. 

The same reset logic applies to Channel B; i.e., indicator 46 is 
turned off if indicator 22 is off when the object instruction -0022 
is processed with LK7 on; also TSAT is set on if indicator 46 was on 
and 22 off. 

The Channel A end of file General Indicator (06) is turned off when 
the Channel A Command Trap Enable General Indicator (341 is off and 
TRANSFER ON CHANNEL A END OF FILE (+0300) is processed as an object 
instruction with LK7 on. Also TSAT is set on if Indicator 06 was 
on and 34 off. 
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The same reset logic applies to Channel B, i.e., indicator 14 is 
turned off if indicator 24 is off when the object instruction -0030 
is processed. Also, TSAT is set on if indicator 14 is on and 24 
is off. 

3. This flip-flop enables the Transfer Trapping Mode discussed in 
Section III under Trapping. 

4. This flip-flop enables the Multiple Tag Mode explained under 
Special Mode Control Flip-Flops. 

5. The specific Sense Switch tested, of the 6 on the console, is deter- 
mined by bits 0-2 in the D register at the time of testing. 

6. Any of the console request interrupt switches will turn on the CON 
flip-flop as the scheduler honors the request. These are: The 
console timer, the console reset, the clear core, the display switch, 
the enter keys switch, the load tape switch or the load card switch. 

7. Display is set when any one of the following display conditions 
occur : 

a. A register is altered which has its corresponding console 
display switch down. 

b. An instruction is fetched for emulation and the Current Instruc- 
tion Display Switch is down. 

c. A memory cell is altered which has that memory's display switch 
down and the memory address corresponds to the Address Keys on 
the console. 

In each of these cases when the display flip-flop is set it also 
loads the Display Register with the new data. 

8. The MISC POP (as explained in Section III) may conditionally set 
these indicators on; however, they may only be turned off by the 
TGR POP. 

The conditions to turn on these General Indicators and the results 
of these conditions are shown in Table 10. NC indicates no change. 





Table 


10. 


Gene] 


ral Indica 


tor Condit 


:xons 


and 1 


<esult 


:s 








CONDITIONS 




GENERAL 


INDICATOR 














AND SPECIAL 


TEST 


RESULT 




MISC 


PE 






ENG 














SOP 


P BIT 




Q 


BIT 


FMO 




FP0 




FAC 




FOFA 









X 


NC 




NC 




NC 




FOFA 


1 









NC 




ON 




ON 




FOFA 


1 






1 


NC 




NC 




ON 




FOFQ 









X 


NC 




NC 




NC 




FOFQ 


1 









ON 




ON 




NC 




FOFQ 


1 






1 


ON 




NC 




NC 
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The TA POP with FOF SOP will also test for logical OR of general 
indicators FMQ and FAC. 

EXAMPLE 14. Fixed Divide 

Consider DVP, a Divide object instruction which has the following format: 

11 12 14 17 18 20 21 35 



+0221 INSTR. CODE 



////// 



TAG 



BASIC OPERAND ADDRESS 



This instruction divides the AC and MQ registers by the signed memory operand. 
The signed 35 bit quotient is placed in the MQ and the Signed remainder is 
placed in the AC. If the magnitude of the AC is greater than the magnitude 
of the divisor, the division is not performed. Instead the divide check 
indicator is turned on and the computer proceeds to the next instruction. 



ORG L/22? 

VED 3//,l'->/DIV 



t\AMPLC 14 
DIVIDE C + TV 
- - * 



LVP 



ORG 
D I V NO 

SH I F I 
SHIFT 
TGR 
irilF F 
MG 
AC 
* NOTE- THr 

ORG 
DVCK 1GS 

EXIT 
l/CK CGI 

PDCK LGI 

MAIN TO MINI POPs 



C/2clc 
R.LDO 
u-L, L 
I . I V , i ^ 
PDCK,UVCK 
D-R, I 
Q,S 

t'tS.fXIT 
COUL NEEDN'l 
* + fc> 
DCK t *+l 

U/3U 
L/72 



LOAD I HE MW T^ 
CLHSE N'J SIGN 3IT GAP 
PEKRWM THE DWISION 
S^IP IF DIVIDE CHtCK 
OPEN fc'i.j SIGN bIT GAP 
STORE GUOTIENT IN MQ 
STORE REMAINDER AnD EXIT 
^L CONTIGUOUS HERE 

S>'T DIVIDE CHECK ELAb ON 
EXIT FDR DIVIDE CHECK 



The Mini-Engine Registers are aligned so that the least significant bits 
correspond to Bit 35 on the Bus. Virtual zeros exist in bit positions to the 
left of the Most Significant bit in a mini-engine register. Communication of 
Data between the Main Engine and the mini-engine is accomplished by 3 mini- 
instructions. Zone control is only effective with the Load SOPs when data is 
read into the Main Engine from the Mini -Engine. The Main Engine SOPs generate 
data and send it to the Mini-Engine with the following implicit zone control: 



POP 


POP 


SOP 


AFFECTED 


ZONE 


CODE 


MNEMONIC 


TYPE 


REGISTER 


CONTROL 


56 


RB (note 1) 


Load 


Specified by SOP 


Specified by TOP 






Engine 


NONE 


NONE 
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RC (note 2) 


Load 


Specified by SOP 


Specified by TOP 






Engine 


RC 


30-35 


46 


RD 


Load 


Specified by SOP 


Specified by TOP 






Engine 


RD 


25-35 
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5 6 7 



11 12 13 



BITS 



0-5 



7-11 



12 
13-17 



MAIN-TO-MINI 



POP: 



GEX 



FLAG: GEX allows communi- 
cation with the left half 
of the Main Engine. 



SOP: A load SOP (Table 2) will 
load the Main Engine from the 
Mini-Engine with zone control . 
A main engine SOP (Table 3) 
will load the adder output 
into RC (6 bits) or RD (11 bits). 
RB may not be loaded. See Note 1 



ENGINE 
OUTPUT 



XT 



17 



ZONE CONTROL 



Flag: EXIT | — 

TOP: Standard zone control (Table 5) applies for 
Load SOPS only; however, the exponent zone is treated 
specially for the RC POP. See Note 2. 

NOTES 



The RB POP only sends data to the Main Engine with a Load SOP. 
Main Engine SOPS are not effective. 



The 



2. The RC POP has a special data path to move eight bits between RC 
and Bits 01 to 08 of the Main Engine. This path is enabled by the 
00-08 zone control (TOP 35). The path is enabled for both load 
SOPS and Main Engine SOPS and is not affected by GEX control . 
In addition the RC POP sets the Zero, B and LSB test 
flip-flops. 

EXAMPLE 15. Variable Length Divide 

Consider VDP, a Variable Length Divide object instruction with the following 
format : 






11 


12 




14 17 


' 18 20 


21 


35 


+0225 INSTR. 


CODE 


I 


COUNT 


TAG 


BASIC OPERAND ADDRESS 



The VDP works the same as the DVP explained in the preceding example except 
that the length of the Quotient is determined by the count field (bits 11-17) 
rather than assumed to be 35. If the count is zero no operation takes place; 
otherwise, the C length quotient is right justified in the MQ and the least 
significant part of the remainder is in the left end of the MQ. The sign of 
the quotient is still in MQ(0) . 
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This instruction also translates to group 22 with ARI, GEX, GOP 11 and GIN 
set on. In the following MINI FLOW both VDP and DVP are emulated, notice that 
the divisor is not loaded in WIS. 



ORG V./ 221 

VFO :S/6,lb/DIV 



EXAMPLE V-i 
DIVIDL C+1V 
- - * 



DVP, VDP 



DI V 



HXtt) 



DVCK 



org 

SHIFT 

TA 

PF 

TAF 

LIC 

RC 

i^ m 

1>H 1 F 1 

TliR 
SH I F T 
NiU) 
AC 
Tt,S 
t- X I T 



U/2222 
rttLDO 
L-L, L 

GINF, f I XEL. 
Lt 12-17 
NZ t*+2 
4^,12-17 
Ct 12-1 7, ,U 

ci w<c 

PUCKtOVCK 
U-K, 1 

i;, s 

B,S,;_XIT 



LOAD THL -My TO D 
CLUStr MU SIGN 3IT GAP 
SKIP IF FIXED LENGTH HIV 
TEST .:ivlUt COUNT F It-Li, 
tX IT \\\ ZERO CUUNT FIELD 
LOAD A FIXtD CUUNT OF j-j 

!"UVE CiJUwT FIELD TO RC 
LuAD THfc DIVISOR 
DO THE lilvlSIGiM 
if-iP JF DWIUE CHtCK 
OPEN m SIGN HIT ^AP 
STliRF wUUTIENT IN MQ 
STORE Ri-f-'AINDER AND EXIT 
St-.T Oli/IDE CHECK FLAG UN 



LX1T FNK GWICL CHECK 
The programmer should be aware of certain principles illustrated in this 
particular example. One is that the test for zero count could be set up by the 
RC without the use of the PE. But inserting a skip test after the RC would 
destroy the RC contents so it would have to be reloaded anyway. Another point 
is that the divisor was not loaded to C in wired-in-sequence because the count 
field needed to be loaded into RC from either C or D. If loaded from D it 
must precede loading the MQ into D, but the MQ must be preshifted one bit and 
the preshift would destroy the count being held in RC. 

An alternative solution might involve loading the divisor in wired-in-sequence 
separating the fixed and variable length division, saving the variable length 
count in RD while preshifting the MQ then moving it into RC with a MINI POP as 
described under Mini-Engine Operations. 

EXAMPLE 16. Comparisons 



Consider four comparison instructions with the following formats: 
11 12 14 16 18 20 21 



+0340 INSTR. CODE 



35 



lilllllll 



TAG 



BASIC OPERAND ADDRESS 



11 12 14 



17 18 20 21 



-01x4 INSTR. CODE 



COUNT 



35 



TAG 



BASIC OPERAND ADDRESS 
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MNEMONIC OP-CODE OPERATION PRECONDITIONS SET ON 

r,\S +0340 Compare AC with Storage ARI 

LAS -0340 Logical Compare AC with Storage 
VAS -0154 Variagle Length Logical Compare AC 

with Storage GEX 

IAS -0114 Variable Length Intersect AC with 

Storage GEX, GIN 

These instructions compare the contents of the AC to the contents of the mem- 
ory location. CAS makes the comparison taking the signs into consideration 
(both AC sign and YO) . LAS compares the magnitude of the AC to the unsigned 
memory operand (bits 0-35). 

VAS logically compares the most significant portions of the comparands . The 
bit length of the comparison field is determined by the count field of the 
instruction. 

IAS tests for any corresponding bits in the AC and the memory operand (i.e., 
the intersection). The fields tested start at bit and have a length equal 
to the count field value in the instruction. 

If the AC tests greater than the memory operand (or they have corresponding 
bits in the test field for IAS) the computer executes the next instruction and 
proceeds from there. If the AC tests equal to the memory operand (or there are 
no corresponding bits in the test field for IAS) the computer skips the next 
instruction and proceeds from there. 

If the AC tests less than the memory operand the computer skips the next two 
instructions and proceeds from there. 

CAS and LAS translate to Group 34. VAS and IAS translate to Group 15. The 
following code performs the comparisons: 

UiVi ( / 2 1 > EXAMPL; lo CAS»VAS,FT„ 

VFL 3/7, l'>/VLv, V\Rl~Ll\GTH COMPARE C + Tv 

ORG G/2 3<t 

VFD 3/ /, 1'>/C0ix CUN'PARc f. + TV 



* 



ORG C/3'3<.3 

VLC LIB 11 LUAD * rflTH ALL l'i MASK 

kC DttGtX LOAD Rl. kITH COUNT Fl^LL. 

SHIFT i--R,RC GENERATE MASK uF ZFROi, 

PC NiB.C MASK GFF MEMORY IJPERANiL 

AC R.N8,L0B MASK AC INK: 8 

TA GlNf tCJW SKIP IF VARI-LENGTh COMP 

PF d.C rFST FuK IWTERohCT IfJ.4 

TAF. Zt*+^ EXIT \)\ INTLRbtrCT ING l'b 

,;iu, pl R-COO-Ji COMPAQ AC TU MLMURY 

TA t:QU»* + 3 SKIP IF LUUAL 

1AL LFSS FX1T IF AC CRtATFR 

It R-t-lio HJMP ? IF AC LFSS 

1C «*■ 1 »b.f Al T BUKP I if AC twbAL, EX 1 1 



HU 



EXAMPLE 17. Range Comparison 



Consider an instruction to compare two numbers and treat them equal if the 
N most significant bits of their difference is zero; where N is a range 
specified in the instruction count field. The format is as follows: 







11 12 



+0312 INSTR. CODE 



17 18 20 21 



35 



COUNT 



TAG 



BASIC OPERAND ADDRESS 



MNEMONIC OP -CODE 



OPERATION 



RAS 



+0312 Ranged Compare AC with Storage 



PRECONDITIONS SET ON 
ARI.SUB 



The N (value of count field) most significant bits of the difference of the 
AC (bits P to 35) and the signed memory operand are examined as a comparison 
result. 

If the comparison result is greater than plus zero, the computer takes the 
next sequential instruction. 

If the comparison result is zero the computer skips the next instruction and 
proceeds from there. 

If the comparison result is less than minus zero, the computer skips the next 
two instructions and proceeds from there. 

RAS translates to group 31. The MINIFLOW coding follows: 



RAS 



URG L/^3i 

VF: 3/7,1^/RaS 



uKG 

ALG 

LIC 

SHIFT 

KG 

Sh I F I 

PL 

FA 

TA C 

IC 

IG 



G/3 343 

d-COG-3 1 ) 

77 

G-K, lo 

D 

C-X,r(C 

B.NC 

L , *+ i 

LESS 

*+l,S 

K+l, Jt FX IT 



tAAMPLIE 17 RAS 

K4\Gfc COMPARE C+rV 



ALU F BRA I C 

LOAD 
MJVt 
MGVE 

TcST 
SKIP 
FXIT 
HUMP 
HUMP 



DIFFERENCE 
MASK GF ALL uNES 
CGUMT FIELD TC AGGK 
t.Ub'HT FItLD IG KG 
h SIGN IF. MASK GITS 
SIGNIFICANT BITS 
ON SIGNIFICANT ZfcsC 
GN AG GRfAlLK ( +B ) 
<l UN AC LESS (-h) 
I IF EQUAL AND Fxi T 
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TRANSFER POPs 

There are two types of unconditional program sequence transfers for MINIFLOW. 
One is used to enter the Subroutine Mode Control and Transfer. 



POP CODE POP MNEMONIC 



16 
76 



BITS 
0-5 
6 
7-17 



TRU 
SMCT 



OPERATION 

LOAD RB with bits 7-17 of mini-instruction 
Load RD with RB+1, load RB with bits 7-17 of mini- 
instruction, and set the subroutine mode 
flip-flop on. 



5 6 7 



17 



TRANSFER 



POP: L. 



MBZ 



MUST BE ZERO 



MINIFLOW TRANSFER ADDRESS 



MINIFLOW Transfer Address 



NOTE 



When the Subroutine Mode Control flip-flop is set on, then the 
exit condition, instead of returning to the scheduler, will cause 
a return to the main MINIFLOW program sequence from the subroutine, 
This return is accomplished by loading RD into RB and turning off 
the Subroutine Mode Control flip-flop. 



MINI - MINI ENGINE OPERATION 02 

The Mini-Engine may be controlled directly by MINIFLOW to perform arithmetic 
and data movement in the RB, RC and RD registers. The SOP defines the mini- 
engine operation and the TOP specifies the data movement. 
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5 6 7 



BITS 
0-5 
6 
7-11 

12 
13 
14 

15 
16 



17 



02 mini 



POP: 



NOT USED 



MINI ENG OP 



SOP: Specifies the mini-engine I 
operation performed j 



Flag: EXIT h 
NOT USED I 



11 12 13 14 15 16 17 



XT 



XO 



CROSSOVER: Steers the SOP results over to 
the RD side of the mini-engine and the RD 
over to the Adder side. See Note 3. 



ENABLE RB: Places the SOP results (or RD if I 

crossover) into RB | 

ENABLE RC: Places the SOP results (or RD if I 

crossover) into RC ' 



ENABLE RD: Places the SOP results into RD if crossover 
(bit 14) is on. 



RB 



RC 



RD 



Table 11. Mini -Engine SOPs 



SOP CODE 


MNEMONIC 


NOTE 


MINI ENGINE ADDER OUTPUT 


00 


ZERO 




All bits are zero 


30 


RB 


1 


Contents of RB 


31 


RC 




Contents of RC 


34 


RB+1 


1 


Contents of RB plus one 


35 


RC+1 




Contents of RC plus one 


14 


RB-1 


1,2 


Contents of RB minus one 


15 


RC-1 




Contents of RC minus one 


16 


RB-RC 


1 


Contents of RB minus contents 
of RC 


36 


RB+RC 


1 


Contents of RB plus contents 
of RC 



NOTES 

The value in RB is the mini- location of the current mini-instruction 
plus 1, i.e., the next mini- location. 
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2. If RB-1 is placed in RB the same mini-instruction will be executed 
again. This gives a dynamic halt in MINIFLOW unless the EXIT bit is 
on, then the exit is taken. If RB-1 is sent to RD with the exit bit 
on MINIFLOW will exit to the scheduler. This occurs whether or not 
MINIFLOW has entered the subroutine mode. 

3. RD is loaded into RB or RC by setting crossover on, bit 14, and 
having RB bit 15 or RC bit 16 on. The Adder output is loaded into 
RD by setting the crossover on and having RD bit 17 on. 

The RZERO test flip-flop is set on a mini-instruction. The Adder 
output is tested for zero if crossover is off and the contents of RD 
is tested for zero if crossover is on. 

EXAMPLE 18. Unpack 

Consider a pair of UNPACK instructions. Both will take 9 bit bytes stored four 
to a word out of a string of consecutive words in mamory and unpack them from 
left to right storing them right justified one byte to a word into another 
string of consecutive words in memory. The difference between the two instruc- 
tions is one zeros out the leftmost 27 bits of the put away words and the other 
leaves the leftmost 27 bits undisturbed. These instructions have the 
following format: 







11 12 



14 16 18 20 21 



35 



-07 3x INSTR. CODE 


I 


// 


BYTE 


TAG 


BASIC BYTE MOVE COUNT 



MNEMONIC 



OP -CODE 



OPERATION 



PRECONDITIONS SET ON 



UPKZ 
UPKI 



-0730 
-0732 



Unpack into zeros 
Unpack and insert 



GEX.GIN 
GEX 



These instructions will unpack N BYTES into N consecutive locations where N 
is the value in the instruction address field after address modification (index- 
ing and indirect addressing are both allowed) . The address of the AC holds the 
address of the string of words to receive the unpacked bytes. The decrement 
of the AC holds the address of the string of words to be unpacked; and bits 16 
and 17 of the instruction indicate which byte of the first word is to be the 
beginning of the byte string. Thus 00 in bits 16-17 starts with the left most 
byte and unpacks all bytes of the first word; while 11 in 16-17 would start 
with the right most byte and only unpack that byte before going on to unpack 
the next word. 

Both UPKZ and UPKI translate to Group 73. The following code performs the 
unpacking: 



bV> L/V7 3 

VFD 3/6, I'l/UPr 



t \ A m p l L Id 
UNPACK C-HV 
- - * 



UNPACK 



UP* 



Ph 
IAF 

P L> 



U/'34vJv. 
U,21-->5 

tHCt<M-3 l j 



Tri>T f O'* ZL'.n .SOVL 
fXlT ON MOVr. COUNT 
APT CUUimT TO 
PICK V1U PUT 



COUNT 

PUT ADOHlSS 
ADDR. TU K<t 
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p tt LDB HICK ADDR. TO B ADDRESS 

MEM B.SRD ElRST PACKtO wGRO INTO 

P6 C COPY INS I SUCTION INTO 6 

PC B+Cl'J-1/ DOUBLE 1ST BYTE ADDRESS 

LIB 06,12-W PLACE YTE ADD MASK IN 6 

R C B.IMCtCEX LOAD SKIP DISTANCE TG KC 

p E /FRtJ ZERO •'. fUR UNPK Tu ZERU 

MINI HB + RCRB Slv I P TO BYTE ENT&Y POINT 

ENTRY3 SMCT INSERT+l SPECIAL BYTE 3 ENTRY 

TRU NEXT FETCH NcXT PACKED wORI) 

LNTRY? SHIEI D-ROI,l8 PREShlFT bYTF 2 

TRU BYTF2 STORE HYTfc 2 

ENTRY! SHIFT u-RCT.9 PRtSHlET BYTE 1 

TRU HYTE1 STORE BYTE 1 

BYTEO SMCT INSERT STORE BYTE 

BYTE1 SMCT INSERT STORE tiYTF 1 

HYTE2 SMCT INSERT STORE BYTE 2 

BYTE3 SMCT INSEKT STORE -tYTt 3 

,NiEXT Rz » R+l,LDD,OrX LOAD AND INCH. ADDRESS 

K ^ EfS,',tX RFSTORE ADDRESS TO R<> 

MEM D,SRU L04U WITH UNPACK wORE 

THU rfYTEu STURt WLXT U 

* THE FOLLOWING IS THE INSERTION SUbRUUTlNf 

INSERT SHIFT D-RUT , -> POSITION BYTE TC INSERl 

rA GIN,*+? SKIP IT UNPACK INTC ZERO 

MEM RA-CiRB LUAD PUTAwAY hURD IU 8 

PB D,27-l'> INSERT HYTE 

MEM Kl-C t bWP STORE PUTAwAY WORD 

p C C-l f 2I-3> DtCRtMENT THE HOVE COUNT 

™£ I SUBROUTINE EX If IE MORl 

FXIT FINAL EXIT TO SCHcCULEh 

Since there are several new techniques introduced in this example it would be 
well to point out some of these directly. 

1. The original count value is added to the putaway address before 
storing in R4; thus, when the putaway address is used to address 
memory in the subroutine, the count is subtracted from it, giving the 
first putaway address initially. The same instruction that decrements 
the count (towards zero and a final exit) also effectively increments 
the putaway address. 

2. The first byte specification field is transformed into an index value 
stored into RC and used in a mini-instruction to skip and preprocess 
the proper byte. 

3. The first preprocessing for byte 3 enters the subroutine at "INSERT+1" 
to avoid shifting since the byte is already positioned for storing. 

4. Rather than keeping a loop count for four bytes, four sequential 
SMCT instructions to the insert subroutine serve as an economical and 
easy way to keep track of a low count iterative process. 
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5. The Pickup Address for the words to be unpacked are in the decrement 
field but must be used out of the address field and must be incre- 
mented for each new word. The R4 instruction at "next" uses GEX 
control to bring the decrement field to the address position and 
increment it. The LDD TOP causes the incremented decrement to be 
stored in the address of D. 

6. This object instruction emulation is terminated when the count goes 
to zero. Since the count is decremented and tested in the INSERT 
subroutine, this subroutine must either exit back to the calling 
sequence if the count is not yet zero, or exit to the scheduler if 
the count goes to zero. This is accomplished by a conditional exit 
from the subroutine followed by an unconditional exit to the sched- 
uler (see note 2 in the preceding writeup on the MINI instruction) . 

EXAMPLE 19. Additive Indexed Store Index Instructions 

Consider a set of instructions to insert the index into either the address 
field or the decrement field in either true value or complement value. The 
following format and op-codes will be used: 







11 12 



15 



17 18 20 21 



35 



+053X INSTR. CODE 


I 


/ 


INDEX 


TAG 


BASIC OPERAND ADDRESS 



MNEMONIC 



OP -CODE 



OPERATION 



PRECONDITIONS SET ON 



IXA 
IXD 
IXC A 
IXCD 



+0531 Insert Index in address none 

-0531 Insert index in decrement GEX 

+0532 Insert complement in address GIN 

-0532 Insert complement in decrement GIN, GEX 



Also assume that, for the purposes of illustration, indexing is ADDITIVE in 
this object machine. In this type, the index value is added to the address 
field; since the IC-M9 does subtractive indexing in its WIS, the indexes will 
be held in their registers in complement form. 

These instructions will then wish to complement the index value on storing for 
the "Store True" and store directly for the "Store Complement". These instruc- 
tions are indexable and use the tag field for indexing and bits 15 to 17 to 
specify which index to store. 



These instructions all translate to group 53; 
the emulation. 



the following MINIFL0W provides 
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ORG 
VFC 



i /2V3 
3/6, !*)/! X 



LXAMPLE 1^ 
INSERT INDEX 
- - * 



IXA, i XDtCTC 
C+TV 



IX 



ORG 

MEM 

SHIFT 

XR 

PR 



07 1600 
C,SRn,GCX 
D- R t 3 
RtLlm 



LOAD wDRD TO H WITH GfcX 
rtuVF- I-\DLX SPEC. TU TAo 
INSFRT IMUfcX INTO 8 
Nli + 1 ,^1-3^, G1M COMPLEMENT IF 'TRU!- 
CS^r. ,(.,£ STOKE «ITH GfX ANiJ EX II 



EXAMPLE 20. Cumulative Index Concept 

Considering an idea similar to the Multi-tag mode except instead of ORing the 
multiple indexes together it ADDS them together before modifying the address 
value. This could be accomplished by maintaining the cumulative sums in index 
3, 5, 6, and 7. Whenever an index was to be changed it would also change the 
"cumulative" indexes associated with it; for instance if XR2 changes XR3, XR6 
and XR7 would also be appropriately changed. 

This mode of indexing is called the Cumulative Index Mode. A special Instruc- 
tion would be used to turn it on or off by setting a general indicator called 
CXM. This same instruction would save indexes 3, 5, 6 and 7 in control core 
and turn on the CXM flip-flop and generate the cumulative values into 3, 5, 6 
and 7 when entering the mode. It would restore the original single index 
values from control core and turn off the CSM flip-flop when leaving the mode. 

The means to accomplish this is left as a student exercise; however, the next 
example may be of some help. 

EXAMPLE 21. Additive Indexed Load Index - Cumulative 

Consider a set of instructions to load the indexes from an immediate value or 
from a word in memory. These instructions are themselves indexable so that on 
the Load Index Immediate the address and the tagged index are combined and 
loaded into the specified index. If these indexes are the same, then incre- 
menting or decrementing will take place since additive indexing is used. If 
indirect address is used with LIX, Post indexing is effective on the indirect 
address value. We will use the following format and op codes: 







11 12 



15 



17 18 



21 



35 



+063X INSTR. CODE 


I / 


INDEX 


TAG 


BASIC OPERAND ADDRESS 



MNEMONIC 



OP -CODE 



OPERATION 



PRECONDITIONS SET ON 



LIX 

LAX 
LDX 

LDCX 



+0630 Load Immediate to Index None 

+0632 Load Address to Index None 

-0632 Load Address complement to GIN 

Index 

-0634 Load Decrement complement to GIN,GEX 

Index 
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The LIX +0630 translates to group 62 and the rest +0632 and +0634 translate 
to group 63. 

The MINIFLOW to accomplish this emulation is below: 

ORG G/262 EXAMPLF 21 LIX,LAX,fcTC 

VFO 3/6,1^/LlX LOAD XR IMMEDIATE C+TV 

VEn 3/6, 1^/LX LiJAD * -C FROM MEMORY C + TV 

#__________ — --- $ 

UHG U/130U 

LX .MEM C,SRC,GEX LOAD MEMORY WORD BY GhX 

PC NC + l,2l-3 l .»,GI\ COMPLEMENT IF TRUE 

LIX TG CXM,»+3 TEST FOR CUMULATIVE MODE 

SHIFT U-R.3 MOVE INDEX SPEC. TO TAG 

XK CS.EXIT LOAD ,INCL£ INDEX, EXIT 

LIBC 20,lb-2 ZERO LUw 8, TAG B WITH 2 

PD LbHt 33-35 INDEX SPEC TO 3 ADDRESS 

SHIFT 0-R.3 MOVE I <I)EX SPEC Tu TAG 

PC B 1 MUtK SPEC TO RC 

MINI ''rt + kCfOR USE S'lC AS XEEK VECTOR 

TAGC EXIT rXIT UN NO INDEX SPFC. 

1 TRU UPDATE LUAO i- UPCATL, AND EXIT 

2 TRU UPDAIL LOAD 2- UP0AT c , AND EXIT 

3 TRU SET? START *ITH 2, THEN DO I 

4 TRU UPOATl LOAD 4- UPDATE, AnD EX II 

5 PB n-l,lc-?U SET F TAG TtJ I TO START 

h TRU SET12 U^>L t< TAG AS IS TO ST.U-'T 

/ S> V -CT SFT4 SIAPT wlTH 4, THEN 2 + 1 

SET2 LID 20,13-20 SlT TU LOAD 2 

S V CT UPDAfi LOAD *- UPDATE, CUNTlNUt- 

LID 10,lo-20 ^c.T Th (GAD 1 

TRU UPDATE LOAD I- UPDATE ANIJ EA IT 

SET12 PD rf,18-«i0 SET TU LOAD I UR 2 

SHCT UPDATi UPDA1 L AND FINISH wITH '+ 

SETA LID 40,ltf-20 SET TC I GAD 4 AND UPDATE 

UPDATE XR C-R,H;P LUAD UPDATE VALUE INTO R 

PC D, 18-^0 LOAD l.'R MASK INTO C 

TRU *+2 

PD BUCtiti-2u PUT NEXT JAG VALUL IN D 

PB 0,18-20 PLACE TAG BACK IN t? 

AR R*B,S UPEATt INDEX VALUE 

PR B+l,lb-2U IrxiCRfcMhM TAG VALUE 

TAF NZ,*-A EXIT AFTER TAG UE 7 DGNt 

'„XM DG1 4 . 

The preceding example illustrated that the same subroutine may be entered at 

different points; it also shows that a SMCT may be used for a self-returning 

entry or a TRU for a final entry. The use of a transfer table is also 
illustrated again. 
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EXAMPLE 22. Additive Indexed Transfer With Index Link 

An indexed transfer instruction which saves a return link value in specially 

S"r /! 6X fl J S X ? With the fore g° in g example on Additive Indexed Load 
Index-Cumulative. In this transfer instruction the indexing is also additive 
and/ the same routine may be used to save the return value in the index. The 
op-code and instruction format is: 



11 12 



15 17 18 20 21 



-0070 INSTR. CODE 



I / 



35 



INDEX 



TAG 



BASIC TRANSFER ADDRESS 



MNEMONIC 
TLX 



OP-CODE 



-0070 



OPERATION 
Transfer and Link with Index 



Thas op code translates to group 7 and the following MINIFLOW puts the trans- 
fer address in the IC and prepares the old IC value to be placed into the 
index. It then transfers to the same routine as was used in the previous 
example to load the index: f 



LIRG 
VFH 



U/20 7 tXAfPLc Z<- TLX 

"i/6 f lt>/TLX INDFX LINK TFUnSFlR C+TV 



ORG G/U7/4 

ILX iC K-1,LLP 

IC C,S 

PC .mB+L.j'I-^ 

I<G L IX 



H'iCK OUwfM IG, LOAU TU v 
PUT T.-UwSFLrt A DDK I J IC 
PUT Io COV.PLHMt.NT IN C 
GL PGf C INTO PfUJi»t'« Xv 



EXAMPLE 23. MINIFLOW Address Modification 

It should not be supposed that the general manner in which address modification 
and instructions are decoded is limited by the wired-in-sequence. Rather? the 
case is, that the wired-in-sequence is used as a speedup technique to enhance 

™?r iC ^ ai " StylC ° f ad ? r f S modificati °n (i.e., that used in the IBM 709X and 
704XJ. This is a special feature not found in other micro-program machines. 

Address modification and instruction interpretation is still extremely flexible 
when done in MINIFLOW. Consider a basic instruction format like the following? 



8 9 11 12 13 14 15 17 18 20 21 



BASIC OP CODE 

A 



MOD 
B 



AC 
C 



35 



AXC 

E 



TAG 
F 



BASIC ADDRESS FIELD 
G 



FIELD 



BITS 



a. 0-8 


9 


b.9-11 


3 


c. 12-13 


2 


d.14 


1 



PURPOSE AND INTERPRETATION 

Basic operation 

Op- code modifier 

Accumulator designator (0,1,2,3) 

Add (0) or subtract (1) index value 
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FIELD 



BITS 



PURPOSE AND INTERPRETATION 



E. 15-17 



f. 18-20 
g. 21-35 



Address mode and index control 

0-indexed immediate operand 

1 -indexed direct address -leave XR unchanged 

2-indexed direct address-dec. XR by 1 test for ZERO 

3-indirect post indexed address (allows double 

indexing) 
4-indexed indirect address -leave XR unchanged 
5-indexed indirect address- inc. XR by X field, test 

for carry 
6-indexed indirect address-inc.XR by 1, test for X 

field 
7-indexed indirect address -dec. XR by 1, test for X 

field 
Index specification field 
Basic address field 



Assume an indirect address word format like this: 



2 3 



17 18 20 21 



35 



AXC 

E 


INDEX CONTROL FIELD 
X 


TAG 
F 


BASIC ADDRESS FIELD 
G 



With this type of address modification, multi levels of indirect are possible, 
double indexing is possible, immediate operands are generally available, auto- 
matic index control and testing is possible, plus the complexities of their 
combinations. For the purposes of this example we will consider only the 
MINIFLOW for the general address modification subroutine, INDEX. We will 
assume however, that: 

1. The Reset machine MINIFLOW will turn on 3 general indicators - ALTER, 
USE 1, and DEC (these general indicators will always be on initially) 

2. There will be object machine instructions to transfer on FLAG on or 
off so the index tests may be used. 

3. The C§TV of indexable object instructions will call for indexingD 
i.e., VFD 3/2,15/XXX) but appropriate operand fetches will be done 
in MINIFLOW. 

4. Indexable object instructions will be indexed by a SMCT INDEX call, 
following which the final address will be in D21-35 with the general 
indicator IMMED set on if D21-35 is an immediate operand. 

5. The left half of the original object instruction will still be in 
CO- 17 unaltered. 
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The MINIFLOW subroutine to accomplish this general address modification 



f ol lows 



ORG GMOO EXAMPLE ll MINI-INDEX 

* THIS INDEX SUBROUTINE IS tNTERED BY- SMCT INDEX 

INDEX LI8C 10,12-14 CLEAK h AND SET MASK BIT 

PE H.C TlST INDEX POLARITY 

TA NZ,*+2 LEAVL AS SUBTRACT IF \ 1 

TGS ADD SET TO ADD IP A ZERO 

PC LD6t 33-35 MOVE AxC INTO H ADDRESS 

IXCCNT RC B MOVE AXE INTO !<C 

MINI Rb+RCtRB JOMP TO IRANSEER I ABLE 

DATA TGS IMMED SET IMMEDIATE DAT,* FLAO 

01* TGF ADD.ADDXR EXIT IF SUBTRACTIVE XR 

AXC2 TRU DECDIR INDEXED DIRECT + DEC Xk 

AXC3 TRU IXPOaT INDIRlCT PUbT INDEXED 

AXC4 TGR ALTER, AXC/ INDEXED INDIRECT- LEAVE 

AXC5 TGR USE1,AXC7 INDEX*!' INDIRLCT- XR + xf 

AXC6 TGR DEC INDEX,.!.) INDIRLCT- XR+l 

AXC7 TGF ADD,* + ^ IimDEXED INDIRECT- XR-l 

XR R+CtLDD DO ADDAT1VE INDEXING 

MEM D,SRD KEAD INDIRECT wORj TO D 

TGS ALTtK.XDEL SKIP TO ALI-R X«, SET ON 

HC 0,21-3b PUT Nlv, ADDRESS In C 

Tt<V INOlk+l INDEX ♦ ANALYSE I'mLIRiCT 

DLCDIR TGS FLAG 

p C C+ 1,^1 -33 OFSEI \v DEC EbK XR ACL 

XR R-l,o DECRLMENT THE INDEX 

ta z,dik flag if zeru and jkip 

tcr flag,lir no flv, if \iot zero-skip 

ADDXK TGR ADD RlSET I-jDEX POLARITY 

XR R+C,Lf:D,t XI T ADOULVi. INDEX + EXIT 

XDEL TGS FLAG PRESET FLAl, ON 

pcd cio-^o swap tag fieldwilc re u 

PD LnC,21-3 i > LOAD *-fI L LIJ TO C ADDR. 

IDS USEliFYl SKIP I ij INC/DEC, bET 0.x 

XR K+C,b ADD X-flELD TO OLD INOEX 

TA CAR,INDIR FLAG IF CARRY AND SKIP 

TOR FLAG, I ND Ik NO FLA., IF NO CARRY-bKiP 

CYl TGS DEC, DOWN 1 SM P If Xk-l, SET ON 

XR R+1,S InCRE'*? \jl XR 

TRU *+? 

DOwNl XR k-1,j DECREMtrixir XR 

TA Z,INDIR FLAG IF EwOAL mND SKIP 

TGR FLAO,lNDIk NO FLA., IF UNEQUAL- SOi,' 

IXPOST MEM CtSRU READ JNINDEXEG INO. TO D 

PCD 0,lb--i^- b*AP JAGb AND ADDRESS >. S 

TG ADD,* + 3 TLST ruR I'MDEX POLARITY 

XR C-R,LDE PcST-i Ml.tx INTO 0, MINOS 

TRU *+2 

XR R + CLDO POST- INDEX IN 10 D, PLOi> 

INDIR PCD Clo-^ SWAP rt4CK TAGS, ADDRESSES 
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XR 


C-R,LCD 


PH 


ILRU 


SHIP I 


C-O-L ,3 


SHIF1 


Ij-R 


I R U 


IXCUNI 



PRF-I\OFX INTO Ut MINUS 
CLEAR OUT B 

KCVfr AXC FIFLC TO H AUG 
MCVr HACK IN PUSlrlUN 
CliNTI MUt THt INDIRECT 



COMPARISON OF EMULATION AND OTHER INSTRUCTIONS 

A BINARY to BCD CONVERSION routine might take a binary number in the AC (less 
than 20 bits right justified) and convert it to six 6 bit decimal characters 
in the MQ: It would also turn on a flag (divide check) if the number were 
too large to convert. Such a routine written in object code is given below: 



TXS CONVERT, 4 



CALL CONVERSION SUBROUTINE 



CONVERT LDQ=0 

VDP=06O65OOO,,4 

VDP=047O4OOOO,,6 

VDP=0372OOOOOO,,6 

VDP=03100000000,,6 

VDP=024000000000,,6 

VDP=0200000000000, ,6 

TRA,4 



100.000B31 
10,000B25 
1.000B19 
100B13 
10B7 
1B1 
RETURN TO CALLING SEQUENCE 



The time to run this routine on various machines: 

7094 - 46 usee. 7090 - 76.3 usee. 

7044 - 80 usee. 7040 - 176 usee. 

IC-M9 - 115 usee, in EMULATION MODE 

If the IC-M9 is mini -programmed to include a BINARY TO BCD CONVERT instruction, 
it could leave the AC unchanged, and the MQ unchanged if divide check is set. 
Assume CTQ (convert to MQ) has the following instruction format: 







11 12 



35 



+0110 CODE 



IIIIIIIIIIIUIIIIIIIIIIIIllllllllllllllllllllllllll 



An op-code of +0110 translates to Group 11 and the following MINI FLOW would 
perform the conversion: 

" • URG 0/211 hXAMPLL <><* CTG fcAXl 

Vf-D Id/CTt. CTC C + TV 



CTQ 



ORG 

PD 

QKl 

SHIFT 

TGR 

CM I 

SHIFT 

Cf-'I 

SHIFT 

CM I 



U/677 

ZtRL- 

LCCiOOM 
01 V, 4 
r>DCK,?RlG 
LDCt 10V 
D I V , 6 
LDC, I* 

I V t r> 

1 D C t C 



SO 2 HIGH BUS WILL P. 
LUAD-u/606'jOGO 
OIVIDG BY 100,000 H3L 
SKIP IF LvER t. DIoITS 
L<!AD = ti/47u400GC 
UIVID.. rY lO.CGo 02 1 ) 
l.nAL = 'J/3 7?00O00O 
Ml VIOL -1Y L.UOu Bi'-J 
L'JAn = l'l/3lO0OOOO00 
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SHIFT D1V.6 CI VIDE BY 100 n 13 

CMI LOC.X LOAD=0/^4000000000 

SHIFT LIV,6 CI VIOL BY 10 3 7 

CMI LDCfi LOAn=0/i'00000000000 

SHIFT DIV,o DIVIDE rtY 1 Hi 

*Q OfStLXIT STORE KFSULT IN My- EXIT 

2BIG TGS CCK StT DltflDL CHECK 

EXIT tXIT FOR DIVIDE CHECK 

*THE FOLLOWING ARE THE CONSTANTS USED FOR CONVERSION 
ORG 0/62 

100M OCT 6,65000 100,000 B31 

10M OCT 47,40000 10,000 B25 

M OCT 372,0 1,000 B19 

C OCT 3100,0 100 B13 

X OCT 24000,0 10 B7 

I OCT 200000,0 1 Bl 

The time to execute this CTO instruction on the IC-M9 is 32.2 usee. This is 
only 71.5% of the time required by the 7094 to execute the CONVERT subroutine. 

The second instruction consists of floating a fixed point number. It is 
assumed that a signed whole number is in the AC right justified and may have 
up to 36 bits of significance. To float this number in object machine code 
the following FLOAT routine is commonly used; 

FLOAT LRS 8 

0RA =012430000000 

ST0 TEMP 

CLA =01233000000 

LLS 8 

FAD TEMP 

If the number has typically 12 bits of significance, the time to execute this 
on a 7094 (with best case overlap) is 26 usee. 

This process may be emulated on the IC-M9 with the following fix to float 
instruction. Assume FLT (float the AC) has the following format: 



11 12 



+0670 CODE 



35 



/////////////////////////////////////////////////// 



The op-code +0670 translates to group 67 and the following MINIFLOW would do 
the float operation: 

ORG 0/?67 LKAMPLr 2> FLOAT "AX I 

VFP le/FiLAT FLOAT c + T»/ 

*------------ * 

URG L/<?7oO 

f-LOAT PH H.oO-iS Tt.bT FPU AC /E<U 

f'^ ^ <-XlT It /.Rfi-IL ALL PON-.. 

PU lli*ll CLEAR D 

SHU r hl'-f>,, KAKE 4LUM FOR LXPUNHMI 
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CHANGE TO FLOATING FOR; v 
LOAD EXPONENT BASi. VALOF 
NURNALIZC THE MAN ! ISSA 
SCALh THE EXPONENT 
LOAD THE NCWALIZL CGU;.T 
ADJUST I HE EXPONENT 
RESULT TO AC AND t_XlT 

Again assuming a 12 bit number is being floated, the time to execute this 
FLT instruction by the IC-M9 is 15.575 usee, or 60% of the time required by 
the 7094 to execute the FLOAT routine. 



SHIFT 


D-Rf 1 


LIB 


<d0,0u-02 


SHIFT 


HD-N 


LIB 


44,03-08 


RC 


LDCi u0-0g 


P3 


B-C,uU-0« 


AC 


b, S,LxI T 
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SECTION III 
IC-M9 SYSTEM DESCRIPTION AND INSTRUCTION REPERTOIRE 

S CHEDULER AND PROGRAM LEVELS 

The scheduler is the basic sequence controller of the IC-M9. It is a priority 
decision network which responds to I/O data buffer servicing and I/o termination 
requirements. It also responds to some of the operator switches on the con- 
sole and to the real time clock servicing requirements. In addition it is 
partially controlled by MINIFLOW to service trap situations, self interrupts, 
i.e., Hang or Delay, and normal program operation. 

The scheduler buffers requests for attention in a set of interrelated flip- 
flops which are grouped to reflect various levels of urgency. There are four 
such levels : 

LEVEL 1 Channel A data buffer servicing 

LEVEL 2 Channel B data buffer servicing 

LEVEL 3 Channels A and B termination servicing Real time clock 

servicing and console request servicing 

LEVEL 4 Trap servicing 

Object instruction execution 

The scheduler determines which request for service to honor next, selects 
the level and turns the Channel B flip-flop on or off for the level. Only one 
level may be selected at any one time. It also selects the entry point to the 
wired-in-sequence . 

Each level has flip-flops to buffer the request for servicing and to control 
the manner in which these requests are honored. There are four types of 
flip-flops: 

REQUEST Buffers a request for new service. 

RETURN Buffers a request to continue a self interrupted job. 

JIP (Job-in-Progress) records that a request was honored and 
servicing for the job has not been completed. 



HANG 



Records that a self interrupted job is not yet ready to return 
for completion. 



Self interrupt allows a MINIFLOW routine to interrupt itself when it has de- 
termined that it cannot properly continue until another level has had a chance 
for servicing. Self interrupt may be done with either a DELAY or a MISC HANG 
instruction. DELAY inhibits the scheduler from honoring the delayed level for 
75 microseconds. HANG requires that another active level unhang the hung level 
for it to again be honored by the scheduler. When a DELAY or HANG is executed 
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in MINIFLOW, the D, RB, and RD registers and subroutine mode are preserved 
for the particular level . They are restored when the scheduler again honors 
that level and the job is resumed; restoring RB causes the job to continue at 
the MINIFLOW instruction following the DELAY or the HANG. 

Delay logic is not provided for level 4; if DELAY is executed in level 4 it 
will lock out level 4 until the level is reset. 

A DELAY or a HANG issued in either level 1 or level 2 will lock out both 
levels until the delayed or hung level resumes. 

LEVEL 1 is requested in the scheduler when the Channel A buffer needs ser- 
vicing. LEVEL 2 is requested in the scheduler when the Channel B buffer needs 
servicing. When the scheduler honors one of these requests it will reset the 
request when LEVEL 2 is selected and the Channel B flip-flop is set. The 
MINIFLOW routine that services a buffer request must acknowledge the request 
in the channel. If this is not done logic will cause another request in the 
scheduler. MINIFLOW acknowledges the channel by executing the instruction 
MISC ACK. 

LEVEL 3 is requested in the scheduler when any of the following occur: 

1. A channel terminates activity. The state of the Channel B flip- 
flop indicates which channel terminated. 

2. An interval timer interrupt occurs. This will happen 60 times 
each second unless the timer is turned off. 

3. A console interrupt occurs when the operator presses one of the 
following console keys: 

a. general reset 

b. clear storage 

c. load card 

d. load tape 

e. execute entry 

f. execute display 

The scheduler level 3 will be reset when it is honored by MINIFLOW. MINIFLOW 
must reset the specific condition that caused the level 3 request. The 
scheduler will set a general indicator (CON,SOP74) if the honored request was 
a console function (timer, case 2, or key.case 3). This indicator may be 
tested and reset and the interrupt register may be examined by MINIFLOW to 
determine the cause of the level 3 interrupt. The originating requests are 
reset by the following MINIFLOW instructions: 

1. for channel terminate - MISC RTER 

2. for timer interrupt - MISC RTI 

3. for console key interrupt - MISC RCN 
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LEVEL 4 is requested in the scheduler when a trap request is set by a MISC SRT 
or when a program request is set by either a MISC SR4 or by the START KEY on 
the console. When the scheduler honors a trap request it will reset the trap 
request. When the scheduler honors a program request, the program request 
will be reset only if the MANUAL SWITCH is down on the console. The scheduler 
gives a program request the lowest priority. This allows the program request 
to be continually honored until a higher priority request is set; thus pro- 
viding normal object program execution flow with the interrupts to service 
the I/O and console requirements. 

Figure 6 illustrates the scheduler action, the request priority, and the 
relationship to the wired-in-sequence and MINIFLOW. 

The term W-I-S is used as an abreviation for Wired-in-seauence. The suffixs 
-T or -F is appended to scheduler control flip-flops to indicate their state 
(true or false) . 

WIRED-IN-SEQUENCE 

There are two wired-in-sequences. The YA W-I-S is used to initiate the start 
of a MINIFLOW routine for execution of an object instruction or an interrupt 
function; the YS/R W-I-S is used to save and restore MINIFLOW program status 
during a delay or a hang/unhang operation. 

THE YA WIRED-IN-SEQUENCE 

There are seven steps to the YA W-I-S, some of which may be skipped. Each 
step involves accessing either the control memory or main memory. Other 
operations may also be performed in some steps. 



The W-I-S steps are defined below: 



W-I-S 
Step 

YAO 

YA1 

YA2 

YA3 

YA4 

YA5 

YA6 



Memory 
Accessed 

Control 

Main 

Control 

Main 

Main 

Control 

Either 



Primary 
Function 



Fetch Alternate Instr. Address 

Fetch Object Instruction 

Fetch Control § Transfer Vector 

Fetch Indirect Address 

Fetch Memory Operand 

Fetch First Mini-Pair 

Execute MINIFLOW Program 
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hainiwari (iii software 
control conditions 



I.I (IK IJ HOSOill.D _ . 
DELAY "It MIS' ll-VNCi 
MISC Hill* 



1--/ 1.1 OR I J Jil'-t \ 

: ' ..ft A OR 12 RETI'HN-T\ 

_ - J .{ II OH 1.2 HANC-F #- 
I \ (ALL FOR / 

\ SAME LEVEL) / 



CD 



CHANNEL BUFFER SERVICE 
KFyUEST OR MISC SRI* 



IJ HONORED 

DELAY OH MISC HANG - 

MISC RH.1 



EXIT 

OPERATOR OR TIMER INTERRUPT 

I'O TERMINATE REOUEST 

OH MISC SR3 



CONSOLE SW 

MISC SRT 

MISC HANG OK MISC HALT 



M HONORED 

MISC HANG 

START OR MISC RH4 



EXIT 

CONSOLE SW 

SRT 

UP HONORED OR 

NO MISC POST 



EXIT 
START OR MISC SR4 



♦STEERED BY CHB F/F 



CST All I' SCAN IN 'N 
SCHEDULER J 



i NO 



\ UKE^T / \ »» """ / 




I NO 



<[.'IJ1P-1 \ y KS 
I.:l HETI'IIN-T >—~ • 
I.I l(.\Nr.-F / 



SELECT LEV El 
SET IJ 
RETURN -I 




SEI. LEVEL 1 
IT 1.1 .JII'-T 
SET LI ICElJ-F 
.SET Ll.'iCIIH-l- 
LSEI.CtTV 'Z'll 



SKI I.EVE I • 
SKI I J JIP- I 

e r I-: reo-e 

SET LI /-JCIIB-T 

JKI.C1TV" 



./ I.3J1P-F \ f \ SE I l.l / V 

/ CONSOLE OH \ YES ./ TERMINATE \ YES m m iMlNAI 'E ^/CIUNNE lAJJ m 

\ TERMINATE I ^ REOUEST / HEijFEST-F A »« »/ 



/NOT IN MANUAL \ 

L4 TRAP REOUEST 1 

\ U HANG-T / 



./ ujip-r \ 

./ M RETURN-T \- 
_\ \A HA.NG-F / 

- / LA Jl P- F \ 
-/ NOT IN MANUAL \ 
-\ L4 TRAP HK^T /—* 

- \ P""T-F / 

J U J1P-E \ VES 

( L4 PROGRAM ) - 

\ REQUEST-! / 



SET GENERAL 

INDICATOR 

CON 



SET t-l 
CIIH-T 



SET l:i 
CHII-K 



SEI KIT 
LEV El I 

SET i.i.np-i 

SEL C*TV 
I 241 



SEI. LEVEI 4 

SET U 

RETURN-F 



SEL 1 EVEI 4 

SET TRAP HEO-E 

SET It CHB- 1 

SET M .ni'-T 

SEL CITY (i 2:12- 



c 



SEL LEVEL 4 

SET L4 J1P-T 

SET L* CHB-F 

SET P06T-F 



rz 



\ AUX2-T / 



NO - BOTH OFF 



I INCLUDE AN 

■INSTRUCTION FETCH| 
, TRANSLATING FOR 
' INDIVIDUAL CiTV, 
I AND SETTING THE I 
L PRE-CONDITIONS, j 



RESTART 
SCAN 



xz 



SET PRESENT 
I.EVEL J1P-F ^~* 



PlbxiT DIRECT TO H 
I SCHEDULER ON 
LA FAST TRANSFERj 



WIRED IN- 
SEoUFMCE 



V VJ-'. 
« I.S 



YS1U- i 
III Tl UN 
»'. I S. 



YSH:i-s 
m Tl R.N 

»• I s. 



VL'-J 

w is. 



>4 



rC 



Y\0 
W IS 






Y M- 

« 1 



YSRO-3 
SAVE 
W. 1. S. 



YAH LEVEI I ' MISC XCK" H> 
III EKER SEHVK '► | RESEI I M ESTl 
MIN1EI.OW CHANNFI "SH I 



V V. LEVEI J I MISC U'k' TO 

BUFFER SEI1VH ElllESEI I.M'F.-I 

MIN1FIJUW 'CHANNEL HSU 



YAH CON- 
TIME l.l 
MINIFIOW 



MISC II Tl 
RESET INT 
TIMER 11 EQ 



TIMER \ 

iNTFH- 
wupr ' / 


1ST 1 l)H 1. 
CONSOLE 1 


* 


. 




MISC RUN 

HESE'I 
COSSOLI 
!NT REG 





YA« LEVEI |/ KST ,-.Tn\ 
J MINI X n HEM i / 

VUJV. 1\ CON / 



YAI. L'ON 
riNI'E 14 
M1NIFIAHV 



MIM HI'EII' 
RESE I I II 
TERM III 'J 



Y\BI.EVEI.4; ~ j 

TRAP | EMULATION I 

Ml NT FLOW ,'■'"■ | 



I EMI LA HON 



FINAL EXIT 



EXITS 
FROM 
MINI FIOW 



Figure 6. Flow Diagram of IC-M9 Scheduler 
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Figure 7 illustrates the possible entries and paths of 
the W-I-S. Each path is labeled with a letter which keys 
it to the ajoinmg test. In the text, the INDEXED ADDRESS 
is defined to be the value of the address field (C,21-35) 
minus the value in the index register as specified by 
the TOP field (0,18-20); if C or D are altered in an 
operation the initial values in these fields are used. 

SEQUENCE OF STEPS IN WIRED-IN-SEQUENCE 
A The Scheduler enters the W-I-S at: 

1. YAO - program request with AUX1 or AUX 2 on, 

2. YA1 - program request with neither AUX on. 

3. YAW 1.1, 1.2, L3 or L4 trap request. 

YAO Fetches the auxiliary instruction counter from con- 
trol memory (at 04 if AUX 1 or 10 if MIX 2) and 
loads it into B. 

YA1 Fetches the object instruction from main memory 

and loads it into C and '_). The If is used for' th* 
address unless AUX is on, then B is used. 



YA2 



B 



CEXIT BACK TO\ 
SCHEDULER J 



Fetches the control and transfer vector from con- 
trol memory a»d loads the 11 right most hits into 
RB and the other ? hits are loaded into 1.K1 
through IK7. The mini -location of the CF,TV is as 
follows: Level 1 at 251, level 2 at .743, level 3 
at 241, level 4 trap at 233, level 4 program as 
determined by the translators (Table \1 ) examining 
the op-code (0,0-11), The preconditions are also 
set and the AC is unconditionally loaded into B. 

After YA2, the next state of W-I-S is defined helou: 

1- YA3 - LK1, LK2, D, 11-12 all are on, i.e., in- 
direct addressing 

2. YA4 - I.K3 is on, i.e., memory operand fetch 

3. YA5 - LK3 not on, no memory operand fetch 

YA3 Uses the INDEXED ADDRF.SS to fetch the indirect 

address word from main core and to place the right 
half of the word into bits 21-35 of' both C and D. 



Figure 7. Possible Paths of the YA V.-l-S 



63 



C After YA3, the next state of W-I-S is defined below: 

1. YA4 - LK3 is on, i.e., memory operand fetch 

2. YA5 - LK3 is off. 

YA4 Fetches the memory operand from main memory as addressed by: 

1. C, 21-35, if LK1 and LK2 are both off. 

2. The INDEXED ADDRESS if either LK1 or LK2 is on. 

The INDEXED ADDRESS is placed in D, 21-35, if LK2 is on. The 
memory operand is loaded into C. LK1 and LK2 are reset to prevent 
indexing in YA5. 

YA5 Performs the following functions: 

1. Place the INDEXED ADDRESS in D if LK2 is on. 

2. Place the INDEXED ADDRESS in C if LK1 is on. 

3. Either execute a fast transfer or fetch the first mini-pair from 
control core addressed by RB. 

Details of YA5 are shown in Figure 8. 

D After YA5, the next state of W-I-S is defined below: 

1. YA6-LK7 is off or transfer trap mode is on and D.0-11, is not 
+0021 (trap transfer) . 

2. Scheduler-LK7 is on and transfer trap mode is off or D,0-11, 
is +0021. 

YA6 Execute MINIFLOW starting with the instruction fetched in YA5 and con- 
tinue with new instructions from control core using RB as the program 
sequence counter. 

E The mini-instruction used to leave YA6 determines what state is next 
entered . 

1. YA5 - The TAW instruction was executed. 

2. Scheduler -EXIT when not in subroutine Mode. 

THE YSR WIRED-IN-SEQUENCE 

The YSR W-I-S is divided into two sequences. YSR 0-2 is used to SAVE the con- 
tents of the D, RB, RD registers and the status of the subroutine mode con- 
trol flip-flops, YSR 3-5 is used to RESTORE the contents of these registers 
and the status of the subroutine. 
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YA6 



EXECUTE 
MINIFLOW 



SETUP 

SLOW TRANSFER 

CONDITIONS, TEST 



, AND EXIT BY TAW 



: ^j 



NOTE: LK4 & LK7 
SHOULD NOT BOTH 
BE SET ON 




SUBTRACT THE INDEX 

SPECIFIED BY D18-20 

FROM C21-35. 

STORE THE DIFFERENCE 

IN C21-35 IF LK1 IS ON 

AND IN D21-35 IF LK2 IS ON 



c 



ENTRY FROM YA6 



D 



TURN OFF 

LK1, LK2, LK4 

TURN ON 

LK7 



EITHER 
ON 



L_ 



— c 





GO TO YA6 



NOT EQUAL 



OFF 



TRANSFER 

_ coNranoN _ 

PLACE D21-35 
INTO THE IC 



INCREMENT 

THE IC 

PLACE IC+1 

INTO THE JC 



OFF 



NO TRANSFER 
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K 



GO TO SCHEDULER 




TRANSFER TRAP 
_ £P21°L T i?N 

FETCH 
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NON-TRANSFER 

. _ M^?£. L °^L _ 

FETCH 
MINIPAIR 



K 



GO TO YA6 



Figure 8. Flow Chart of Y.A5 Operations 
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The SAVE sequence is entered by executing a DELAY instruction (540000) or a 
MISC HANG (065400) or a MISC HALT (066000) . HALT should be executed only in 
Level 4. DELAY should not be executed in Level 4. 

When DELAY is executed a RETURN request is set in the scheduler after 75 micro- 
seconds, after this the scheduler is free to start a RESTORE sequence. When 
a MISC HANG or a MISC HALT is executed the HANG flip-flop is set for that 
level; when the HANG flip-flop is reset by MINI FLOW in another level then the 
scheduler is free to start a RESTORE sequence. The RESTORE sequence will 
cause MINIFLOW to be re-entered at the mini -location just after the DELAY or 
HANG instruction with the contents of the D and RD registers and the state of 
the subroutine flip-flop restored to the status that existed when the DELAY 
or HANG was executed. There is a separate save area for each level; the 
following table gives the area and information stored in the save sequence: 



Saved 




Bit 


Data 




Positions 


RB 




23-35 


SMCT 


F/F 


22 


RD 




23-35 


D 




00-35 



Word Address of Control Memory 
Level 1 Level 2 Level 3 Level 4 



40 


44 


50 


54 


41 


45 


51 


55 


41 


45 


51 


55 


42 


46 


52 


56 



NOTE: Words 43, 47, 53 and 57 are not altered. 

TRANSLATORS 

During wired-in-sequence step YA2 , the translators set up the precondition 
control flip-flops and select the Control and Transfer vector to be used to 
control the other states of the wired-in-sequence. For levels 1, 2, 3 and 
level 4 trap request, the C$TV selected is defined by the request being honored 
by the scheduler. For a level 4 program request, the object instruction is 
loaded into D during YA1 of the W-I-S; the translator examines bits 0-11 of D 
and generates a group code which specifies the C§TV to be used. 

For most op-codes with bits 1 and 2 equal to zero the group code is determined 
by bits 3-8 of the object instruction. For example, op-code +0153 translates 
to group 15 as does op-code -0155. However, there are many exceptions to 
this rule as illustrated in the comprehensive trans later Table 12. 

The Comprehensive Translator Table gives the group number and the setting of 
the precondition control flip-flops for each object instruction,, except those 
having a 1 in bit positions one or two. The first three octal digits of an 
instruction are given to the left of the table and the fourth octal digit is 
in the heading line. Each table item consists of a 2 digit octal number and 
a 3 digit octal number. The 2 digit number is the group number and when added 
to octal 200 it forms the mini -location of the associated C§TV. The 3 digit 
number describes the precondition controls and is interpreted as follows: 
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1st Digit ARI MAG SUB 

OFF OFF OFF 

1 OFF OFF ON 

2 OFF ON OFF 

3 OFF ON ON 

4 ON OFF OFF 

5 ON OFF ON 

6 ON ON OFF 

7 ON ON ON 



2nd Digit GEX GIN 


1 
2 
3 



3rd Digit 



1 
2 
3 
4 
5 
6 
7 

Following the table are additional notes on special considerati 





OFF 


OFF 




OFF 


ON 




ON 


OFF 




ON 


ON 


GOP9 


GOP 10 


GOP 11 


OFF 


OFF 


OFF 


OFF 


OFF 


ON 


OFF 


ON 


OFF 


OFF 


ON 


ON 


ON 


OFF 


OFF 


ON 


OFF 


ON 


ON 


ON 


OFF 


ON 


ON 


ON 



ons , 
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Table 12 
Comprehensive Translator - +0000 to +0177 



OP 

CODE xxxO xxxl xxx2 xxx3 xxx4 xxx5 xxx6 xxx7 



+000x 00 002 00 002 00 002 00 002 00 002 00 002 00 002 00 002 

-OOOx 00 002 00 002 00 002 00 002 00 002 00 002 00 002 00 002 

+001X 01 020 01 020 01 020 01 020 01 020 01 020 01 020 01 020 

-OOlx 01 021 01 021 01 021 01 021 01 021 01 021 01 021 01 021 

+002x 02 000 02 000 02 000 02 000 02 000 02 002 02 000 02 000 

-002x 02 000 02 000 02 000 02 000 02 000 02 000 02 000 02 000 

+003x 03 000 03 000 03 000 03 000 03 000 03 000 03 000 03 000 

-003x 03 000 03 000 03 000 03 000 03 000 03 000 03 000 03 000 

+004x 35 400 04 001 55 003 04 005 04 000 04 001 55 004 04 005 

-004x 35 400 04 001 04 006 04 005 04 000 04 001 23 000 04 005 

+005x 05 000 05 001 05 002 05 003 05 004 05 005 05 006 05 007 

-005x 05 020 05 021 05 022 05 023 05 024 05 025 05 026 05 027 

+006X 06 006 06 003 06 002 06 003 06 002 06 002 06 002 06 002 

-006x 06 004 06 001 06 000 06 001 06 000 06 000 06 000 06 000 

+007x 07 010 07 010 07 010 07 010 07 010 07 010 07 010 07 010 

-007x 07 010 07 010 07 010 07 010 07 010 07 010 07 010 07 010 

♦OlOx 10 000 10 000 10 000 10 000 10 000 10 000 10 000 10 000 

-OlOx 10 000 10 000 10 000 10 000 10 000 10 000 10 000 10 000 

+011x 11 020 11 020 11 020 11 020 11 020 11 020 11 020 11 020 

-Ollx 11 020 11 020 11 020 11 020 15 030 15 030 15 030 15 030 

+012x 10 000 12 000 10 000 12 000 10 000 12 000 10 000 12 000 

-012x 10 000 12 000 10 000 12 000 10 000 12 000 10 000 12 000 

+013x 13 400 13 400 13 400 13 400 13 400 13 400 13 400 13 400 

-013x 13 000 13 000 13 000 13 000 13 000 13 000 13 000 13 000 

+014X 10 000 10 000 10 000 10 000 10 000 10 000 10 000 10 000 

-014x 10 000 10 000 10 000 10 000 10 000 10 000 10 000 10 000 

+015X 15 020 15 020 15 020 15 020 15 020 15 020 15 020 15 020 

-015x 15 020 15 020 15 020 15 020 15 020 15 020 15 020 15 020 

+016X 10 000 12 000 10 000 12 000 10 000 12 000 10 000 12 000 

-016x 10 000 12 000 10 000 12 000 10 000 12 000 10 000 12 000 

+017x 17 020 17 020 17 020 17 020 17 020 17 020 17 020 17 020 

-017x 17 020 17 020 17 020 17 020 17 020 17 020 17 020 17 020 
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Table 12 
Comprehensive Translator - +0200 to +0377 



OP 
CODE 



xxxO 



xxxl 



xxx2 



xxx3 



xxx4 



xxx5 



xxx6 



xxx7 



+020x 20 420 20 420 20 420 20 420 20 430 20 430 20 430 20 430 

-020x 20 421 20 421 20 421 20 421 20 431 20 431 20 431 20 431 

+021x 21 030 21 030 21 030 21 032 21 030 21 031 21 030 21 034 

-021x 21 030 21 030 21 030 21 032 21 030 21 031 21 030 21 034 

+022x 22 420 22 421 22 420 22 421 22 430 22 431 22 430 22 431 

-022x 22 420 22 421 22 420 22 421 22 430 22 431 22 430 22 431 

+023x 23 000 23 000 23 000 23 000 23 000 23 000 23 000 23 000 

-023x 23 000 23 000 23 000 23 000 23 000 23 000 23 000 23 000 

+024x 24 410 24 400 24 410 24 400 24 410 24 400 24 410 24 400 

-024x 25 410 25 400 24 410 24 400 24 410 24 400 24 410 24 400 

♦025x 25 410 25 400 25 410 25 400 25 410 25 400 25 410 25 400 

-025x 25 410 25 400 25 410 25 400 25 410 25 400 25 410 25 400 

+026x 26 400 27 400 26 400 26 400 26 400 26 400 26 400 26 400 

-026x 26 404 27 404 26 404 26 404 26 404 26 404 26 404 26 404 

+027x 27 400 27 400 27 400 27 400 27 400 27 400 27 400 27 400 

-027x 27 404 27 404 27 404 27 404 27 404 27 404 27 404 27 404 

+030x 30 400 31 400 30 500 31 500 30 600 31 600 30 700 31 700 

-030x 30 401 31 401 30 501 31 501 30 601 31 601 30 701 31 701 

♦031x 31 400 31 400 31 500 31 500 31 600 31 600 31 700 31 700 

-031x 31 401 31 401 31 501 31 501 31 601 31 601 31 701 31 701 

+032x 61 004 32 015 32 001 32 011 32 004 32 015 32 001 32 011 

-032x 32 004 32 015 32 001 32 011 32 004 32 015 32 001 32 011 

+033x 33 000 33 000 33 000 33 000 33 000 33 000 33 000 33 000 

-033x 33 000 33 000 33 000 33 000 33 000 33 000 33 000 33 000 

+034x 34 400 34 400 34 400 34 400 34 400 34 400 34 400 34 400 

-034x 34 000 34 000 34 000 34 000 34 000 34 000 34 000 34 000 

+035x 35 400 35 400 35 400 35 400 35 400 35 400 35 400 35 400 

-035x 35 400 35 400 35 400 35 400 35 400 35 400 35 400 35 400 

+036x 36 000 36 000 36 000 36 000 36 000 36 000 36 000 36 000 

-036x 36 000 36 000 36 000 36 000 36 000 36 000 36 000 36 000 

+037x 37 010 37 010 37 010 37 010 37 010 37 010 37 010 37 010 

-037x37000 37 000 37 000 37 000 37 000 37 000 37 000 37 000 
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Table 12 
Comprehensive Translator - +0400 to +0577 



OP 

CODE xxxO 



XXX 1 



xxx 2 



xxx3 



xxx4 



xxx5 



xxx6 xxx7 



+040X 40 400 40 200 40 500 40 700 40 400 40 200 40 500 40 700 

-040x 40 300 40 300 40 700 40 700 40 300 40 300 40 700 40 700 

+041x 41 000 41 000 41 000 41 000 41 000 41 000 41 000 41 000 

-041x 41 000 41 000 41 000 41 000 41 000 41 000 41 000 41 000 

+042X 42 000 42 000 42 000 42 000 42 000 42 000 42 000 42 000 

-042x 42 000 42 000 42 000 42 000 42 000 42 000 42 000 42 000 

+043X 43 000 43 000 43 000 43 000 43 000 43 000 43 000 43 000 

-043x 43 000 43 000 43 000 43 000 43 000 43 000 43 000 43 000 

♦044x 44 001 44 002 44 005 45 400 44 014 44 003 44 016 44 007 

-044x 44 001 44 002 44 005 45 400 44 014 44 003 44 016 44 007 

+045x 45 400 45 400 45 400 45 400 45 400 45 400 45 400 45 400 

-045x 45 400 45 400 45 400 45 400 45 400 45 400 45 400 45 400 

+046x 46 000 46 000 46 000 46 000 46 000 46 000 46 000 46 000 

-046x 46 000 46 000 46 000 46 000 46 000 46 000 46 000 46 000 

+047x 47 000 47 000 47 000 47 000 47 000 47 000 47 000 47 000 

-047x 47 000 47 000 47 000 47 000 47 000 47 000 47 000 47 000 

+050x 50 400 32 015 50 500 50 500 50 400 50 400 50 500 50 500 

-050x 50 000 32 015 50 100 50 100 50 000 50 000 50 100 50 100 

+051X 51 000 51 000 51 000 51 000 51 000 51 000 51 000 51 000 

-051x 51 000 51 000 51 000 51 000 51 000 51 000 51 000 51 000 

+052x 52 400 52 400 72 000 52 400 52 400 52 400 52 000 52 000 

-052x 52 401 52 401 72 000 52 401 52 401 52 401 52 401 52 401 

+053X 53 010 53 000 53 010 53 000 53 010 53 000 53 010 53 000 

-053x 53 030 53 020 53 030 53 020 53 030 53 020 53 030 53 020 

+054x 54 006 54 002 52 002 54 002 54 004 54 000 54 000 54 000 

-054x 54 003 54 002 54 002 54 002 54 001 54 000 54 000 54 000 

+055x 55 003 55 003 55 003 55 003 55 004 55 004 55 004 55 004 

-05Sx 55 003 55 003 55 003 55 003 55 004 55 004 55 004 55 004 

+056x 56 000 56 000 56 000 56 000 57 000 56 000 56 000 56 000 

-056x 56 000 56 000 56 000 56 000 57 000 56 000 56 000 56 000 

+057x 57 000 57 000 57 000 57 000 57 000 57 000 57 000 57 000 

-057x 57 000 57 000 57 000 57 000 57 000 57 000 57 000 57 000 
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Table 12 
Comprehensive Translator - +0600 to +0777 



OP 

C0DE xxx0 xxxl xxx2 xxx3 xxx4 xxx5 xxx6 xxx7 



nln* l\ 2?X S 41 ° 6 ° ° 10 7 ° 40 ° 60 00 ° 60 400 60 000 60 400 

InlS 1} Si? 6 ° 41 ° " ° 05 7 ° 40 ° 6 ° 00 ° 60 400 60 000 60 400 

nlS 1\ S2 61 ° 04 61 ° 04 61 ° 04 61 ° 04 61 004 61 004 61 004 

-061x 61 005 61 005 61 005 61 005 61 005 61 005 61 005 61 005 

+062x 65 000 74 000 47 000 66 010 66 010 67 000 66 010 66 010 

Inlx* 11 nnS It ° 00 4? 00 ° 66 00 ° 6 6 000 46 000 66 000 66 000 

oil* tl Tn S n\n W 00 ° " ° 00 63 01 ° 63 01 ° 63 000 63 000 

-063x 62 000 63 030 63 020 63 020 63 030 63 030 63 020 63 020 

+ n^ X It !!! 64 ° 00 64 00° 64 0°° 64 004 64 000 64 000 64 000 

Inll* « 2 M ° 00 65 00 ° 64 ° 00 64 °0° 64 000 64 000 64 000 

SS S nnn S £2 65 °°° 6S °°° 65 ° 00 65 ° 00 6 5 000 65 000 

-065x 65 000 65 000 65 000 65 000 65 000 65 000 65 000 65 000 

+ ££ X 11 !!! 66 ° 10 66 01 ° 66 01 ° 66 010 66 010 66 010 66 010 

-066x 66 000 66 000 67 000 66 000 66 000 66 000 66 000 66 000 

nil* 11 XX 6? 00 ° 6? ° 00 67 ° 00 67 00° 67 000 67 000 67 "S 

-067x 67 000 67 000 67 000 67 000 67 000 67 000 67 000 67 000 

'nln* In Tr, £ 40 ° 7 ° 4 °° 7 ° 40 ° 70 40 ° 70 4 00 70 400 70 400 

iS?* 7? T. 1° 4 °° 7 ° 40 ° ?0 400 70 400 70 400 7 400 70 400 

07 W 7 n?n 7 n?n ?1 00 ° 71 ° 00 71 ° 00 71 °0° 71 °00 71 000 

-071x 71 010 71 010 71 010 71 010 71 010 71 010 71 010 71 010 

+072X 72 000 72 000 72 000 72 000 72 000 72 000 72 000 72 000 

-072x 72 000 72 000 72 000 72 000 72 000 72 000 72 000 72 000 

+ 3x ll Z II n\°n l\ °°° ™ °°° ?3 01 ° 73 01 ° 73 ™ ™ SS 

-073x 73 030 73 030 73 020 73 020 73 030 73 030 73 020 73 020 

*nll X ll T« I 4 ° 00 ?4 ° 00 74 0°° 74 °00 74 000 74 000 74 000 

Iot^ It n?° ?4 ° 00 ?4 ° 00 74 00 ° 74 00° 74 000 74 000 74 000 

075x 75 SIX It n\n ll °°° ?5 °°° ?5 ° 10 ?S ° l ° 7S 00 7 * 000 

-075x 75 030 75 030 75 020 75 020 75 030 75 030 75 020 75 020 

+076x 66 010 77 010 76 001 77 405 76 000 77 404 76 005 77 003 

-076x 66 000 77 012 76 001 77 017 76 000 77 016 76 005 77 0^3 

+077X 76 000 77 012 76 000 77 403 37 010 77 406 76 004 77 Sol 

-077x 76 000 77 010 76 000 77 Oil 37 000 77 014 76 004 77 
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NOTES 
SPECIAL CONSIDERATIONS OF THE TRANSLATOR 



Table 13 is a list of groups entered by op-codes which do not have the 
group numbers as the two center digits in its op-code. Unless otherwise 
specified, precondition controls are determined by the group number and 
bits and bits 9-11 of the op-code. 

Table 13. Translator Exceptions 



GROUP 



OP CODE 



GROUP 



OP CODE 



01 


±2xxx,±3xxx 


10 


±0120, ±0122, ±0124, 




±0126, ±014x, ±0160, 




±0162, ±0164, ±0166 


12 


±0161, ±0163, ±0165 




±0167 


14 


Can't Be Entered 


15 


-0114,-0115,-0116 




-0117 


16 


Can't Be Entered 


17 


+ lxxx 


21 


-lxxx 


23 


-0046 


25 


-0240,-0241 


27 


±0261 


31 


±0301, ±0303, ±0305 




±0307 


32 


±0501 


33 


LEVEL 4 TRAP REQUE 


35 


±0040 


37 


±0774 



41 


LEVEL 3 REQUEST 


43 


LEVEL 2 REQUEST 


45 


±0443 


46 


-0625 


47 


±0622 


51 


LEVEL 1 REQUEST 


55 


+0042, +0046 


57 


±0564 


61 


+0320,-0602 


62 


±0630 


65 


±0620,-0642 


66 


±0623, ±0624, ±0626, 




+0627, ±0760 


67 


+0625,-0662 


70 


±0603 


71 


±0600 


72 


±0522 


74 


±0621 


76 


±0770, ±0772, ±0776 


77 


±0771 ,±0773, ±0775, 




±0777 



Note the following: 

GROUPS 14 and 16 may not be reached by the TRANSLATOR. Control 
and transfer vectors for groups 33, 41, 43 and 51 are also used 
when the scheduler honors requests other than the program request. 

2. In GROUP 01 GiN is set on if bit 2 of the op-code is a one (i.e., the 

threes); and GOP 11 is set on if bit of the op-code is a one (i.e., the 
minus op-codes) . 



In GROUP 07, GIN is not set on if AUX 1 is on (i.e. 
address is taken from AUX 1 instead of from the IC) 



the instruction 
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In GROUP 21 GIN is not set on if AUX 1 is on (i.e., the instruction 
address is taken from AUX 1 instead of from the IC) . Also in GROUP 21 
GOP 11 is not set on if Bit 7 of the op-code is a one. 

GROUPS 02, 03, and 10 will set the TSAT flip-flop under appropriate con- 
ditions. This allows fast transfers if LK7 is on in the control and 
transfer vectors and the transfer trap mode control flip-flop is off. 

When a trap transfer (op-code +0021) is translated then TSAT is set and 
the transfer trap mode control flip-flop doesn't affect the transfer 
condition. Table 14 shows the translator conditions that set the TSAT 
flip-flop. 

Table 14. Translator TSAT Control 



GROUP NOTE CODE SPECIAL CONDITIONS 



2 ±0021 Unconditional (trap transfer) 

2 ±0020 Unconditional (normal transfer) 

2 6 + °022 CHA Tape Check (Gen. Ind. S0P44) on and 

Tape Check Enable (Gen. Ind. S0P32) off. 

2 6 -°°22 CHB Tape Check (Gen. Ind. SOP46) on and 

Tape Check Enable (Gen. Ind. SOP22) off. 

3 7 +003x CHA EOF (Gen. Ind. S0P06) on and Command 

Trap Enable (Gen. Ind. SOP34) off. 
3 7 -°°3x CHB EOF (Gen. Ind. SOP14) on and Command 

Trap Enable (Gen. Ind. S0P24) off. 
10 ±01x2 MQ Bit off 

10 +010x AC is zero (Q,0-35) 

10 -OlOx AC is not zero (Q,0-35) 

10 +012x AC sign bit off 

10 -012x AC sign bit on 

10 8 +014x AC overflow is on 
10 8 -014x AC overflow is off 



6. If the Tape Check Enable Indicator for the channel is off, the Tape 
Check Indicator for the channel is turned off. 

7. If the Command Trap Enable Indicator for the channel is off, the End of 
File Indicator for the channel is turned off. 

8. The AC Overflow Indicator is turned off. 
SIGN AND MOST SIGNIFICANT BIT CONTROL 

At the start of MINIFL0W, the Engine signs and most significant bits are set 
as shown below. 

Register Contents Register Sign Engine Q Bit 

B Accumulator AC Sign Bit AC Q Bit 

C Object Instruction 

or Memory Operand 
D Object Instruction 
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If a memory operand was fetched into C during wired-in-sequence, the sign and 
most significant bit of register C are defined as shown below: 



OPERAND 


SIGN AND PRECONDITIONS: 


C REGISTER 




BIT 


ARI 


MAG 


SUB 


SIGN 


MSB 





X 








+ 





1 











♦ 


1 


1 


1 








- 








X 





1 


- 





1 








1 


+ 


1 


1 


1 





1 


+ 





X 


X 


1 





+ 





X 


X 


1 


1 


- 






The "Engine Sign" may determine what is moved as a sign bit or as a most 
significant bit. The Engine Sign is defined as follows: 

D Sign If the D SOP (20) is used. 
C Sign If the C SOP (31) is used. 
B Sign If any of the following SOPS are used: 

DOL (01), LDB (04), B-C-l (06), B-l (14), B-C (16), LDD (21), 
NB (22), B-C (24), B+C+I (26), B (30), B+l (34), B+C (36) 

Zero if any of the following SOPS are used: 

ZERO (00), NB+1 (02), NC+1 (03), LDC (05), C-B-I (07), B'NC (10), 
NB'C (11), BEC (12), C-l (15), C-B (17), NC (23), BUC (32), C+l (35) 

If the Engine Sign is the B or the C sign, it may have a hard register sign 
combined with it. Specifically, the MSB of the Hard Register is logically 
ORed with the B sign (or the C sign) if an MQ, SI, or R4 POP is used and ARI 
is on and the B replace (or C replace) bit is on. 

The "Engine Bit 0" is the result of the engine operation at bit position 0. 
The manner in which the B, C, and D register Signs and most significant bits 
may be altered by MINIFL0W are defined below. X signifies the particular 
Engine Register. 



CONDITIONS: 
OPERATION 



RESULTS: 
X SIGN 



X MSB 



AC with LDX (as TOP) 

MQ, SI, R4 with LDX and ARI off 

MQ, SI, R<+ with LDX and ARI on 

AC, MQ, SI, m with no load TOP and 

with Replace type SOP B or C 
CMI with LDX (SOP) 
MEM or MKEY-Read with ARI off 
MEM or MKEY-Read with ARI on 



Engine Sign 
Engine Sign 
Engine Sign 
Engine Sign 

Unchanged 
Unchanged 
Memory MSB 



Engine Bit 
Engine Bit 
Engine Sign 
Unchanged 

Memory MSB 
Memory MSB 
Zero 
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In addition, the B and D signs may be altered as follows: 



OPERATION 



SHIFT MULT 
SHIFT DIV 

SHIFT DOS WITH ARI ON and G0P11 ON 
SHIFT DOS WITH ARI ON and G0P11 OFF 
ALG with unlike signs in B 6 C and 
first carry true. (With AC Q Bit 
off or Q Bit not zoned in). 



RESULTS 



B SIGN 



B€C SIGN- 
Unchanged 
D Sign 
Unchanged 
C Sign 



D SIGN 



B«C SIGN* 
B«C SIGN- 
Unchanged 
B Sign 
Unchanged 



*B«C SIGN is the EXCLUSIVE OR of the B sign bit and the C sign bit. This 
is the same as the algebraic sign resulting from a multiply or a divide 
operation. 



The conditions and manner in which the AC and other Hard Register signs and 
memory signs may be altered by MINIFLOW are defined below: 



AC SIGN AND P BIT 



OPERATION 



RESULTS 
AC SIGN AC P BIT 



MISC RSQ 
MISC RAS 
MISC TAS 
MISC SAS 
AC with store 



Plus 

Plus 

Complemented 

Minus 

Engine Sign 



Unchanged 
Unchanged 
Unchanged 
Unchanged 
Engine Bit 



MQ, SI, R4 Most Significant Bit 



MA, SI, R4 with store 



ARI ON 



ARI OFF 



Engine Sign Engine Bit 



MEMORY Most Significant Bit 

MEM WITH RM BITS: 
14 16 17 



1 








(Store Zero) 


1 





1 


(Store B) 


1 


1 





(Store C) 


1 


I 


1 


(Store D) 



ARI ON 


ARI OFF 


Zero 


Zero 


B Sign 


B Bit 


C Sign 


C Bit 


D Sign 


D Bit 
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Q BIT AND OVERFLOW CONTROL 



The Engine Q bit equals the AC Q bit at the start of MINIFLOW YA6. The con- 
ditions and manner in which the AC Q bit or the Engine Q bit may be altered 
during MINIFLOW are defined below: 



CONDITIONS 
OPERATION 



AC Q BIT 



ENGINE Q BIT 



MISC RSQ 

MISC RAQ 

MISC TAQ 

MISC SAQ 

SHIFT MULT 

SHIFT DOS 

PB.PC PBD.PCD POPS 

with Q bit zone (33 or 05) 



Zero Zero 

Zero Zero 

Complement AC Q bit Complement AC Q bit 

One Unchanged 

Unchanged Left extension of B reg 

Unchanged Left extension of B reg, 

Unchanged Generated Q bit 



AC POP WITH RM BITS 
15 16 17 

x Unchanged 

x 1 Generated Q bit 

x 1 - -- Generated Q bit 

x 1 1 Generated Q bit 

x x Unchanged 

1 x x Generated Q bit 

The Generated Q bit equals the exclusive OR of the carry out of bit position 
and the present ENGINE Q BIT**; except the Generated Q bit is zero for the 
following SOPS: ZERO, DOL, NB-C, B'C, C, C-l, Ol, D, and LDh, I, DC, I.DD . 

The Overflow indicator is turned off by a console Reset or by the translators 

while translating an OP-CODE of ±01<+x or by MISC ROV (063000). 

The Overflow indicator is turned on by MINIFLOW under any of the four 
following conditions: 

1. An AC POP with Store bit on and a carry out of bit position 1. 

2. An ALG POP with Q bit zoning, like signs, and a carry out of bit 
position 1. 

3. A SHIFT MULT or SHIFT DOS with a one bit shifted left out of bit 
position 1. 

4. A MISC SOV (063100) 

**The engine Q bit is replaced by the AC Q bit on the AC POP if the replace B 
or Replace C bit is on. 
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INPUT/OUTPUT CONTROL 
Channel Description 

Peripheral devices are controlled by two independent channels, A and B, under 
MINIFLOW supervision. Channel A may have tapes, a card reader and a type- 
writer attached to it. Channel B may have tapes attached to it. The channels 
transmit data between the peripheral device and control core. An I/O operation 
may be initiated in any level. 

For read operations, Channel A will generate a level 1 request each time 
8 words have been moved from the device to control memory. Channel B will 
generate a level 2 request each time 8 words have been moved to control 
memory . 

For write operations, Channel A will generate a level 1 request each time 
8 words have been moved from control memory to the device. Channel B will 
generate a level 2 request each time 8 words are moved from control core to 
the device. 

Both Channels A and B will set a level 3 request on termination of activity. 
Activity is terminated in the following ways: 

Read - Channel detects end of record on media. 

Write- Channel is directed to generate an end of record on the media. 

Non Data Operation 

Backspace - Backspace is completed 
Write EOF - Operation is completed 
Rewind or Unload - Operation is started. 

The channels use a fixed buffer region in control memory octal word loca- 
tions 200 to 237 for Channel A and 240 to 277 for Channel B. This gives 
32 words of buffering for each channel. The channel can therefore stack 4 
buffer requests (level 1 and 2). The buffer request is serviced bv a 
MINIFLOW routine which may move the data from the buffer. This routine must 
acknowledge the request. 

Channel operations are controlled by three control registers for each channel 
as shown below: 

a. Channel Register 1 receives the channel instruction when a channel 
activity is initiated by a CHI POP, described under MIMFJOIV 
instruction descriptions. 

b Channel Register 2 controls the channel termination. It is accessed 
by the CH2 POP to either stop the channel data transfer or to locate 
the last word of a record or the first word in error. 

c. Mode control is a set of 4 flip-flop? used to control channel sequence 
and timing The mode control are loaded into the main engine bv ;i 
C1I1 POP with a load SOP There are ten active states \ to J. plus 
an idle state. 
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The peripherals and their interaction with the IC-M9 through the channels 
are described next. 

THE CARD READER is a unit record device which is selected by placing the 
following bit pattern into Channel Register 1. 

1 7 8 10 11 27 28 30 31 32 35 






xxxxxxx 


001 


xxxxxxxxxxxxxxxxx 


110 1 


xxxxxxxxx 



Notice that the object instruction +076200001321 which is used to read cards 
from the IBM 7094 conforms to this pattern. 

The card is read endwise from column 1 to 80 in full binary fashion. 
Columns 1, 2, and 3 form the first word stored in the buffer at octal word 
location 200. Every succeeding three columns form a new word at the next 
higher address. The columns fill the word from left to right with the twelfth 
row most significant. Holes are read as ones. Twenty-seven full words are 
read into control core with column 81 read as zeros. 

When the data is all moved, a level 1 buffer service request is set in the 
scheduler. When the trailing edge of the card is sensed, a channel terminate 
request is set in the channel and propogates into the scheduler. This ter- 
minate request must be reset in level 3 by MINIFLOW with a MISC RTER once the 
request is granted or it will cause a level 3 interrupt again. 

A procedure to read a card is as follows: 

a. Issue the CHI to select the card reader and EXIT. 

b. When the level 1 interrupt occurs, move and check the data as 
desired. This may include check sum tests, corner turning or 
binary to BCD code conversion, look ahead buffering, and moving to 
main storage under I/O command control. 

c. When the level 3 (terminate) interrupt occurs, reset the terminate 
request with a MISC RTER and perhaps reissue a select if command 
chaining or other conditions require it. 

Pressing the LOAD MACHINE key on the maintenance panel or placing a 10 
(bits 0, 8-10} into the Channel Register 1 will also cause a card to be 
read identically except that the data will be read into octal word loca- 
tions 100 to 132. This is the first part of the MINIFLOW entry table, which 
consists of mini-locations 200 to 265, and is the means provided to read and 
start execution of a bootstrap loader. The bootstrap loader is explained 
at the end of Section III. 
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THE CONSOLE TYPEWRITER is a unit record device also, and it will type when the 
following bit pattern is loaded into Channel A Register 1: 



7 8 



10 11 



xxxxxxxx 



on 



27 28 



30 31 32 



35 



xxxxxxxxxxxxxxxxx 



111 



xxxxxxxxxxxxx 



Notice that the IBM 7094 instruction to select the printer conforms to the 
bit pattern used to select the typewriter. If bit zero is a one, i.e., 
-076600001361, then the typewriter will space vertically one line. 

The procedure to TYPEWRITE A LINE is as follows: 

a. Move the data to the Channel A buffer at octal word location 200 in 
control memory. This operation may include moving under I/O com- 
mand control, corner turning and/or code conversion (refer to Table 15) 
and generating printer or time echos if simulating the 407 printer. 

b. Issue the CHI instruction to Channel A Register 1 as defined by the 
previously defined bit pattern. A level 1 buffer service request 
will not be set in the scheduler when a CHI is directed to the 
typewriter. 

c. Issue a CH2 instruction to Channel A Register 2 to give the channel 
the number of words to be typed. This is specified by the low 
order 5 bits of the data generated by the CH2 instruction. This 
count should be a value between 1 and octal 37 which gives a 
character count between 6 and 186. A speedup technique to use 

when simulating a printer on the typewriter is to examine words from 
right to left for blanks and to decrease the word count in the CH2 
to eliminate typing out trailing blanks. The exit bit may be used 
in the CH2 instruction to exit to the scheduler. 

d. A terminate request is set in the channel logic and the scheduler 
when the channel disconnects from the typewriter. This terminate 
request must be reset in the channel with a MISC RTER instruction. 
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Table 15. Octal Code vs. Typewriter Character 



OCTAL 
CODE 



XO 



XI 



X2 



X3 



X4 



X5 



X6 



X7 



OX 
IX 
2X 
3X 
4X 
5X 
6X 
7X 



blank 



I 


$ 


H 


< 


R 


A 


Q 


> 


z 


w 


Y 


\ 


9 


• 


8 


> 



m 



F 


D 


B 


1 


G 


E 


C 


A 





M 


K 


; 


P 


N 


L 


J 


w 


U 


S 


k 


X 


V 


T 


1 


6 


4 


2 





7 


5 


3 


1 



THE MAGNETIC TAPE UNIT are physical record devices which are attached to 
either Channel A or Channel B. They are selected by placing the following 
pattern into Channel A (or B) Register 1 with a CHI POP: 






1 7 


8 10 


11 28 


29 


30 


31 


32 




35 


c 


xxxxxxxxx 


CCC 


xxxxxxxxxxxxxxxxx 





X 


M 


u u u u 



C indicates the operation to be performed by the channel, as shown below: 
C (Octal) Operations 



01 
03 
04 
13 
02 
12 
05 
15 
07 



Read Tape 

Write Tape 

Write Fnd-of-File Mark 

Write Blank Tape 

Backspace Record 

Backspace File 

Rewind Tape 

Rewind Tape and Unload 

Test Tape for Unit Present 



Setting bit 29 to a zero causes tape to be selected. Bit 31 (M) indicates the 
tape mode as follows: 





1 



BCD Mode (even parity) 
Binary Mode (odd parity) 



Bits 32-35 (u) indicate which tape unit is to be selected. It is a binary 
coded number from one (0003) to ten f 1010) . 
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The specific channel selected by a CHI or CH2 POP is determined by the CHB 
flip-flop. Channel A is selected if the CHB flip-flop is off and Channel B 
is selected if the CHB flip-flop is on. The specific buffer area in control 
memory is also specified by the CHB flip-flop. If CHB flip-flop is off, 
octal word locations 200-237 are used and if it is on, locations 240-277 are 
used. 

If the tape operation does transmit data then the specific channel buffer is 
partitioned into four, 8 word, sub buffers. Data transmission always starting 
with the first buffer word, i.e., 200 for Channel A, 240 for Channel B 
Whenever a new sub buffer is accessed, i.e., the channel moves 8 more words, a 
request counter in the channel is incremented. If this counter is not zero 
a buffer service request is set in the scheduler. On granting this request' 
from the scheduler, the buffer service MINIFLOW routine (executed in level 1 
for Channel A and level 2 for Channel B) must acknowledge the channel request 
which caused the level 1 (or 2) interrupt. This is done with a MISC ACK 
instruction which will decrement the channel request counter. The MINTFLOW 
buffer service routine must move the data fast enough so that, on the average, 
it will stay ahead of the channel data movement. At the time the last buffer 
word is moved it must start again in order to move the first word of the buffer 

Similarly when the channel accesses the last word of the buffer (237 for 
Channel A, 277 for B) then channel addressing wraps around and starts back at 
the first buffer word. If the channel data movements starts to get more than 
32 words ahead of MINIFLOW a transfer timing error will occur because data is 
lost while reading or repeated while writing. This condition is detected 
when the channel request counter attempts to count above 4, meaning that the 
channel is more than 4 sub buffers ahead of the servicing routine. However, 
when this occurs, all 32 words in the buffer will still be good. When a 
transfer timing error occurs the channel indicator ER2 wi 11 be turned on. The 
channel will be disconnected and a terminate request will be set in the channel 
and sent to the scheduler. Channel indicator ER1 is turned on if a parity or 
other data error is detected. A procedure to read or write tape is shown' 
in Figure 9. 

It should be emphasized that the flow chart in Figure 9 is only one example 
and is not intended to emulate the tape 1/0 control for any particular machine. 
The example assumes that commands are not chained and that a paritv error 
will disconnect the channel and turn on a tape redundancy indicator. Many 
different options are available by proper MINIFLOW control, such as command 
chaining, special trapping, continuing to read on an error, synchronizing the 
CPU and channels and transfer timing error recovery procedures. The transfer 
timing recovery might include backspacing a record and reading without data 
transmission until the previously lost data is read again and then continuing 
with data transmission. If channel synchronizing is included, the data movinp 
routines must be executed in levels 1 and 2 so that a delay may be given to 
allow the synchronizing instruction to be executed in level 4. 
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Figure 9. Read or Write Tape Flow Chart 



REMOTE EXECUTION AND TRAPPING 

Remote execution is a means by which the machine may temporarily interrupt 
its normal program sequence to execute an extra instruction and then return 
to the normal program sequence (unless the extra instruction alters the IC 
such as a skip or a transfer). 

Trapping is a means by which the object program may be made aware of special 
machine conditions which need to be monitored without requiring frequent test 
instructions. The machine status is constantly monitored and when one of the 
special conditions occur, the machine will "TRAP' . When the machine traps 
the instruction counter (IC) is stored, along with trap identification data 
into a location determined by the type of trap condition. The program then 
goes to another location (also determined by the type of trap) for its next 
instruction. This next instruction starts the trap analysis which determines 
the action to take. It may subsequently return back to the main program. 

Several of the special situations which may be monitored with traps are: 

a. Privileged Instruction - When in a non-privileged mode. 

b. Transfers - When in transfer trap mode. 

c. I/O Termination - Both data and non-data operations. 

d. Timer - Service and overflow. 

e. Exceptions - Floating point, divide check. 

f. Self trapping - Such as a Store and Trap. 

g. Attention - For operator or external control. 

h. Illegal Instruction - Such as illegal op codes, illegal addresses, 
illegal data, and illegal instruction operands. 

It should be kept in mind that many of these situations mav not occur on some 
object machines or they may be handled in a different manner than bv trapping 
The four methods used in the IC-M9 to handle trapping or remote execution 
are: 

1. The normal MINIFLOW 

2. The transfer trap mode control 

3. The channel trap request logic 

4. The auxiliary instruction counters 
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NORMAL MINIFLOW handles trapping situations which occur in level 4 program 
(object instruction) execution which may be monitored by MINIFLOW and will 
cause a direct sequence change. Some examples would be floating point 
exceptions, self trapping, privileged instructions or illegal op codes. 

TRANSFER TRAP MODE CONTROL allows object program transfer instructions to 
be trapped without monitoring them in MINIFLOW or slowing down their emulation 
when not trapping them. This form of monitoring is enabled when the General 
Indicator TRAP (SOP40) is on. Transfer trapping is performed during the 
W-I-S state YA5 just before entering MTNFLOW. Refer to Figure 10 for details 
of transfer trapping. LK7 identifies a fast transfer which may be trapped. 
Special logic excludes the op code +0021 from being trapped. If LK4 is on 
for a slow transfer it is assumed that the transfer will be trapped later 
when it is processed as a fast transfer. Figure 10 illustrates the logic 
involved in the W-I-S state YA5 and in MINIFLOW (W-I-S state YA6) to handle 
transfer traps. 
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Figure 10. Flow Chart of Transfer Trapping in YA5 
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NOTE 

In both examples 1 and 2 in Section II, if the transfer trap mode control is 
on then the IC is always incremented by 1 and MINIFLOW is entered at the point 
specified by the control and transfer vector, bits 7-17. 

CHANNEL TRAP REQUEST LOGIC is used to provide trapping for special conditions 
detected while not executing level 4 program MINIFLOW. Some examples are: a 
timer overflow trap, an operator interrupt trap, or termination of an I/O 
operation. These would set a level 4 trap request while executing MINIFLOW 
in level 3 and they would also set appropriate indicators to convey the trap 
conditions before EXITing to the scheduler. 

The scheduler will normally honor the trap request ahead of the program request 
in level 4. The W-I-S will select the trap control and transfer vector at 
mini -location 233 which in turn points to the trap analysis routine. The trap 
request will be inhibited if the console AUTO/MANUAL switch is in manual. The 
trap request is also inhibited if the trap postpone flip-flop is on. This 
flip-flop may be set by the MISC POST instruction. It will be reset each 
time the scheduler honors a level 4 request. Therefore, this flip-flop will 
postpone trapping only long enough to execute one object instruction. If I/O 
trapping involves remote execution rather than directly altering the program 
sequence, then AUX 2 may be used as outlined in the next paragraph. 

AUXILIARY INSTRUCTION COUNTERS are used to execute an instruction out of 
sequence, i.e., remote execution. This is done by storing the address of the 
instruction to be executed in either control memory octal location 4 (AUX 1) or 
octal location 10 (AUX 2) by means of the CMI POP. This causes the AUX 1 
(or AUX 2) flip-flop to be set. When the scheduler next honors level 4 pro- 
gram, the W-I-S will start with YAO where the AUX 1 (or AUX 2) is read from 
control memory and the low order 15 bits are used to address the object in- 
struction. The IC is not used and not incremented. The AUX 1 (or AUX 2) 
flip-flop is reset so that the W-I-S control will return to the IC the next 
time. AUX 1 has priority over AUX 2 when both are set, but AUX 2 will be used 
before returning to execute instructions pointed to by the IC. 

When AUX 1 is on and an instruction from group 7 (code +007x) or group 21 
(code -lxxx or code +021x) is translated, then GIN is not set as it normally 
would be. This allows MINIFLOW to detect if the object instruction is being 
remotely executed. 

CONSOLE CONTROLS 

Console switches and indicators on the operator's console and on the maintenance 
panel are used to control and indicate machine status to the operator. Many, 
but not all, of these are accessible to MINIFLOW interruption and control. 
Some indicators are controlled jointly between MINIFLOW and non-program control 
conditions. This section will treat those controls of special significance to 
the MINIFLOW programmer. 
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Most controls on the maintenance panel must first be enabled by the MAINTENANCE 
ENABLE switch before they are effective. This switch is located on the main- 
tenance panel. More information on console controls and indicators is found 
under the following computer instruction descriptions: 

INT - Console Interrupt Status 

AKEYS - Address Keys Operation 

KEYS - Entry keys Operation 

Test Instructions 

General Conditional Test Instructions 

Also refer to the IC-6000 System Operation Guides for 7090/7094 Emulation and 
7040/7044 Emulation. 

1. The GENERAL RESET switch on the operator's console will set a console 
interrupt (bit 9 for a reset request) and it will reset all of the 
following: 



All the scheduler and W-I-S flip-flops. 

The Halt, Postpone, AUX 1, AUX 2 and Program Run flip-flops. 

The timer interrupt request. 

The IC and all index registers 

The AC overflow flip-flop 

The AC and Engine Q bit 

All the General Indicator flip-flops 

All the Channel Indicators except SOPs 00, 01, 20, 21, 30. 

Channel Register 1 in both channels 

Channel terminates and buffer service requests 

Tape low threshold controls 

Card reader and load machine control flip-flops. 



2. The MACHINE RESET switch on the maintenance console, when enabled by 
the MAINTENANCE ENABLE switch, will stop the clock, reset the console 
interrupts (including a console reset request) and resynchronize the 
mini-step control logic and both the memories. 

3. The START switch on the operator's console will start the machine clock 
running and will reset a level 4 HAND if HAIT is on and will set a level 4 
program request in the scheduler. 

4. If the PROGRAM START INHIBIT switch is on and the MAINTENANCE ENABLE 
switch is on then the START switch on the operator's console will onlv 
start the machine clock. 

5. The HALT indicator on the operator's console will be turned on when a 
MISC HALT is executed. Level 4 will then be in a HANG condition and 
cannot be taken out of this condition by either a MISC RH4 of MISC RINT. 
However, level 4 will be taken out of the HANG condition by the START 
switch. The HALT indicator will be reset by GENERAL RESET or whenever 
the scheduler grants level 4. MISC RESL4 will also reset the hang 
condition. 
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If the MANUAL switch on the operator's console is on, the program request 
flip-flop will be reset each time it is, honored by the scheduler. This 
then requires that the START switch be pressed to execute each object 
instruction so that the machine operates in a single step mode. However, 
if either Channel A or B has a data select in process (Channel Indicator 
SOP 26) then the manual mode will not be effective until both channel 
data operations are completed. This allows the execution of any LCH's 
which command chaining may require. The MAINTENANCE ENABLE switch being 
on and the MANUAL OVERRIDE switch on will cause the MANUAL switch to 
disregard the channel data select and process indicators and go 
immediately into the manual mode. 

A trap request will be honored by the scheduler when not in the manual 
mode. The EXECUTE ENTRY switch is only enabled when the MANUAL switch 
is on. 



SWITCH FUNCTION 


BIT POSITION 


GENERAL RESET 


9 


CLEAR STORAGE 


10 


LOAD CARD 


11 


LOAD TAPE 


12 


EXECUTE ENTRY 


13 


EXECUTE DISPLAY 


14 



The six CONSOLE REQUEST switches on the operator's console have the 
following W-I-S priority and cause the following bit positions to be set 
to one in the console interrupt register: 

GENERAL NOTES 

See Para. 1 



Enabled by MANUAL 



If any of these switches are enabled, then a console request is set in 
the scheduler and the General Indicator CON will be turned on when the 
request is granted. 

The STORAGE CLOCK OFF switch on the operator's console will prevent the 
real time clock from setting console requests when the switch is down. 
When this switch is up the interval timer interrupt flip-flop is turned 
on every sixtieth of a second. This sets a console request in the 
scheduler and turns on bit 8 of the console interrupt register. 

There are thirteen REGISTER SELECTION switches on the operator's console. 
They are used to select a particular register or memory location to be 
loaded with information from the entry keys or displayed on the display 
indicators. They are listed below in the order of their wired in 
priority: 



Index Register 1 XR1 

Index Register 2 XR2 

Index Register 3 XR3 

Index Register 4 XR4 

Index Register 5 XR5 



15 bits displayed 

15 bits displayed 

15 bits displayed 

15 bits displayed 

15 bits displayed 
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Index Register 6 XR6 15 bits display 

Index Register 7 XR7 15 bits display 
Main Storage (word specified by the Address keys) 

Accumulator AC S § Q bit also display 

Multiplier Quotient MQ 36 bits display 

Instruction Counter IC 15 bits display 

Current Instruction (may only be displayed dynamically) 

Sense Indicators SI 36 bits display 

The two REGISTER SELECTION switches on the maintenance panel do not have 
a wired in priority but they must be enabled by the MAINTENANCE ENABLE 
switch, they are: 

Control Storage (word specified by address keys) 
Hard Register 4 HARD 4 36 bits display 

The data is placed in the display register whenever a register is accessed 
and its switch is down and a switch of higher priority is not down. In the 
case of CONTROL STORAGE or HARD 4 switches, the maintenance panel must 
be enabled. The CURRENT INSTRUCTION switch does not have a register 
associated with it. Therefore, the display register is loaded at the 
time that the object instruction is fetched for execution, i.e., during 
W-I-S step YA1. The CURRENT INSTRUCTION switch may be directly 
interrogated as a General Indicator (CIF-SOP76). 

The Display General Indicator is turned on (DIS-S0P42) whenever the dis- 
play register is turned on (DIS-S0P42) . This may be used by MINIFLOW 
to indicate when a register has been displayed and hence which register 
had its display switch down. 

10. The LOAD MACHINE switch, located on the maintenance panel, will cause 
a card to be read from the card reader (if it is ready). This places 
the card image into the entry table at octal word locations 100 to 132. 
Also, a buffer service request and a terminate request will be set in 
the scheduler. The MAINTENANCE ENABLE switch need not be on. 

11. The 36 ENTRY KEYS on the operator's console are used by the operator to 
enter data into the computer. They may be loaded into the main engine 
registers or stored directly into either the control or main memories. 
Refer to the following computer instruction descriptions: 

MEM - Memory Operation 
MKEY - Memory/ Keys Operation 
KEYS - Entry Keys Operation 
AKEYS - Address Keys Operation 

12. The 15 ADDRESS KEYS on the operator's console are used by the operator 
to enter address data into the computer. Also, they are used in con- 
junction with a comparator circuit to indicate when a memory dispiav or 
an address stop condition has occurred. The ADDRESS KEYS are used either 
to load main engine registers or used to specify a memory address under 
MINIFLOW control. Refer to the computer instructions in paragraph 11. 
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13. The AC OVERFLOW indicator on the operator's console will be turned on by 
MINI FLOW by the following: 

a. An AC POP and a carry out of bit 1. 

b. An ALG POP and a carry out of bit 1 with like signs and Q bit zoning. 

c. A SHIFT POP and DOS or MULT SOP with a 1 bit shifted left through 
bit 1. 

This indicator will be turned off by the GENERAL RESET switch or by 
translating an op code of +014x during W-I-S step YA2. During this 
translation, the TSAT flip-flop is set to the exclusive OR of the AC 
OVERFLOW and the sign of the +014x instruction. 

The following is a list of operator console controls which may not be 
interrogated by MINIFLOW coding: 



a. 


TAPE WORD INCOMPLETE - 


(CHANNEL) 


SWITCH 


b. 


NO WRITE RING - 


(CHANNEL) 


LAMP 


c. 


TAPE MULT- SELECTED - 


(CHANNEL) 


LAMP 


d. 


TAPE UNIT REQUESTED - 


(CHANNEL) 


4 LAMPS 


e. 


CARD READER NOT READY - 


(CHANNEL A) 


LAMP 


f. 


TYPEWRITER NOT READY - 


(CHANNEL A) 


LAMP 


E- 


AC OVERFLOW* - 




LAMP 


h. 


POWER ON/OFF CONTROLS - 




LAMP/SWITCH/BUTTON 


i. 


PROGRAM HALT* - 




LAMP 


J- 


MANUAL or ADDRESS HALT 




LAMP 


k. 


INTERNAL CHECK 




LAMP 


1. 


MAINTENANCE ENABLE* - 




LAMP 


m. 


ADDRESS TOP CONTROLS - 




4 SWITCHES 


n. 


START - 




SWITCH 


o. 


MANUAL - 




SWITCH 


P- 


CARD END-OF-FILE - 




SWITCH 


q. 


STORAGE CLOCK OFF* 







The following is a list of maintenance panel controls which may be interrogated 
by MINIFLOW coding: 



a. DIVIDE CHECK and TRAP MODE 

b. ABSOLUTE DISPLAY** - 

c. HARD 4** - 



SWITCH (GENERAL INDICATOR) 
SWITCH TO DISPLAY CONTROL 

STORAGE 
SWITCH TO DISPLAY HARD REG 4 



* These controls are explained in the foregoing paragraphs. 
**Must be enabled by the MAINTENANCE ENABLE switch. They are then inter- 
rogated by accessing them and testing the General Indicator DISPLAY (SOP42) 
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COMPUTER INSTRUCTIONS 

This section defines all computer instructions and describes their execution 
and the indicators that may be affected. 

Instruction Diagrams 

A diagram representing the format of the instruction is given for each class 
of instructions, i.e., a class may include more than one instruction. In 
the diagram is the alphabetic and the numerical primary operation code (POP) 
given in the octal number system. This can easily be converted to th.? binary 
system for reference to the bit pattern interpreted by the computer. The " 
numbers appearing above the diagram indicate the bit positions of the computer- 
word that are concerned with this particular instruction. A typical format i* 
shown below: 







11 12 13 
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PRIMARY OPERATION 
CODE (POP) 



SECONDARY OPERATION 
CODE (SOP) 



TERTIARY OPERATION 
CODE (TOP) 



The terms POP, SOP, and TOP are defined in the definition of terms found in 
the front part of the manual. 

The instructions subject to precondition control are identified by the 
symbol G appearing in bit 6. The precondition control symbol, identified by 
GIN or GEX in the description, represents a 1 bit in position 6 of the 
instruction. 

Similarly, the symbol E appearing in bit 12 represents a 1 bit in this position 
Its presence indicates that, on the completion of this instruction, control 
will EXIT back to the scheduler or to the call program if in subroutine mode. 

Definitions 

1. R(POP) denotes the contents of the register specified by POP. Unless 
otherwise stated, the entire field is implied. 

2. C(C)Z denotes the contents of the field of register C as specified by 
the zone TOP. ' 

3. RO(SOP)Z denotes the result of an engine SOP operation, as specified by 
zone TOP. 



4. 
5. 
6. 



R(SOP) denotes the register specified by SOP field under zone control. 

(A)HX denotes contents of register A are half exchanged. 

CI (SOP) denotes channel indicator specified by SOP and channel B flip-flop. 
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7. (ME)Z denotes the outputs of the main engine under zone control. 

8. C(Y) denotes the contents of location Y, where Y refers to some location 
in storage. 

9. I (SOP) denotes the general indicator specified by the SOP field. 

10. T(SOP) denotes the test condition specified by the SOP field. 

11. When the word "load" is used, the transmission of a word or a part of a 
word from some location in the specified core storage to some specified 
register is always implied. Also, the transmission may be of one 
register to another. 

In the following instruction descriptions, an instruction format is shown for 
each class of instructions. Beneath the format diagram a paragraph, or more, 
is included describing the overall characteristics of this group of instruc- 
tions. Tables of SOPs and TOPs may also be referenced to in the process of 
describing the characteristics. Following this will be a functional (non- 
hardware) description, precondition controls and affected conditions. 

Note again that all addresses and numbers, unless otherwise specified, are 
given in the octal number system. 

SHIFT OPERATIONS 

Shift instructions are used to move the contents of and B (or C) either to 
the right or the left of their original positions. Coupled shifts between B 
and D, or between C and D may be done on the whole register or in just the 
mantissa zones (bits 9-35). Zeros are introduced in the vacated positions of 
a register, with the exception of conditional floating shift B and D (9-35) 
left. A shift larger than the bit capacity of the register will cause the 
contents of the register to be replaced by zeros. 

When a shift instruction is interpreted, the amount of the shift is specified 
by RC, with the exception of BD-N(14) . The C(SOP) specify the shift operation 
to be performed. 

SHIFT - MAIN ENGINE SHIFTS 








5 


6 


7 




11 


12 




17 


66 


G 


SOP 


TOP 



Description . The C(SOP), Table 16, specify the shift operation to be per- 
formed. If the DOS(20), Table 17 is used C(C)28-35 are loaded to RC. The 
C(TOP) are tested when other SOPs are used. If the TOP contains 77, RC is 
not altered; otherwise, the C(TOP) are loaded to RC. With the exception of 
SOP BD-N(14), RC specifies the number of bits to be shifted. 
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Table 16. The Shift SOPs 



CODE 



MNEMONIC NOTE 



02 
03 
04 
05 
06 
07 

10 
11 
12 
14 
16 
17 

20 
22 
23 
26 
27 

30 
31 
32 
33 



B-L 

B-R 

D-L 

D-R 

BD-L 

BD-R 

DIV 

MULT 

D-ROT 

BD-N 

BD-LF 

BD-RF 

DOS 

C-L 

(C-R 

CD-L 

CD-R 

FDIV 
FMUL 
BD-L9 
BD-R9 



(1) 
(4) 
(5) 
(6) 



SHIFT DESCRIPTION 



Open shift B(0-35) left 
Open shift B(0-35) right 
Open shift D(0-35) left 
Open shift D(0-35) right 
Coupled shift B$D(0-35) left 
Coupled shift B$D(0-35) right 

(1) Divide B^D(0-35) by C(0-35) 

(2) Multiply C(0-35) by D(0-35) into B§D(0-35) 
Ring shift D(0-35) left 

(3) Normalize shift B£D(9-35) left 
Floating shift B$D(0-35) left 
Floating shift B$D(9-35) right 

Do the shift specified by the table below 
Open shift C(0-35) left 
Open shift C(0-35) right 
Coupled shift C§D(0-35) left 
Coupled shift C§D(0-35) right 

Floating divide B§D(9-35) by C(9-35) 
Floating Mult. (9-35) by D(9-35) into B$D(9-35) 
Conditional floating shift B§D(9-35) left 
Floating shift B$D(9-35) right 



GOPS 



Table 17. The DOS Operations 



MNEMONIC NOTE 



9 


10 


11 

























1 


D-ROT 







1 





B-R 







1 


1 


B-L 




1 








BD-R 


(7) 


1 





1 


BD-L 


(8) 


1 


1 





BD-R 




1 


1 


1 


BD-L 





SHIFT PERFORMED 



Perform no Shifting 
Ring Shift D(0-35) left 
Open Shift B(0-35) right 
Open Shift B(0-35) left 
Coupled Shift B§D(0-35) right 
Coupled Shift BfjD(0-35) left 
Coupled Shift B£D(0-3S) right 
Coupled Shift B$D(0-35) left 



Note: The shift count is taken from register C in the main engine. 
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SPECIAL NOTES 

1. Set sign of D to EXCLUSIVE OR of B and C signs: also set PDCK general 
flip-flop* if C is less than B initially. The quotient is right justified 
in D with a length equal to the shift count. 

2. Set signs of B and D to EXCLUSIVE OR of C sign and initial D sign. The 
product is left justified in B and D with a length equal to 36 plus the 
shift count. 

3. The normalize SOP loads the shift count to RC and increments RC until a one 
hit moves into bit position 9 of B; if there is not a one bit in B(9-35) 

or in D(9-35) the machine will shift independently. 

4. Set signs of B and D to EXCLUSIVE OR of C sign and initial D sign. The 
product is left justified to bit 9 and is in B(9-35) and D(9-35); its 
length is equal to 27 plus the shift count. 

5. Shift only if bit 9 of B is reset. Use a shift count of one unless other- 
wise specified. 

6. A one bit is inserted into bit 9 of B. Use a shift count of one unless 
otherwise specified. 

7. The B sign replaces the D sign and the B sign is not changed. 

8. The D sign replaces the B sign and the D sign is not changed. 

Execution . Shifting is accomplished by a two stage shift matrix which allows 
a shi^t from to 4 in either direction for each cycle time. Normalize shift 
justifies to bit position 9 in the B register. 

All shifts continue until the shift count is reduced to zero, except the 
normalize which increments the count and stops when a 1 bit is in bit 9 of B. 
At the completion of the SHIFT instruction, the C(RC) will be zero. For 
BD-N the RC will contain the C(TOP) plus the number of bits shifted. 

Multiplication is accomplished by alternate adds and right shifts. Go to 
step one if the LSB of the D register is one, and go to step 2 if it is zero. 

Step 1 Add the C register to the B register and shift B and D one bit 
position to the right. 

Step 2. If the shift count is zero, condition the CARRY, ZERO, MSB and LSB 
indicators and test the multiplication result (product) in the B 
register. Then execute the next sequential instruction. If the 
LSB of D is on go to step 1, if it is off, continue shifting to the 
right. Repeat this until either a one bit is encountered or the 
shift count is reduced to zero. 

Division is accomplished by alternate subtractions or additions followed by 
left shifts in a non-restoring algorithm until the shift count goes to zero. 
The remainder is then tested and, if in the adding mode, it is complemented. 



*See general flip-flop tests. 
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Precondition Control. If GIN is set and bit 6 of the instruction is on, no 
shifting takes place but the zero, MSB, LSB and carry tests are performed on 
the unshifted data. 

Affected Conditions. In addition to the registers being shifted the following 
will also happen: 

1. Signs will be changed as indicated by notes 1, 2, 4, 7, and 8. 

2. The ZERO, CARRY, MSB and LSB flip-flops will be conditioned for 
testing to reflect the last value of the shift operation. 

COMBINATION OPERATIONS 

Combination operations are used to move the adder outputs or the contents of 
main engine register (B, C, D) to any designated register. 

When main engine SOPs are used, the POP field designates the receiving 
register, the SOP field designates the operands and the operation performed 
and the TOP field designates the zone field participating in the operation. 
The main engine SOPs are shown in Table 18, and the main engine zones are 
shown in Table 22. The ZERO, CARRY, MSB and LSB flip-flops reflect the 
result of the adder operation performed. 

In all these instructions, the condition flip-flops are set before the half 
exchange (if any) takes place. In this case data from the sending register 
is tested rather than data from receiving register. 

Table 18. The Main Engine SOPs 



CODE MNEMONIC ENGINE OUTPUT 



00 ZERO All bits are zero 

01 DOL (See the Table 20) 

02 NB+1 Twos complement of B 

03 NC+1 Twos complement of C 

06 B-C-I B minus C minus previous carry 

07 C-B-I C minus B minus previous carry 

10 B-NC B AND ones complement of C 

11 NB*C C AND ones complement of B 

12 BEC B OR ELSE C (exclusive OR) 

14 B-l B minus one 

15 C-l C minus one 

16 B-C B minus C 

17 C-B C minus B 
20 D D register 

22 NB Ones complement of B 

23 NC Ones complement of C 

24 B-C B AND C 
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Table 18. The Main Engine SOPs (Cont) 



CODE MNEMONIC ENGINE OUTPUT 



26 


B+C+I 


B plus C p 


30 


B 


B register 


31 


C 


C register 


32 


BUC 


B OR C 


34 


B+l 


B plus one 


35 


C+l 


C plus one 


36 


B+C 


B plus C 



Table 19. The Load SOPS 



SOP CODE MNEMONIC REGISTER LOADED 



04 LDB B 

05 LDC C 
21 LDD D 



The DOL SOP, which is a main engine SOP, causes the logical operations to be 
performed, as shown in Table 20. 



Table 20. The DOL Operations 



G0PS MNEMONIC DOL OPERATIONS 

9 10 11 ENGINE OUTPUT 















n 


1 





l 








l 


1 


I 








1 





1 


1 


1 





] 


1 


1 



B B Register 

BEC B OR ELSE C 

C C Register 

B-NC B AND NOT C 

B-C B AND C 

BUC B OR C 

NB'C NOT B AND C 

B-NC B AND NOT C 



Using the load SOP's, Table 19, in conjunction with the PB, PC and PD oper 
at ion codes causes the register specified by the POP field to be tested and 
forces a half exchange of the word. Zone control is effective and the 
arithmetic indicators (ZERO, CARRY, MSB, LSB) are set by the zoned data before 
the half exchange takes place. However, the entire word is half exchanged 
independent of the zone code used. The word is then loaded into the receiving 
register under zone control. 
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Table 21. Main Engine Operations Associated With Load SOPs 





ENGINE 










LOAD SOP 






POF 


> 




LDBI 


:o4] 


i 


LDCC05) LDD(21) 






PB 






Test 


: B 




Test B 












(B) 


HX 


to B 


(B) 


HX to C 






PC 






Test 


C 




Test C 












(C) 


HX 


to B 


(C) 


HX to C 






PO 






Test 


D 




Test D Test D 












(D) 


HX 


to B 


(D) 


HX to C (D) HX to D 








Table 22. 


Main Engine Zones 




ZONE 




FROM-' 


TO 




FIELD 


SPECTAL NAMES 




CODE 




MNEMONIC 




LENGTH 


FOR THE FIELDS 




00 




00 


-35 






36 




Full 36 bit register 




01 




30 


-35 






6 




Character 5 




02 




30 


-32 






3 




Octal Char 10 




03 




27 


-35 






9 




4th Quarter word 




04 




21 


-23 






3 




Octal Char 7 




05 




QQ 


-08 






10 




Floating AC Characteristic 




06 




24 


-26 






3 




Octal Char 8 




07 




21 


-35 






15 




Address field 




10 




18 


-20 






3 




Tagfield and Octal Char 6 




11 




33 


-35 






3 




Octal Char 11 




12 




27- 


-29 






3 




Octal Char 9 




13 




24- 


-35 






12 




Right third word 




14 




18- 


-23 






6 




Character 3 




15 




18 


-26 






9 




3rd Quarter word 




16 




24- 


■29 






6 




Character 4 




17 




18- 


-35 






18 




Right half word 




20 




09- 


■35 






27 




Floating mantissa 




21 




12- 


17 






6 




Character 2 




22 




12- 


•14 






3 




Octal Char 4 




23 




09- 


•17 






9 




2nd Quarter word 




24 




03- 


■05 






3 




Octal Char 1 




25 




03- 


08 






6 








26 




16- 


08 






3 




Octal Char 2 




27 




03- 


17 






15 




Decrement Field 




30 




00- 


02 






3 




Prefix and octal Char. 




31 




15- 


17 






3 




Octal Char 5 




32 




09- 


11 






3 




Octal Char 3 




33 




QQ- 


35 






37 




Full 37 hit (AC) register 




34 




00- 


05 






6 




Character 




35 




00- 


08 






9 




1st quarter word and floating 


Char. 


36 




06- 


11 






6 




Character 1 




37 




00- 


17 






18 




Left half word 
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PB-PLACE IN B 



5 6 7 



11 12 13 



17 



50 


G 


SOP 


E 


TOP 



Description . With a main engine SOP, the operation specified by the SOP is 
performed. The results replace C(B)Z. With a load SOP, the C(B) are half 
exchanged and the resulting data replace C(SOP)Z. 

Execution . See Figure 11. 

Precondition Control . GIN set and bit 6 set to a one inhibits word from being 
changed in the registers but the zoned tests are still made. Bit 12 set 
causes the instruction to exit. 

Affected Conditions . The ZERO, CARRY, MSB and LSB tests are conditioned. 

PC-PLACE IN C 

5 6 7 11 12 13 17 



51 


G 


SOP 


E 


TOP 



Description . With a main engine SOP, the operation specified by the SOP is 
performed. The results replace C(C)Z. With a load SOP, the C(C) are half 
exchanged and the resulting data replace C(SOP)Z. 

Execution . See Figure 11. 

Precondition Control . GIN set and bit 6 set to a one inhibits word from 
being changed in the registers but the zoned tests are still made. Bit 12 
set causes the instruction to exit. 

Affected Conditions . The ZERO, CARRY, MSB and LSB tests are conditioned. 

PD-PLACE IN D 








5 


6 


7 




11 


12 


13 




17 


53 


G 


SOP 


E 


TOP 



Description . With a main engine SOP, the operation specified by the SOP is 
performed. The results replace C(D)Z. With a load SOP, the C(D) are half 
exchanged and the resulting data replace C(SOP)Z. 

Execution . See Figure 11. 

Precondition Control . GIN set and bit 6 set to a one inhibits word from 
being changed in the registers but the zoned tests are still made. Bit 12 set 
causes the instruction to exit. 

Affected Conditions. The ZERO, CARRY, MSB and LSB tests are conditioned. 
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MAIN ENGINE 



PERFORM OPER- 
ATION AND SET 
CONDITION 
INDICATORS 




R(POP)Z 

RECEIVES 

THE 

RESULT 



PB.PC.PD.PE 
DECODED 




LOAD 



R(POP)Z 

CONDITIONS 

TESTS 



HALF 

EXCHANGE 

DATA 



R(SOP)Z 
RECEIVES 
THE DATA 




Figure 11. PB, PC, PD, PE Flow Chart 
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PE- PERFORM OPERATION SPECIFIED BY MAIN ENGINE SOP 








5 


6 




11 


12 


13 




17 


52 


G 


SOP 


E 


TOP 



Description . With a main engine SOP the (ME)Z are tested. Only main engine 
SOPs are used. 

Execution . See Figure 11. 

Precondition Control . Bit 12 set causes the instruction to EXIT. GIN is 
meaningless when used with PE. 

Affected Conditions . The ZERO, CARRY, MSB and LSB are conditioned. 

PBD-PLACE D INTO B 

5 6 7 11 12 13 17 



40 


G 


SOP 


E 


TOP 



Description . The C(D) will replace C(B)Z and the (ME)Z replace C(D). The 
ZERO, CARRY, MSB and LSB are conditioned by the original C(D)Z for testing. 
Only main engine SOPs are used. 

Execution . See Figure 12. 

Precondition Control . If GIN is set and bit 6 is set to one, the registers are 
not changed. Bit 12 set causes the instruction to EXIT. 

Affected Conditions . The ZERO, CARRY, MSB and LSB are conditioned for testing. 

NOTE 

The D SOP with a PBD will load B with C(D) and 
will replace C(D) with zeros. 

PCD -PLACE D INTO C 








5 


6 


7 




11 


12 


13 




17 


41 


G 


SOP 


E 


TOP 



Description . The C(D) will replace C(C)Z and then the (ME)Z replace C(C) . The 
ZERO, CARRY, MSB and LSB are conditioned by the original C(D)Z for testing. 
Only main engine SOPs are used. 

Execution . See Figure 12. 

Precondition Control . If GIN is set and bit 6 is set to one, the word is not 
changed in the registers. Bit 12 set causes the instruction to EXIT. 
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PBD OR PCD 
DECODED 




EXECUTE NEXT 
SEQUENTIAL 
INSTRUCTION 



Figure 12. PBD and PCD Flow Chart 
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Affected Conditions . The ZERO, CARRY, MSB and LSB are conditioned for testing. 

NOTE 

The D SOP with a PCD will load C with C(D) and 
will replace C(D) with zeros. 

ALG-ZONED ALGEBRAIC MAIN ENGINE OPERATION 

5 6 7 11 12 17 
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16 



TOP 



Description . The C(B)Z and the C(C)Z are added algebraically. The sum 
replaces C(B)Z and the sign of B is set to the algebraic sign of the sum. 

Indicators . Zero, Carry, LSB, MSB, FIRST CARRY, AC OVERFLOW are set by a 
carry from bit position 1 if TOP code of 05 or 33 are used, i.e., the Q bit 
is included in the zone. 

Execution . The instruction is executed in 2 cycles. In the first cycle the 
magnitudes are compared and in the second cycle the addition is performed. 
The way in which the additions are performed depends on the operand signs and 
the result of magnitude test performed in the first cycle. With like signs the 
operands are added and the sign of the result is the same as the sign of the 
operands. With unlike signs, the operand of smaller magnitude is subtracted 
from the operand of the larger magnitude. The sign of the result is the sign 
of the larger operand. 

The only valid SOP used with the ALG POP is B-C with an octal code of lb. The 
following table summarizes the execution of the ALG POP with a B-C SOP. 



ENGINE OPERATION 



SOP 
CODE 



LIKE 
SIGNS 



UNLIKE SIGNS 
NO 1st CARRY 1st CARRY* 



16 



B+C 



B-C 



C-B 



On the first cycle C(B) are not modified but if the signs are opposite then a 
carry out sets a special flip-flop called FIRST CARRY rather than setting the 
CARRY flip-flop. If this is not the case, the FIRST CARRY is not set. On the 
second cycle, the SOP is effectively changed as follows: If the signs of 
B and C are the same the operation performed is B+C. If the FIRST CARRY is 
set then the sign of B is toggled the operation performed is C-B. If the signs 
are not alike and the FIRST CARRY is false the operation performed is B-C. 
The C(B) now contain the algebraic sum of the B and C registers. The FIRST 
CARRY flip-flop is set only if the B and C signs are opposite and there is a 
carry out of the zoned field. If the AC Q bit is on and the zone includes the 
Q bit, the FIRST CARRY cannot be set. 

*Toggle B sign to equal C sign. 
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Precondition Control . If GIN is set and bit 6 is set to a one no registers are 
altered. Bit 12 set to a one causes the instruction to exit. 

Affected Conditions . The RB sign, AC OVERFLOW, FIRST CARRY, ZERO, CARRY, 
MSB, LSB. 

REGISTER STACK OPERATIONS 

The instructions in this group operate on the following hardware registers- 
AC, MQ, SI, HARD 4, IC, XR1, XR2, XR3, XR4, XR5, XR6 and XR7. Main engine 
SOPs are used in this group of instructions. A one in bits 13 or 14 cause 
the hard register to be used as one of the operands in place of B or C, 
respectively. Bits 16-17 specify the destination of the main engine result. 

Arithmetic or logical operations may be performed using the main engine or the 
hardware stack registers as operands. The R(POP) designates the register 
participating in the execution of the instruction. The operation specified by 
the SOP field, bits 7-11, is performed. The result is placed into the register 
specified by the TOP, bits 15-17. The format is shown below: 

1 5 6 7 11 12 13 17 



POP 



SOP 



TOP 



The B or C operand specified by the SOP will optionally be replaced by the 
hard register specified by the POP under control of bits 13 or 14, respectively, 
The programmer has a choice of placing the result into any one of the main 
engine registers and/or the hardware stack registers. 

The TOP field controls the instruction as shown in Table 23. 

Table 23. Function of Bits 13-17 



BITS VALUE OPERATION 



13 Use B operand 

1 Replace B operand with stack register 

14 Use C operand 

1 Replace C operand with stack register 

1 5 ° Stack register unchanged 

I Result to stack register 
16-17 00 Engine registers unchanged 

01 Result into B 

10 Result into C 

II Result into D 

15 -17 HI The C(D) will go to the hard register 

and the engine output will go to 



Because of the replace capability, it is possible to change the contents of 
either a main engine register or a stack register or both with a single 



instruction. 
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AC-AC REGISTER OPERATION 








5 


6 


7 




11 


12 


13 




17 


33 


G 


SOP 


E 


TOP 



Description . The main engine operation specified by the SOP is performed. 
The SOP code and bits 13 and 14 of the instruction determine which registers 
are to be used as operands. See Table 23. The results are placed into the 
AC and/or one of the main engine registers as specified by bits 15-17. A 
zone of QQ-35 applies to the AC. 

Execution . See Figure 13. 

Precondition Control . With GEX set and bit 6 set to a one, the AC will be half 
exchanged before being used as an operand in the main engine. The result will 
be half exchanged before being loaded into the AC. 

Affected Conditions . If bit 15 of the instruction is a one (result to AC), a 
carry from position 1 to of the adder will set the AC OVERFLOW. The engine 
Q bit, AC Q bit and AC sign bit may be changed. 

MQ-MQ REGISTER OPERATION 








5 


6 


7 




11 


12 


13 




17 


37 


G 


SOP 


E 


TOP 



Description . The engine operation specified by the SOP is performed. The 
SOP code and bits 13 and 14 of the instruction determine which registers are 
to be used as operands. See Table 23. The results are placed into the MQ 
and/or one of the main engine registers as specified by bits 15-17. A zone 
of 00-35 applies to the MQ. 

Execution . See Figure 13. 

Precondition Control . With GEX set and bit 6 set to a one, the MQ will be 
half exchanged before being used as an operand in the main engine. The result 
will be half exchanged before being loaded into the MQ. 

Affected Conditions . The MQ bit zero communicates with the main engine sign 
if ARI is on. 

SI -SI REGISTER OPERATION 








5 


6 


7 




11 


12 


13 




17 


27 


G 


SOP 


E 


TOP 



Description . The engine operation specified by the SOP is performed. The SOP 
code and bits 13 and 14 of the instruction determine which registers are to be 
used as operands. See Table 23. The results are placed into the SI and/or one 
of the main engine registers as specified by bits 15-17. A zone of 00-35 
applies to the SI . 
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Execution . See Figure 13. 

Precondition Control . With GEX set and bit 6 set to a one, the SI will be 

half exchanged before being used as an operand in the main engine. The result 

will be half exchanged before being loaded into SI and/or register specified 
by bits 15-17. " 

Affected Conditions . SI bit zero communicates with the main engine sign if 
ARI is on. 



R4-HARD REGISTER NO. 4 OPERATION 



5 6 7 



11 12 13 



23 



SOP 



17 



TOP 



Description. The engine operation specified by the SOP is performed. The SOP 
code and bits 13 and 14 of the instruction determine which registers are to be 
used as operands. See Table 23. The results are placed into R4 and/or one of 
the maxn engine registers as specified by bits 15-17. A zone of 00-35 applies 
to R4. rr 

Execution . See Figure 13. 

Precondition Control . With GEX set and bit 6 set to a one, R4 will be half 
exchanged before being used as an operand in the main engine. The result will 
be half exchanged before being loaded into R4. 

Affected Conditions . R4 bit zero communicates with the main engine sign if 
ARI is on. 



IC-IC REGISTER OPERATION 





5 6 7 



11 12 13 



22 



17 



SOP 



TOP 



Description . The engine operation specified by the SOP is performed. The SOP 
code and bits 13 and 14 of the instruction determine which registers are to be 
used as operands. See Table 23. The results are placed into IC and/or one of 
the mam engine registers specified by bits 15-17. A zone of 21-35 or 03-17 
applies to the IC. 

Execution . See Figure 13. 

Preconditi on Control . No registers will be altered with GIN set and bit 6 set 
to a one. If GEX is set and bit 6 set to a one then half exchange is enabled 
and zone 03-17 is used. 

Affected Conditions . The ZERO, CARRY, MSB and LSB arithmetic tests are 
conditioned. 
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HALF EXCHANGE 
THE OUTPUT 
OF R(POP) 




SUBSTITUTE R(POP) 
FOR C(B) INTO 
MAIN ENGINE 




SUBSTITUTE R(I'OP) 
FOR C(C) INTO 
MAIN ENGINE 



SET ZONE FOR 

QQ-35 AND 

SIGN 




IC, XR 



CONDITION FOR 
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CARRY FROM 1 
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<Xl-35 AND SIGN 
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' 


i 


i -V 


y 


, ■ 








EXECUTE NEXT 
SEQUENTIAL 
















INSTRUC 
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Figure 13. AC, MQ, SI, R4 , IC and XR Flow Chart 
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XR- INDEX REGISTER OPERATION 



5 6 7 



11 12 13 



26 



17 



SOP 



TOP 



Description . The engine operation specified by the SOP is performed. The SOP 
code and bits 13 and 14 of the instruction determine which registers are to be 
used as operands. See Table 23. When the code specifies that XR is to be 
used as an operand or a result register, bits 18-20 of the D register specify 
the index register to be used. When bits 18-20 are zero, a zero value is 
assumed for the operand and no index register will receive the result. A zone 
of 21-35 or 03-17 applies to the XR POP. 

Execution . See Figure 13. 

Precondition Control . No registers will be altered with GIN set and bit 6 set 
to a one. If GEX is set and bit 6 is on, then half exchange is enabled and 
zone 03-17 js used. 

Affected Conditions . The ZERO, CARRY, MSB and LSB arithmetic tests are 
conditioned. 



NOTE 

At the beginning of MIMFLOW executions, the D 
register contains the target instruction. However, 
the C(D) may be changed by the programmer at any 
time so that there is no guarantee that the tag field, 
bits 18-20 of D, will specify the same index register 
as originally specified by the target instruction. 



107 



MEMORY ACCESS OPERATIONS 

In these instructions, the engine operation specified by the main engine SOP 
code is performed. The result is used as a memory address. If a load SOP is 
used, the address is taken from the console address keys. The TOP field 
specifies the memory (main or control) to be accessed and also indicates 
whether a read or write operation is to be executed. The functions of bits 
13-17 are shown in Table 24, for MEM and MKEY only. 

Table 24. Functions of the TOP Field 



BITS 



VALUE 



OPERATION 



13 







1 


14 







1 


15 







1 


16-17 


00 




01 




10 




11 



Access the control memory 

Access the main memory 

Read from the memory 

Write into the memory 

Write the ENTRY KEYS if POP=63 (MKEY) 

Normal SOP generates address 

Replace B in SOP with R4 

♦Write zeros 

B is data register 

C is data register 

I) is data register. 



MEM-MEMORY OPERATION 








5 


6 


7 




11 


12 


13 




17 


67 


G 


SOP 


E 


TOP 



Description . The engine operation specified by the SOP is performed. The 
result is used as a memory address. Main engine SOPs are used if bit 15 is 
a one. Refer to Table 24 for a description of functions specified by the bits 
of the TOP field. These bits specify the memory to be accessed. Also, they 
indicate whether a read or a write operation is to be performed. 

The console ADDRESS KEYS will be loaded into the register specified by a load 
SOP. The load SOPs will cause the ADDRESS KEYS to be used to address the 
specified memory. 

Execution . See Figure 14. 

Precondition Control . With GEX set and bit 6 set to a one, the data word will 
be half exchanged between memory and the specified register. Bit 12 set to a 
one causes the instruction to exit. 

Affected Conditions . The sign of the data register if ARI is on during a 
read operation. If ARI is set on a write operation, the data register sign 
bit, rather than bit 0, replaces bit of the memory word. 



*X0X00 is a NOP 
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MKEY-MEMORY/KEYS OPERATION 



5 6 7 



11 12 13 



17 



63 



SOP 



TOP 



Description . The engine operation specified by the SOP is performed. The re- 
sult is used as a memory address. Main engine SOPs are used if bit 15 is a 
one. Refer to Table 24 for functions specified by the bits of the TOP field. 
These bits specify the memory to be accessed and they also indicate whether a 
read or a write operation is to be performed. 

When writing into memory, the data placed into the console ENTRY KEYS are used 
The load SOPs will cause the console ADDRESS KEYS to be used to address the 
specified memory but they will not be loaded into any main engine register. 

Execution . See Figure 14. 

Preconditi on Control . With GEX set and bit 6 set to a one, the data word will 
be half exchanged between memory and the specified register. Bit 12 set to a 
one causes the instruction to EXIT. 

Affected C onditions . The sign of the data register if ARI is on during a 
read operation. e 

CMI -DIRECTLY ADDRESSED CONTROL MEMORY OPERATION 








5 


6 




11 


12 


13 




17 


77 


G 


SOP 


E 


TOP 



Description . 

For MAIN ENGINE SOPs: The operation specified by the C(SOP) is performed. The 
result replaces the C(control memory) addressed by the TOP. 

For LOAD SOPs: The contents of memory addressed by the TOP replaces the 
register addressed by the SOP. 

Execution. See Figure 14. It is possible to directly address the first 32 
words of control memory. The data used to write into control memory is gen- 
erated from the main engine as specified by a main engine SOP. A load SOP 
will specify which engine register to read into from control memory. The out- 
put of the Channel B flip-flop is ORed into the TOP field so that, if the 
channel B flip-flop is set, only the odd control memory addresses will be 
accessed. 
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MEM, MKEY 
DECODE 



MAIN ENGINE 




LOAD 




SUBSTITUTE R4 

FOR C(B) IN 
SOP CONTROL 



LOAD ADDRESS 

KEYS INTO 

R<SOP) 



MEM 



YES 



O 



NO 



HALF EXCHANGE 
ENGINE OUTPUT 



NO 



SEND ADDRESS GEN- 
ERATED BY (ME) 
AS MEMORY 
ADDRESS 




MKEY 



SEND ADDRESS KEYS 

AS MEMORY 

ADDRESS 



HALF EXCHANGE 
DATA READ 



ACCESS CONTROL 
MEMORY 



NO 



STORE OUTPUT INTO 
CONTROL MEMORY 

LOCATION 
ADDRESSED BY TOP 



PLACE INTO 
R(SOP) 



READ MEMORY 

INTO 

R(BITS 16, 17) 




ACCESS MAIN 
MEMORY 



MKEY 



WRITE ZEROS 

OR R (BITS 16, 17) 

INTO MEMORY 



WRITE CONSOLE 

ENTRY KEYS 

INTO MEMORY 




YES 



EXIT 



EXECUTE NEXT SEQUENTIAL 
INSTRUCTION 



Figure 14. MEM, MKEY and CMI Flow Chart 



A write operation with a TOP specifying octal location either 04 or 10 will 
write into memory and also turn on either AUX 1 or AUX 2 flip-flop, respectively, 
Refer to the paragraphs describing REMOTE EXECUTION and TRAPPING in Section III 
for more information on the AUX 1 and AUX 2 flip-flops and the Wired-In- 
Sequence . 

Precondition Control . GEX being set and the 6 bit set to a one causes the 
data to be half exchanged between control memory and the main engine. The 
12 bit set to a one causes the instruction to exit. 

Affected Conditions . Register signs are not affected by the CMI instruction. 
ZERO, CARRY, MSB and LSB tests are conditioned for write operations. 

MINI ENGINE OPERATIONS 

The instructions in this group are: MINI, RB, RC and RD. The MINI instruction 
uses the mini engine to perform arithmetic and logical operations as specified 
by the SOP field and the TOP field. The RB, RC and RD instructions are used 
for the transfer of data between the mini engine and the main engine. 

Using main engine SOPs with either RC or RD causes a transfer of data from the 
main engine to the mini engine. 

Using load SOPs with either RB, RC or RD causes a transfer of data from the 
mini engine to the main engine. 

RB is an 11-bit register with bit positions 25-35. 
RC is an 8-bit register with bit positions 28-35. 
RD is an 11-bit register with bit positions 25-35. 

MINI-MINI ENGINE COMBINATION OPERATION 








5 


6 


7 




11 


12 


13 


14 


15 


16 


17 


02 


/// 


SOP 


E 


// 


DC 


TO 
RB 


TO 
RC 


To 
RD 



Description . Perform operation specified by the SOP field. The TOP field, 
i.e., the bit configuration of bits 14-17, indicate transfer path (straight 
or down crossed) through mini engine and destination register. 

Execution . See Figure 15. Arithmetic and logical operations are performed 
in the mini engine using the MINI instruction. The mini engine SOPs, listed 
as follows, indicate the arithmetic operation to be performed. Therefore, 
the SOP also indicates the source register. 



Ill 



SOP 


MNEMONIC 


ENGINE OUTPUT 


00 


ZERO 


ZERO 


30 


RB 


RB register (MINI sequence counter) 


31 


RC 


RC register (MINI shift counter) 


14 


RB-1 


RB minus 1 


34 


RB+1 


RB plus 1 


35 


RC+1 


RC plus 1 


15 


RC-1 


RC minus 1 


36 


RB+RC 


RB plus RC 


16 


RB-RC 


RB minus RC 



Zone control is implied by the register length/ that is, 11 bits for RB and RD 
and 8 bits for RC. RC acts like an 11-bit register with bits 25-27 always 
zeros. 

The TOP field (bits 14-17) controls the destination of the mini-engine output 
as shown below. 



TOP 



DESCRIPTION 



00 
02 
04 
06 

10 
11 
12 
13 

14 
15 

16 

17 



R(S0P) affects 
R(SOP) affects 
R(S0P) affects 
R(SOP) affects 

and C(RC) . 
C(RD) affect RZ 
C(RD) affect RZ 
C(RD) affect RZ 
C(RD) affect RZ 

C(SOP) rep 
C(RD) affect RZ 
C(RD) affect RZ 

C(SOP) rep 
C(RD) affect RZ 

and C(RC) . 
C(RD) affect RZ 

and C(RC) . 



mini-engine zero test (RZ) flip-flop, 
RZ flip-flop. R(SOP replaces C(RC) . 
RZ flip-flop. R(SOP) replaces C(RB) , 
RZ flip-flop. R(S0P) replaces C(RB) 



flip-flop. 

flip-flop. 

flip-flop. 

flip-flop, 
laces C(RD) 

flip-flop. 

flip-flop, 
laces C(RD) 

flip-flop. 



C(SOP) replaces C(RD) 
C(RD) replaces C(RC) . 
C(RD) replaces C(RD) . 

C(KD) replaces C(RB) . 
C(RD) replaces C(RB) . 

C(RD) replaces C(RB) 



flip-flop. C(RD) replaces C(RB) 
C(SOP) replaces C(RD). 



Precondition Control . Bits 6 and 13 are not used in the execution of this 
instruction. Bit 12 set to a one causes the instruction to exit. 

Affected Conditions . The mini engine zero test (RZ) flip-flop. 
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SOP RESULT SETS 
RZ FLIP-FLOP 




EXECUTE NEXT 
SEQUENTIAL 
INSTRUCTION 



C(RD) -»RC 



YES 



1 



SOP RESULT 
TORD 

zzzj — 



Figure 15. MINI Flow Chart 



RC-MINI ENGINE C REGISTER OPERATION 








5 


6 


7 




11 


12 


13 




17 


42 


G 


SOP 


E 


TOP 



Description . 
When using: 

a. Main engine SOPs, C(RC) 30-35 are replaced by the output of the 
adder specified by the SOP. Bits 28, 29 of RC are zeroed. The zone 
field is not interpreted except for zone 00-08, see the note below. 

b. Load SOPs, the C(RC) 30-35 replace the register specified by the SOP 
under main engine zone control. Leading zeros are loaded if the 
zone field is for more than bits 30-35. 

NOTE 

Using RC with the floating characteristics zone 00-08 
(code of 35) will cause special communication between 
all 8 bits of the RC register and bits 1-8 of the main 
engine registers. This path of communication is in both 
directions, since load SOPs and main engine SOPs can be 
used. 

Execution . See Figure 16. 

Precondition Control. With GEX set and bit 6 set to a one, the word on the 
main bus will be half exchanged as it is transferred to or from the decrement 
fields of the main engine registers. GEX control is not effective when a zone 
of 00-08 is used. Bit 12 set to a one causes the instruction to exit. 

Affected Conditions . The ZERO, CARRY, MSB and LSB general arithmetic tests 
and indicators are affected when using the main engine SOPs. 

RD-MINI ENGINE REGISTER D OPERATION 
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6 


7 


11 


12 


13 




17 


46 


G 


SOP 


E 


TOP 



Description . 
When using: 



Main engine SOPs, the C(RD) 25-35 are replaced by the output of the 
adder specified by the SOP. 

Load SOPs, the C(RD) 25-35 replace the register specified by the SOP 
under main engine zone control. Leading zeros are loaded if the zone 
field is for more than bits 25-35. 
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RC, RD 
DECODED 




LOAD 



(ME) CONDITIONS 

THE CARRY, ZERO, 

MSB, LSB 

FLIP-FLOPS 




(ME) -»RD 
ZONED 25-35 



YES 



NO 




YES 




NO 




YES 



C(RC) ♦R(SOP) 
ZONE OO-03 



R(POP) *R(SOP)Z 

ONLY 6 BITS 

FROM RC 



(ME) ZONED 7-1 ', 
-»RD 



(ME) ZONED 25-35 
-»RD 



(ME) ZONED 1 -08 
-•RC 



(ME) ZONE 12-17 
♦ RC 



(ME) ZONE 30-35 
-»RC 



EXECUTE NEXT 
SEQUENTIAL 
INSTRUCTION 



R(POP) ■*'R(SOP)Z 

WITH HALF 
EXCHANGE ONLY 
6 BITS FROM RC 



'igure 16. RC, RD Flew Chart 
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Execution . See Figure 16. 

Precondition Control . With GEX set and bit 6 set to a one, the word on the 
main bus will be half exchanged as it is transferred to or from the decrement 
fields of the main engine registers. The instruction will exit if bit 12 is 
set to a one. 

Affected Conditions . None . 

SPECIAL DATA PATHS 

The instructions in this group are: CHI, CH2, INT, AKEYS and KEYS. The CHI 
and CH2 instructions initiate and terminate channel activity. Data is trans- 
ferred to/ from the I/O devices using the decode of channel register one 
to specify the type of operation. 

The INT instruction allows console interrupt requests to be loaded into the 
R(SOP)Z. In this manner, the specific condition causing the interrupt can 
be determined. 

The AKEYS and KEYS instruction allow the set of console keys specified to be 
loaded into the register specified by the SOP. 

CH1-I/0 CHANNEL OPERATION CONTROL 








5 6 


7 




11 
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13 
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47 


G 


SOP 


E 


TOP 



Description . The adder outputs are loaded to channel (A or B) register 
number one specified by the Channel B flip-flop. I/O operations are initiated 
depending on the decode of bits 0, 8-10. 

Execution . Specifying a main engine SOP causes the data generated by the 
adder to be loaded into channel register number one and the I/O operation 
specified by the bit configuration of this word is initiated. Using a load 
SOP (LDB, LDC, LDD) reverses the load operation, i.e., the word loaded in the 
specified main engine register will be in the following format. 

0, 9-11 Operation control bits (notice the one bit offset). 

5-8 Channel mode counter flip-flops 

28-30 Device type 

31 BCD/BIN mode bit 

32-35 Tape unit specified 

When main engine SOPs are used, the following format applies. 
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CHANNEL REGISTER ONE I/O OPERATIONS 



OPERATION 


TYPE 


BCD/BIN 




CONTROL 


DEVICE 


MODE 




OCTAL 


BINARY 






BITS 


BITS 


BIT 




0,8-10 


28-30 


31 


I/O OPERATION 




110 


1 


CARD READER OPERATIONS 


01 


Read from card Reader 


10 


XXX 


X 


Load machine from card reader 
TYPEWRITER OPERATIONS 


03 


111 


1 


Write on typewriter 


13 


111 


1 


Index typewriter (vertical space) 
TAPE OPERATIONS (UNIT is SPECIFIED 




BY BITS 32 to 35) 


01 


xox 





Read tape BCD 


01 


xox 


1 


Read tape BINARY 


03 


xox 





Write tape BCD 


03 


xox 


1 


Write tape BINARY 


04 


xox 


X 


Write end of file mark 


13 


xox 


X 


Write blank tape (3 1/2 inches) 


02 


xox 


X 


Backspace tape record 


12 


xox 


X 


Backspace tape file 


05 


xox 


X 


Rewind tape 


15 


xox 


X 


Rewind and unload tape 


07 


xox 


X 


Test tape for presence 


Precondition Control. GEX b 


sing set and bit 6 set to a one causes the word to 



be half exchanged in its transmission between the main engine register and 
channel register one. Bit 12 being set to a one causes the instruction to exit, 

Affected Conditions . A CHI POP with a main engine SOP will always reset 
channel indicators ER1 and ER2, and will always cause a terminate interrupt 
when the I/O operation is completed. It will also reset EOR and CEF. 

CH2-I/0 TERMINATION CONTROL 








5 


6 


7 




11 


12 


13 




17 


45 


G 


SOP 


E 


TOP 



Description . Channel write operations: Depending on the state of the 
channel B flip-flop, the adder outputs specified by the C(SOP)Z are trans- 
mitted to channel register number two. The end condition is thus specified 
for the channel. Any pending buffer service requests in the channel are reset 
and no more are set. However, if two or more requests are outstanding in the 
channel before the CII2 (or MISC. ACK) POP, then a buffer service request will 
remain in the scheduler and will be honored later. 
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The end condition is determined by the low order five bits of the data gen- 
erated by the main engine and goes to the address stop register. The address 
stop register is loaded with the word count value (modulo 32) and will point 
to the first word which will not be written out of control memory. 

When the channel address equals the stop address then the transmission of 
data words will terminate from control memory. An interrecord gap will be 
generated and the tape motion will stop. Note that the programmer determines 
the record length, the CH2 POP merely terminates a record when writing. 

Channel read operations. Depending on the state of the channel B flip-flop, 
the adder outputs specified by the C(SOP)Z are transmitted to channel register 
number two. In the event a read select was decoded, i.e., 01 in CHI, to ter- 
minate the operation, the channel address counter stops counting. Data trans- 
mission ceases at this point; however, tape motion will not terminate until an 
interrecord gap is encountered. 

For both read and write channel operations, a load SOP used in conjunction 
with a CH2 POP will cause the C(Channel reg. no. 2) to be zoned into the main 
engine register in the following format: 



BITS 



FORMAT 



0-14 

15-17 

18-22 

23 

24-26 

27-29 

30 

31-32 

33-35 



Zeros 

Address stop register (low order 3 bits) 

Zeros 

One if bits 24-26 are all zero. 

Buffer address counter (low order 3 bits) 

Zeros 

Channel B flip-flop 

Address stop register (high order 2 bits) 

Zeros 



Precondition Controls . With GEX set and bit 6 set to a one, information is 
half exchanged as it is passed between the main engine and channel register 
number two. Bit 12 being set to a one causes the instruction to exit. 

INT-CONSOLE INTERRUPT STATUS 








5 


6 


7 




11 


12 


13 




17 
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SOP 


E 


TOP 



Description . This instruction loads console interrupt requests into (R(SOP)Z. 
The console requests and their positions are shown below: 
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Mil CONSOLE REQUEST FUNCTION 

External interrupt 

1 Postpone Trap (Not a Console SW.) 

8 Interval Timer Interrupt 

9 Reset Request (Hardware Functions Also) 
1° Clear Request 

!1 Load Card Request 

12 Load Tape Request 

13 Execute Entry Request 

14 Execute Display Request 
0,2-7,15-35 Zero 

Execution . Console interrupt requests are zoned into a main engine register 
specified by a load SOP. An example is as follows: 

A level 3 request enters state YA6 (MINI FLOW EXECUTION) at the address 
specified by the CSTV located at mini address 0241 (group 41) . The routine 
entered should test General Indicator 74. The indicator is on if the request 
for service was the result of a console operation or a timer request. The 
indicator is off if the request for service was because of a channel termin- 
ation. If the request was because of the console or timer, the instruction 
INT LDX can be used to determine the specific condition causing the interrupt. 
An example of a level 3 entry analysis routine follows: 

■■"■ ■ ■■ ■■ ■ —— i 

] oo 2 ?t\ „n*n. UR ° ° /2M ~~ "AMPLE 26 lTTnTRY 

OU241 uC150b vfd 1H/L3 LLVEL 3 C+TV 

* __* 

ulb0 ° URG U/1500 

r\ln^ ]V,Vi 2 Li fGR CON,* + ? CONSOLE INTERRUPT TEST 

°\tol s?o*nn ™ i0TfcRM go to i/o termination 

:\l^{ "?J?° INT LDB LOAD CUNSOLh INTERRUPTS 

° " liUfX PE B.06-0P TEST FOR RtAL TIMr CLJCK 

J "Ob 06120C M lS C «TI RESET Tl*t* INTERRUPT 

b!50^ 16110C TRU ICLGCK GG TO Ti^LR RGUTlNt 



' ^rnfnP MISC * CN RFSCT tONSOLr INTi-KRUPT* 

;: ? ? *°i*°° bHIFT *»"* NORMALIZE. PRIORITY To R<. 

°f, 3 t?n * INI ^ + RC,RB SKIP TO TRANSFER vtC.U.A 

U \l\i }J }}}° TK ^ ^SET GU TO RESET ROUTINE 

151* /oiim I RU CLEAK GO TO CLE*R CORE KCUHNE 

r IS w ! TRU L0AD GQ T0 LGAD ™ p ^ Ok CAK, 



i isi\ liViln TGS CARD PRtStF FLAG TL L0AD L^l; 

M51> 16114C TRU LOAD GO TO LOAD TAPi. Ok CA 

TGS LNTFK StT FLAG TO ENTER KtY 

*KU f.ISPLA oO TO u I SPLAY ROUT IN*. 



^J^ I *) * J GS ^TFK StT FLAG TO ENTER KtY^ 

^0 7*, CON to I 



_/74 

< 10SO IPTFWM \ ju Q/lObO N0TE 

"I"" «fs f U r ^ ^}}?« The no^alize shlft and tha 

oni . r.c*n Lv G/lllo mini instruction provide a 

uooit " fc ^V b/,llb «ay to examine the console 

Tilt ^ * "V 0/43 interrupt and transfer to 

JJJV ^!? D * JU ti/I14 ° the appropriate routine. 

! -->J04l ENTER DGI UM1 

ull2 ° DISPLA tQU 0/112U 
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Precondition Control . With GEX set and bit six set to a one, the data are 
half exchanged os that it will be loaded into bit positions 18 and 26 
through 32. Bit 12 set to a one causes the instruction to exit. 

Affected Conditions . "Issuing a main engine SOP with this instruction causes 
a NO-OPERATION. 

AKEYS -ADDRESS KEYS OPERATION 








5 


6 


7 




11 


12 


13 




17 


54 


G 


SOP 


E 


TOP 



Description . The console ADDRESS KEYS are loaded into the register specified 
by the load SOP under main engine zone control. AKEYS used with a main 
engine SOP will convert it to a DELAY instruction which causes the current 
level to hang for a specified time interval. The time delay is approxi- 
mately 75 microseconds. Control will be returned to instruction following the 
delay after all other higher priority levels are serviced. With bit 13 set 
to a one, a half exchange will occur; thus, zoning the address keys into the 
decrement field. 

Execution . See Figure 17. 

Precondition Control . With GEX set and bit 6 set to a one, the word is half 
exchanged prior to loading into destination register. Bit 12 set to a one 
causes the instruction to EXIT. 

KEYS -ENTRY KEYS OPERATION 








5 


6 


7 




11 


12 


13 




17 


55 


G 


SOP 


E 


TOP 



Description . The console ENTRY KEYS are loaded into the register specified 
by the load SOP under main engine zone control. Using a main engine SOP 
with KEYS causes the contents of the main engine register specified by the 
SOP to be displayed. 

Execution . See Figure 17. 

Precondition Control . With GEX set and bit 6 set to a one, the word is half 
exchanged prior to loading into the destination register. 

IMMEDIATE DATA OPERATIONS 

The LIB, LIC and LID instructions in this group allow data to be zoned into 
any main engine register using bits 6-11 of the instructions for a 6-bit octal 
pattern. 

The MOPB and MOPC instruction allow the entire mini instruction to be loaded 
into the specified register. 
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AKEYS, KEYS 
DECODED 



AKEYS 



MAIN ENGINE 



CONVERT 
AKEYS TO A 

DELAY 

INSTRUCTION 

DELAY IS 

APPROX 

75 ItSEC 



MAIN ENGINE 



RETURN CON- 
TROL TO 
INSTR AFTER 
SERVICING 
ALL OTHER 

HIGHER 
PRIORITIES 




LOAD ADDRESS 
KEYS IN R(SOP)Z 



LOAD ENTRY 

KEYS INTO 

R(SOP)Z 



INSTRUCTION 

BECOMES A 

NO-OP 




YES 



EXIT 



EXECUTE NEXT 
SEQUENTIAL 
INSTRUCTION 



Figure 17. AKEYS, KEYS Flow Chart 
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LIB-LOAD B 








5 


6 




11 


12 


13 




17 


14 


DATA 


Z 


TOP 



Description . The 6-bit octal pattern is repeated six times across the main 
bus, then it replaces the C(B) under main engine zone control. 

Execution . See Figure 18. 

Precondition Control . Bit 6 is used as part of the 6-bit octal data pattern. 
Bit 12 set to a one causes the unzoned part of B to be set to zeros. 

LIC-LOAD C 








5 


6 




11 


12 


13 




17 


15 


DATA 


Z 


TOP 



Description . The 6-bit octal pattern in bits 6-11 is repeated six times across 
the main bus, then it replaces C(C) under main engine zone control. 

Execution . See Figure 18. 

Precondition Control . Bit 6 is used as part of the 6-bit octal data pattern. 
Bit 12 set to a one causes the unzoned part of C to be set to zeros. 

LID-LOAD D 








5 


6 




11 


12 


13 




17 


17 


DATA 


Z 


TOP 



Description . The 6-bit octal pattern in bits 6-11 is repeated six times 
across the main bus, then it replaces C(D) under main engine zone control. 

Execution . See Figure 18. 

Precondition Control . Bit 6 is used as part of the 6-bit octal data pattern, 
Bit 12 set to a one causes the unzoned part of D to be set to zeros. 

MOPB-MOP REGISTER TO B 






5 


6 




17 


10 


DATA 



Description . Bits 18-23 of B are replaced by bits 0-5 of the instruction. 
The 12-bit octal data pattern in bits 6-17 of the instruction replace 
bits 24-35 of B. The most significant half, i.e., bits 0-17, of B are set 
to zeros. 
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Execution Octal 00000010XXXX will replace C(B) . The XXXX field is variable 
and defined by the 12-bit pattern in the instruction. Refer to Figure 18. 



Precondition Control . Not effective. 
MOPC-MOP REGISTER TO C 

5 6 



17 



11 



DATA 



Description . Bits 18-23 of C are replaced by bits 0-5 of the instruction. 

?! ^ll °" al data P attern in b its 6-17 of the instruction replace 

bits 24-35 of C. The most significant half of C, i.e., bits 0-17 are set to 



Execution. Octal 00000011XXXX will replace the C(C) . The XXXX field *-, 
Fi^re^S 3 ™ 1 dCfined by the 12_bit P attern ^ the instruction. Refer to 



is 
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LIB, LIC, LID, MOPC, 
MOPB DECODED 



LIB, LIC, LID ^ MOPC, MOPB 




MOPB ^ ^s. MOPC 

INSTR ^ 



00000010XXXX 
REPLACE C(B) 



6-BIT OCTAL PATTERN IN 
SOP FIELD REPLACES 
THE CONTENTS 
R(POP)Z 



0000001 1XXXX 
REPLACE C(C) 



EXECUTE NEXT 
INSTRUCTION 



Figure 18. LIB, LIC, LID, MOPC, MOPB Flow Chart 
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CONTROL INSTRUCTIONS 

Instructions which govern the flow of a program, and in particular those 
which cause an alteration in the computer's normal process of taking its in- 
structions from sequential locations, are called rontrol instructions. 

Uncondition transfer instructions specify the location "Y" from which the 
computer is to take the next instruction. Conditional transfer instructions 
also specify a location Y. However, whether the computer takes its next 
instruction from Y or the next sequential location depends upon the outcome 
of a test. This test is specified by the primary operation code fPOP) of 
the instruction. 

Test instructions are similar to conditional control instructions in that they 
cause some test to be performed. Unlike conditional instructions, however, 
test instructions do not specify a location Y to which control may be trans- 
ferred. Instead the alternative location to which control may be' transferred 
is fixed relative to the location of the test instruction. This is referred 
to as the "skip distance" and is added to or subtracted from the MINIFLON 
program sequence counter. 

NOP -NO OPERATION 



01 



/////////////////////////////////// 



Description . This instruction causes the computer to take next instruction 
in sequence. Bits 6 through 17 are not examined. NOP is used to fill in for 
deleted instructions and to provide instruction alignment. 



HALT-STOP CLOCK 



on 



////////////////////////////////// 



Description . This instruction causes the computer to halt. The program se- 
quence counter contains the location of the next sequential instruction. When 
the start key on the operator's console is depressed, the computer proceeds and 
executes the next sequential instruction The exception to this is if a HALT 
is executed at an odd mini-address, the machine will not start again because 
of an interrupted mini -fetch control memory cycle. 
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TRU-TRANSFER 



17 



16 


/// 


Y 



Description . Issuing a TRU causes the computer to take its next address from 
MINIFLOW address specified by Y and proceed from there. Bits 7-17 of the 
instruction replace the C(RB) , resulting in a transfer of control. 

Execution . MINIFLOW program sequence is unconditionally changed by a TRU. 

Precondition Control. Bit 6 is not used. 



SMCT-STORE MINI COUNT AND TRANSFER 

5 6 7 



17 



76 





Y 



Description . This instruction causes C(RB) + 1 to replace the CfRD") . The 
subroutine mode is set, and C(Y) replace C(RB), transferring control to Y. 

Execution . Refer to Figure 19. MINIFLOW program sequence is unconditionally 
changed by a SMCT . The execution of a SMCT causes the previous C(RB) to be 
incremented by one and replace C(RD) , to be used at the next EXIT condition as 
a return address. The subroutine mode is entered so that the next EXIT will 
cni'se a return to the instruction following the SMCT. U'hcn not in the sub- 
routine mode, an exit will return control to the scheduler. If already in 
the subroutine mode when a SMCT is issued, the machine <=tays in the subroutine 
mode and the previous C(RD) are replaced by C(RR)+1. 

Precondition Control . Bit 6 must be zero. 

Affected Conditions . The computer will be placed in the subroutine mode 

ARITHMETIC TEST INSTRUCTIONS 

Several machine conditions are tested by the test instructions . The test 
criteria is specified by the SOP field, bits 7-11, T(SOP) . Bit 6 will specify 
the polarity of the test. Zero sets the Test Satisfied (TSAT) flip-flop on 
if the test condition is false. One sets the TSAT flip-flop on if the test 
condition is true. 

The skip distance is specified by the TOP field, bits 13-17. The state of 
bit 12 specifies the direction of the skip, Zero indicates a positive, i.p., 
forward skip distance. One indicates a negative, i.e., backward skip di^tarce, 
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SMCT 
DECODED 




1 


C(RB + 1) REPLACE 
C(RD) 


1 


SET SUBROUTINE 
MODE 







C(Y) REPLACE 
C(RB) 



TRANSFER 
CONTROL TO 

Y 



EXECUTE NEXT 
SEQUENTIAL 
INSTRUCTION 



Figure 19. SMCT Flow Chart 
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The arithmetic test SOPs shown in Table 25 are used in conjunction with the 
arithmetic test instructions. 







Table 


25. Ari 


thr 


netic 


Test SOPs 


SKIP 


ON FALSE 


SKIP ON 


TRUE 








CODE 


SOP 


CODE 


SOP 




NOTE 


TEST CRITERIA 


00 


NO (No Skip) 


40 YES 


; (Skip) 






Unconditional 


01 


CF 


41 


CAR 




1 


Carry/Borrow from zoned field 


02 


CX11F 


42 


CX11 




1 


Carry or Else GOP 11 


03 


G11F 


43 


Gil 






GOP 11 (Precondition) 


04 


NZ 


44 


-7 




1 


Zero in Zoned Field 


05 


N910F 


45 


N910 






GOP 10 and not GOP 9 (Precond.) 


06 


G9F 


46 


G9 






GOP 9 (Precondition) 


07 


G10F 


47 


G10 






GOP 10 (Precondition) 


10 


RNZ 


50 


RZ 




2 


Zero in RE Register (Bits 3-10) 


11 


FCF 


51 


FC 




3 


First Borrow in ALG POP 


12 


GINF 


52 


GIN 






GIN (Precondition) 


13 


FOFF 


53 


FOF 




4 


FMQ OR FAC (Floating overflow) 


14 


(skip) 


54 


(no ski 


P) 






15 


LSF 


55 


LS 






Like signs in B and C 


16 


AQF 


56 


AQ 






AC Q BIT 


17 


(skip) 


57 


(no ski 


P) 


7 




20 


ZX11F 


60 


ZX11 




1 


Zero or else GOP 11 


21 


MSBF 


61 


MSB 




1 


Bit of PE (most significant bit" 


22 


LSBF 


62 


LSB 




1 


Bit 35 of PE (least sign, bit) 


23 


EQUF 


63 


EQU 




5 


PC Equal to PB (QgSIGN Logic), 


24 


LESSF 


64 


LESS 




6 


PC Less than PB (Qf,SIGN Logic) 


25 


AOVF 


65 


AOV 






AC Overflow On 


26 


ACP 


66 


ACM 






AC Sign (Minus or Pius) 


37 


(Skip) 


77 


SAT 




8 


Previous test satisfied. 



NOTES 

1. CARRY (or BORROW) out of the zoned field of a main engine result, 
ZERO test of the zoned field of a main engine result, Bit position 
and bit position 35 of an engine result are all stored for testing on 
any of the following POP's: PB, PC, PD, PE, PBD, PCD, ALG, IC, XR, 
RC, SHIFT and CMI (write data only). 

2. Zero test of the mini engine result is stored on a MINI POP. 

3. First carry test is stored on the trial subtraction of an ALG POP. 
It will be set on if the signs are not alike and there is a carry 
out of the zoned field, but it will be reset if the AC Q bit is on 
and the zone includes the Q bit. 
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4. This tests the logical OR of general indicator FMQ and FAC (floating 
overflow) . 

5. The EQUALITY test should be primed by an engine operation (SOP B-C, 
C-B, BEC, etc.) to set the zero flip-flop; it will test true if 

the AC Q bit is reset and the ZERO test is true and either the signs 
are alike or ARI is off. 

6. The LESS test should be primed by an engine operation. (SOP B-C) 
to test if the AC (B) is less than C. The following table gives 
the conditions when the LESS test is true. 

ARI CARRY AC B C ZERO 
FLIP-FLOP TEST Q BIT SIGN SIGN TEST 



OFF 


TRUE 


OFF 


X 


X 


X 


ON 


FALSE 


X 


MINUS 


X 


FALSF. 


ON 


X 


X 


MINUS 


PLUS 


X 


X 


TRUE 


OFF 


X 


MINUS 


X 



However the LESS test is false if ARI is on, AC Q bit is one, and 
the B sign is minus. 

7. Undefined tests will be false. 

8. Does not alter previous state of TSAT, all other SOPs may alter the 
previous state of TSAT. 

TA-TEST AND SKIP 








5 


6 


7 




11 


12 


13 




17 


61 


P 


SOP 


D 


TOP 



Description . If T(SOP) is satisfied, set TSAT flip-flop and the computer 
skips the distance specified by C(TOP) in direction indicated by bit 12. 
Otherwise, the computer will execute the next instruction in sequence. 

Execution . See Figure 20. 

Precondition Control . Bit six specifies the polarity of the test and bit 12 
specifies the direction of the skip. 

Affected Conditions . The TSAT flip-flop. 
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TAE-TEST AND SKIP OR EXIT 





5 6 7 



11 12 13 



65 



17 



SOP 



D 



TOP 



Description. If T(SOP) is satisfied, set TSAT flip-flop and the computer skios 
the distance specified by C(TOP) in direction indicated by bit 12. Otherwise' 
an exit will occur. 

Execution . See Figure 20. 

Preconditi on Control . Bit 6 specifies polarity of test and bit 12 specifies 
the direction of skip. 

Affected Conditions . The TSAT flip-flop. 
TAW-TEST AND TRANSFER TO WIRED-IN-SEQUENCE 

5 6 7 11 12 13 17 



75 


P 


SOP 


D 


TOP 



Description. If T(SOP) is satisfied, set TSAT flip-flop, otherwise TSAT 
flip-flop is reset. If bit 12 is set to a one, add C(RC) to C(RB) . If bit 12 
is set to zero, subtract C(RC) from C(RB) . Program control will then transfer 
to wired-in-sequence state YA5. 

Execution . See Figure 20. 

Precondition Control . Bit 6 specifies polarity of test and bit 12 specifies 
direction of skip. 

Affected Conditions . The TSAT flip-flop. 
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TA, TAE, TAW 
DECODED 




C(RB + C(RC)-»C(RB) 



EXECUTE NEXT 
SEQUENTIAL INSTRUCTION 



TO W-I-S 

YA5 



Figure 20. TA, TAE, TA' 1 Flow Chart 
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GENERAL CONDITIONAL TEST INSTRUCTIONS 

A set of fifty-eight general and special purpose indicator flip-flops may be 
tested and set or reset by the general conditional test instructions . 

The test condition is specified by the SOP field, bits 6-11, which defines a 
flip-flop indicator, I (SOP) . Some flip-flops have hardware defined functions, 
see Table 26, and the remaining flip-flops may be used for functions defined by 
the programmer. 

The skip distance is specified by the TOP field, bits 13-17. The state of 
bit 12 (0,1) specifies the direction of the skip. Zero indicates a positive, 
i.e., forward skip distance. One indicates a negative, i.e., backward skip 
distance. Bits 13-17 always replace the C(RC) . C(RC) are added to C(RB) or 
subtracted from C(RB) , if the TSAT flip-flop is set on and the skip is taken. 
Otherwise, the TSAT flip-flop is turned off and the computer executes the 
next instruction in sequence. 

The general indicator test SOPs are shown in Table 26. 

Table 26. General Indicator Test SOPs 



SOP SOP 

CODE MNEMONIC PURPOSE 



CONSOLE 

LAMP 



REMARKS 



00 


SSW 


04 




05 




06 


EOFA 


07 




10 




11 




12 




13 




14 


E0FB 


15 




16 


DCTM 



Sense Switch Tests 
General Purpose 
General Purpose 
Channel A END OF FILE 
General Purpose 



YES 



See Note 1 



See Note 2 
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General Purpose 

General Purpose 

General Purpose 

General Purpose 

Channel B END OF FILE YES See Note 2 

General Purpose 

Divide Check Trap Mode (a maintenance console switch) 

General Purpose 



20 




General Purpose 




21 




General Purpose 




22 


TCEB 


Channel B tape check enable YES 


See Note 3 


23 




General Purpose 




24 


CTEB 


Channel B Command trap enable YES 


See Note 2 


25 




General Purpose 




26 




General Purpose 




27 




General Purpose 
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Table 26. General Indicator Test SOPs (Cont) 


SOP 


SOP 






CONSOLE 




CODE 


MNEMONIC PURPOSE 




LAMP 


REMARKS 


30 


DCK 


Divide Check 




YES 




31 




General Purpose 








32 


TCEA 


Channel A tape check 


enable 


YES 


See Note 3 


33 




General Purpose 








34 


CTEA 


Channel A Command Trap 


YES 


See Note 2 


35 




General Purpose 








36 


IOC 


I/O check 




YES 




37 




General Purpose 








40 


TRAP 


Transfer trap mode 




YES 


See Note 4 


41 




General Purpose 








42 


DIS 


DISPLAY 






See Note 5 


43 




General Purpose 








44 


TCKA 


Channel A tape check 


error 


YES 


See Note 3 


45 




General Purpose 








46 


TCKB 


Channel B tape check 


error 


YF.S 


See Note 3 


47 




General Purpose 








50 


SL4 


Sense Light 4 




YES 




51 




General Purpose 








52 


SL1 


Sense Light 1 




YES 




53 




General Purpose 








54 


SL2 


Sense Light 2 




YES 




55 




General Purpose 








56 


SL3 


Sense Light 3 




YES 




57 




General Purpose 








60 


MTM 


MULTIPLE TAG MODE 




YES 


See Note 6 


61 




General Purpose 








62 


FMQ 


MQ Factor exceeded 






See Note 7 


63 




General Purpose 








64 


FPO 


Floating Overflow 






See Note 7 


65 




General Purpose 








66 


FAC 


AC Factor Exceeded 






See Note 7 


67 





(Not Available) 






See Note 10 


70 


TCN 


Trap control 




YF.S 




71 




General Purpose 








72 


PDCK 


Predivide Check 






See Note 8 


73 





(Not Available) 






See Note 10 


74 


CON 


Console Request 






See Note 9 


75 




General Purpose 








76 


CIF 


Current Instruction OFF (a console disp 


lay switch) 
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NOTES 

1. The Console Sense Switch to be tested is specified by bits 0-2 of 
the D register at the time of testing. Octal and 7 will always 
test OFF (false); Octal 1 to 6 will test the position of the 
corresponding Console Sense Switch. 

2. The End of File General Indicator is automatically turned off and 
the TSAT flip-flop set on during wired-in-sequence under these con- 
ditions: The End of File General Indicator is on and the Command 
Trap Enable (for the corresponding Channel) if OFF and an object 
instruction +003X (TRANSFER ON END OF FILE) is translated (with 
Channel A corresponding to +003X and Channel B corresponding to -003X) 

3. The Tape Check General Indicator is automatically turned off and 
the TSAT flip-flop set on during wired-in-sequence under these con- 
ditions: The Tape Check General Indicator is on and the Tape Check 
Enable (for the corresponding channel) if OFF and an object instruc- 
tion +0022 (TRANSFER ON REDUNDANCE CHECK) is translated (with 
Channel A corresponding to +0022 and Channel B corresponding to -0022. 
Also, provided that the group is defined as a fast transfer. On the 
7044 emulator, op codes +0022 and -0022 are programmer controlled). 

4. The Transfer Trap Mode is enabled when this flip-flop is on. 
Section III discusses the control exercised by this flip-flop. 

5. The Display flip-flop is also set on automatically whenever the dis- 
play register is loaded. The following events will cause the 
display to be loaded: 

a. A register (AC, MQ, SI, R4, IC or one of the XR's) is altered 
and the corresponding register's console display switch is 
down (ON) . 

b. An object instruction is fetched for emulation and the current 
instruction switch is down (ON) . 

c. A memory cell is altered and the corresponding memory's con- 
sole display switch is down (ON) and the address used for the 
write cycle is the same as is held in the console address keys. 

6. The multiple Tag Mode is enabled when this flip-flop is on. 
Section II discusses the control exercised by this flip-flop. 

7. These Floatingpoint Exception Indicators also may conditionally be 
set on by two SOPS of the MISC POP (as explained earlier) the 
LOGICAL OR of FMQ and FAC will be tested by the FOF SOP of the TA 
(TAE, TAW) POP. The conditions to set these flip-flops by a MISC 
POP are illustrated in the following table. 
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GENERAL INDICATOR 
Turned On 



MISC 
SOP 



ENGINE CONDITION 



FAC FOFA 

FMQ FOFQ 

FPO FOFA or FOFQ 

(if FPO set, then FAC or FMQ also set) 



MSB Test true 
MSB Test true 
MSB Test true and 

Engine Q bit false 



10, 



The predivide check flip-flop is also turned on when a SHIFT POP with 
a Divide SOP (10 or 30) does not cause a borrow out on the first 
trial subtraction of the divide. 

The Console Request flip-flop is also turned on whenever one of the 
console interrupt switches is pressed. These switches are: Reset, 
Clear, Enter Keys, Display, Load Cards and Load Tape. 

SOPS corresponding to non-existant General Indicators will always 
test false. 



TG-SKIP IF TEST SATISFIED; OTHERWISE, EXECUTE NEXT SEQUENTIAL INSTRUCTION 

5 6 11 12 13 17 



60 


SOP 


D 


TOP 



Description . If I (SOP) is on, set the TSAT flip-flop and skip the distance 
specified by C(TOP) in direction indicated by bit 12. Otherwise, the com- 
puter will execute the next instruction in sequence. 

Execution . See Figure 21. 

Precondition Control . Bit 12 specifies the direction of skip. 

Affected Conditions . The TSAT flip-flop. 

TGE-SKIP IF TEST SATISFIED; OTHERWISE, EXIT 








5 


6 




11 


12 


13 




17 


64 


SOP 


D 


TOP 



Description . If I (SOP) is on, set TSAT flip-flop and skip the distance 
specified by C(TOP) in direction indicated by bit 12. Otherwise, the 
instruction will EXIT. 

Execution . See Figure 21. 

Precondition Control . Bit 12 specifies the direction of the skip. 

Affected Combinations. The TSAT flip-flop. 
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TGF-SKIP IF TEST NOT SATISFIED 





5 6 



11 12 13 



17 



71 


SOP 


D 


TOP 



Description , If I (SOP) is off, set TSAT flip-flop and skip distance speci- 
fied by C(TOP) in direction indicated by bit 12. Otherwise, the computer 
will execute the next instruction in sequence. 

Execution . See Figure 21. 

Precondition Control . Bit 12 specifies direction of skip. 

Conditions Affected . The TSAT flip-flop. 

TGS-LIKE TG BUT ALWAYS SETS I (SOP) ON. 

5 6 11 12 13 



17 



70 


SOP 


D 


TOP 



Description . If I (SOP) is on, set the TSAT flip-flop and skip the distance 
specified by C(TOP) in direction indicated by bit 12. Otherwise, the com- 
puter executes the next instruction in sequence. I (SOP) is unconditionally 
set on after being tested. 

Execution . See Figure 21. 

Precondition Control . Bit 12 specified the direction of the skip. 

Affected Conditions . I (SOP) is always set on and the TSAT flip-flop is 
either set or reset. 



TGR-LIKE TG BUT ALWAYS SETS I (SOP) OFF. 

5 6 



11 12 13 



17 



74 


SOP 


D 


TOP 



Description . If I (SOP) is on, set TSAT flip-flop and skip the distance 
specified by C(TOP) in direction indicated by bit 12. Otherwise, the 
computer executes the next sequential instruction. I (SOP) is uncondi- 
tionally set off after being tested. 

Execution . See Figure 21. 

Precondition Control . Bit 12 specifies the direction of the skip. 

Affected Conditions . I (SOP) is always set off and the TSAT flip-flop is 
either set or reset. 
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TG, TGE, TGF 
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TOP-»C(RC) 
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I(SOP) 
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' 










RESET TSAT 
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FLIP-FLOP 
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SET I(SOP) 
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EXIT 
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s' BIT \ 
\~ 12 ON J 


NO 
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•> 


^-s^ NO 
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C(RB) ■>■ C(RC) 
— *-C(RB) 


C(RB) - C(RC> 
-•-C(RB) 








































EXECUTE NEXT 
SEQUENT] A! 
INSTRUCTION 







Figure 21. TG , TGE, TGF, TGR, TGS Plow Ghart 
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MISC-SCHEDULER AND AC SIGN AND Q BIT CONTROL 

5 6 



11 12 13 



17 



06 


SOP 


E 


//////////// 



Description . This instruction causes the operation specified by the C(SOP), 
Table 27, to be performed. 

Execution . Control over many functions of the scheduler operation and level 
control are performed by this instruction. Also, it is used to set, reset 
and toggle the AC sij;n and Q bit. The control action is specified by the 
Miscellaneous Control SOPs shown in Table 27. 

Table 27. THE MISCELLANEOUS CONTROL SOPS 



CODE 



10 
12 
16 
20 
21 
22 
23 
24 
25 
26 
27 
30 
31 
33 
37 
42 
46 
50 
52 
54 
56 
60 
62 
66 
70 
72 
74 
76 



MNEMONIC 



NOTE 



CONTROL ACTION 



RXI 

RTI 

RTER 

RAQ 

SAQ 

TAQ 

FOFA 

RAS 

SAS 

TAS 

FOFQ 

ROV 

SOV 

RSQ 

ACK 

SRI 

SR3 

SRT 

SR4 

HANG 

POST 

HALT 

RH1 

RH3 

RH4 

RCN 

RESL4 

RINT 



1 
1 



4 
5 

4 

1 



Reset external interrupt 

Reset Interval timer interrupt request 

Reset CHANNEL terminate request 

Reset AC Q bit (also reset Engine Q bit) 

Set AC Q bit 

Toggle AC Q bit (also store in Engine Q bit) 

Conditionally set AC Floating Overflow 

Reset AC Sign bit (plus) 

Set AC Sign Bit (minus) 

Toggle AC sign bit 

Conditionally set MQ Floating Overflow 

Reset AC Overflow 

Set AC Overflow 

Reset AC sign and Q bit and Engine Q bit 

Acknowledge last buffer request 

Set scheduler Buffer Service Request Level 1 or 2 

Set Scheduler Terminate request (level 3) 

Set Channel Trap request (level 4) 

Set Program Request (program level 4) 

Hang the present level 

Postpone a trap request 

Set program Halt and Hang (level 4) 

Reset Buffer Service Hang (level 1 or 2 ) 

Reset terminate Hang (level 3) 

Reset Program Hang unless Halt is set (level 4) 

Reset all console interrupt reauests 

Reset trap and program (level 4) . 

Reset interrupt (levels 1, 2, and 3) 



NOTES 

The Channel B F/F determines whether level 1 (Channel A) or level 2 
(Channel B) is selected. 

RTER (code 16) resets the terminate request held in channel flip-flc 
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2. 



3. 



ACK (code 37) counts down by one the number of outstanding buffer service 
requests; up to four may be safely stacked. But a fifth one cauLs a 

(write " timing err ° r ^ t0 bUffCr SpiU (read > or buff" d^tion 

FOFA and FOFQ will set the General Indicators FAC, FMQ, and FPO based 
on the conditions described under General Conditional Test instructions. 

cJZjZZl ^"(downV™^ * ^ ^^ if tt * ™™> ^ 

4. A HANG will start a save Sequence and save the RB, RD, D registers and 

^e? 1 tm t i ne , Mb ?V° ntr01 flip - fl ° P f ° r later restoration* The Hung 
level will be locked out until the Hang is reset by MINIFLOW or the 
console reset key, if the hang is rese? by MINIFLOW then the Return 

iTTlVZl V 6 il 6 "-, " HALT Sh ° Uld ^ be ^ iven in level 4 wh're 
it will hang level 4 and turn on the Console Halt Light. 

5 ' U m H nS t \ e . P0ST . S0P wil1 inhibit a trap request until one more main 

memory object instruction has been executed. However, if bit U the 

before he'posf SOP° L^t' ^ ^^^ ^ SeleCt the tra P request 
oetore the POST SOP has time to postpone one more instruction. 

6 ' Ke^: anTD!s e p? a e y qUeStS *"'' ^ Clw ' L °* d ^' Load ^ape, Enter 

? ' Reauest eV lih 4 ^ C S edUler "T^ 1 fli P- flo P- i.e., Trap Request, Program 
Request, Job-in-Progress, Return and Hang. 

8 ' levels 'l 6 TlTA' J ° b : in - P ^ ress > R etum and Hang flip-flops for 

levels 1, 2 and 3. Only a Terminate Request is reset in level 3 not 

na?n„°aL R rL t; o£° the " ans fIip - fl<>p f ° r '~ l * * ~« »^. 

rap B »nJ !^^ Ct K°? H 1 "" ovided h ? usi "« »" undefined SOP with the M1S0 
POP and setting bit 12 te a one. The undefined SOP cause-; the instruc 

IZtlTeUAO* " -^"^- ta «-*'• °f ««* » KIT inlt^cHen 

A Return Sequence is taken after a HANG by resettinp the Hana fi in f1nn 
for t he „ ung Jevel while in another level" An exception to thi is / 
HALT as issued in level 4 the Hang 4 flip-flop cannot be reset except 
by one of the following three methods: P 

a. Passing the start key resets the Hang flip-flop, activates 
a Return Sequence and resets the Halt indicator . 

b. Executing a MISC SRT will set a trap request during the execu- 
tion of a program. When the trap request is granted, the 
retum sequence for this particular incident is aborted A 
new program request is then set. 
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The only way to set a trap request is with an SRT. Trap request 
effective if JIP4 and postpone is off or if Hang 4 is on. Also 
only effective if not in manual or an I/O data operation is not 
being performed. 

c. Reset Level 4 (SOP 74) followed by a Program Request (SOP 52) 
will start the program level with the next object instruction 
pointed to by the IC. If MJX1 or AUX2 is set, their contents 
will determine the next instruction to be executed, rather than 
the IC. 

Precondition Control . Bit 6 is defined as being part of the SOP field in 
this instruction. The instruction will exit if bit 12 is set to a one. 

Affected Conditions . The flip-flops specified by the SOP field. 

DELAY-DELAY PRESENT LEVEL. 



5 


6 


7 11 


12 


13 17 


54 


// 







////////////// 



Description . This instruction causes a delay to be executed by the computer 
when used in conjunction with any main engine SOP. 

Execution . When DELAY is executed in level 1, 2 or 3, the SAVE sequence will 
be entered and control will return to the scheduler to scan for other re 
requests. The level issuing the delay is locked out for approximately 75 
microseconds, after which a return request is set in the scheduler. When 
it is granted, a Return sequence will he entered and the previously inter- 
rupted program will continue as the C(RB) , C(RD), C(D) and the subroutine 
mode control status are all restored from the predefined save area calls for 
the specified level. 

When a DELAY or a Hang is issued in either level 1 or 2, both levels 1 and 
2 will he locked out of the scheduler until the return is made and a normal 
EXIT is taken. 

This instruction is primarily used to allow temporary execution in another 
level to simulate atonomous CPU and data channels. 

\ DELAY should not be issued in level 4 because a return request will not 
be set . 

Precondition Control . Bit 6 is not used. Bit 12 must be zero 

Affected Conditions The predefined SAVE area in control memory for the 
level being delayed. 
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PRE-PRECONDITION CONTROLS 








5 


6 7 


8 9 


10 11 


12 


13 


14 15 


16 


17 


12 


///// 


Control 


////// 


TOP 



Description . This instruction causes the precondition indicators specified 
by C(TOP) and bits 8 and 9 to be effective. 

Execution . A one bit in the TOP field, bits 12-17 means the corresponding 
indicator is to be altered as indicated by bits 8 and 9. A zero bit in 
the TOP field means that the corresponding indicator is not to be altered. 
The Mnemonic and Purpose for bits 12-17 are shown below, 



BIT 



MNEMONIC 



PURPOSE 



12 
13 

14 
15 
16 
17 



G0P9 General Operation number 9 

G0P10 General Operation number 10 

G0P11 General Operation number 11 

GEX General Half Exchange on bus 

GIN General Inhibit result to Engine Register 

ARI Operate with signs 



Bits 8 and 9 indicate the control to be performed on the precondition indi 
cates as shown below. 



BIT 



MNEMONIC 



PURPOSE 




1 
1 



X 


] 



No change 

Turn off specified flip-flops 

Turn on specified flip-flops 



Precondition Control . This instruction is a special case as previously 
described. 

Affected Conditions . The specified precondition indicators. 

I/O CHANNEL CONTROL INSTRUCTIONS 

There is a set of 31 channel indicators for each channel {K or B) . Each 
indicator is tested and set or reset by the I/O channel control instruc- 
tions Some of the channel indicators have hardware defined functions, 
shown in Table 28. The remaining indicators may be used for any function 
defined by the programmer. 

Each instruction has the following format: The POP field, bits 0-5, specify 
the operation to be performed. Bit 6 must be zero. The SOP field, bits 
7-11, and the channel B flip-flop specify the channel indicator to be 
tested and set or reset. The abbreviation for this is CI (SOP) , 

If the channel B flip-flop is off the SOP field specifies indicators 
associated with channel A. The channel B indicators are specified if the 
channel B flip-flop is on. 
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Bit 12 specifies the direction of skip A zero specifies a positive, i.e. 
forward skip. A one specifies a negative, i.e., backward skip. The TOP 
field, bits 13-17, always contain the number of instructions the computer 
skips. The C(TOP) always replaces the C(RC) . If the test is satisfied, 
the C(RC) are added to or subtracted from C(RB) , the program sequence 
counter, depending on the state of bit 12. If the test is not satisfied, 
plus one is added to C(RB) and the computer executes the next sequential 
instruction. 

The channel indicator test SOPs and their purpose are shown in Table 28. 

Table 28. Channel Indicator Test SOPs 



SOP 


SOP 




CONSOLE 




CODE 


MNEMONIC 


PURPOSE 


LAMP 


NOTE 


00 


ER1 


Tape Parity Error 




Note 1 


01 


ER2 


Transfer Timing Error 




Note 2 


02 




General Purpose 






03 




General Purpose 






04 




General Purpose 






05 




General Purpose 






06 




General Purpose 






07 




General Purpose 






10 


BOT 


Beginning of tape 


YES 


Note 3 


11 


EOT 


End of Tape 


YES 


Note 3 


12 




General Purpose 






13 




General Purpose 






14 




General Purpose 






15 




General Purpose 






16 




General Purpose 






17 




General Purpose 






20 


CEF 


Channel End of File 




Note d 


21 


EOR 


End of Record 




Note <1 


22 




General Purpose 






23 




General Purpose 






24 




General Purpose 






25 




General Purpose 






26 


DSP 


Data Select in Process 


YES 




27 


I OP 


I/O in Process 


YES 




30 


TNR 


Tape not Ready 




Note 5 


51 





(Not Available) 






32 




General Purpose 






33 




General Purpose 






34 




General Purpose 






35 




General Purpose 






36 


GHB 


Channel B Flip-Flop 






37 


COP 


Card or Printer (Channel A) 
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NOTES 

1. PARITY ERRORS are sensed by the channel during either a read or write 
operation. Any CHI POP will turn the indicator associated with these 
errors off. 

2. A TRANSFER TIMING ERROR sensed by the channel will cause indicator 01 

to be set. The TCS instruction will not set this indicator and TCR will 
not reset it. The indicator will be reset by a CHI instruction. 

3. BEGINNING OR END OF TAPE sensed by the channel and either indicator 10 
or 11 are set. The indicator will be reset by a CHI instruction. If 
the tape is at load point and the BOT indicator is turned off, it will 
be turned back on if a backspace tape or rewind is issued. In this 
case, the tape will not move from the load point. 

4. END OF FILE OR RECORD conditions set either indicator 20 or 21. The*e 
indicators are not set or reset by MINIFLOW. 

5. TAPE NOT READY condition sets indicator 30. This indicator is not set 
or reset by MINIFLOW. 

6. CHANNEL B Flip-Flop is tested by SOP 36. There are actually three 
Channel B Flip-Flops : 

a. One flip-flop is sensed in, and controls within levels 1 and 2, 
It is always turned off for level 1 (Channel A Buffer Service) 
and turned on for level 2 (Channel B Buffer Service) . 

b. A second flip-flop is sensed in and controls within level 3 It is 
always turned off for a console interrupt or a timer interrupt or 

a Channel A terminate but is turned on for a Channel B terminate. 

c. The third flip flop is only sensed in and controls within level 4. 
It is always turned off for a trap request or a program request; 
this level 4 Channel B flip-flop may be set on by MINIFLOW while 
in any level. It may not be reset by MINIFLOW. 

The status of the Channel B flip-flop is preserved on a level basis 
during Hangs or delays by this separation. 

COP is an Indicator in Channel A only and will always test false if the 
Channel B flip-flop is on. It may be tested and turned on or off when 
the Channel B flip-flop is off. 



7. 



TC-SKIP tF CI (SOP) IS ON 



20 







11 12 13 17 



SOP 



D 



TOP 



Description. If CI (SOP) is on, the test is satisfied, and the TSAT flip-flop 
is set. The computer skips the number of instructions specified by C(TOP') 
in the direction indicated by bit 12 If CI (SOP) is off, the computer will 
execute the next sequential instruction 
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Execution . See Figure 22. 

Precondition Control . Bit six must be zero. Bit 12 indicates direction of 
skip. 

Affected Conditions . The TSAT flip-flop. 

TCE-SKIP IF CI (SOP) IS ON; OTHERWISE, EXIT 

5 6 11 12 13 17 



24 





SOP 


D j TOP 



Description . If CI (SOP) is on, the test is satisfied and the TSAT flip-flop 

is set. The computer skips the number of instructions specified by C(TOP) 

in direction indicated by bit 12. The instruction will EXIT if CI (SOP) is 
off. 

Execution . See Figure 22. 

Precondition Control . Bit 6 must be zero. Bit 12 specifies the direction 
of the skip. 

Affected Conditions . The TSAT flip-flop. 

TCF-SKIP IF CI (SOP) IS OFF: OTHERWISE EXECUTE NEXT INSTRUCTION'. 

5 6 7 11 12 13 14 



31 





SOP 


D 


TOP 



Description . If CI (SOP) is off, the test is satisfied, and the TSAT flip- 
flop is set. The computer skips the number of instructions specified by 
C(TOP) in direction indicated by bit 12. If CI(SOP) is on, the computer will 
execute the next instruction in sequence. 

Execution . See Figure 22. 

Precondition Control . Bit 6 must be zero. Bit 12 specifies the direction of 
shi f t . 

Affected Conditions . The TSAT flip-flop. 

TCS-SKIP IF CI (SOP) IS ON. CI (SOP) IS TURNED ON AFTER TESTING. 

5 6 7 11 12 13 17 



30 





SUP 


D 


TOP 



Description . If CI (SOP) is on, the test is satisfied. The computer skips 
the number of instructions specified by the C(TOP) in direction indicated 
by bit 12. If CI (SOP) is off, the computer will execute the next sequen- 
tial instruction. CI (SOP) is unconditionally turned on after testing. 
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Execution . See Figure 22. 

Precondition Control. Bit 6 must be zero. Bit 12 specifies the direction 
of the skip. 

Affected Conditions . The CI (SOP) is turned on. The TSAT flip-flop. 
TCR-SKIP IF CI (SOP) IS ON. TURN OFF CI (SOP) AFTER TESTING. 

5 6 7 11 12 13 



17 



34 







SOP 



D 



TOP 



Description. If CI (SOP) is on, the test is satisfied. The computer skips 
the number of instructions specified by C(TOP) in direction indicated by 
bit 12. The computer will execute the next sequential instruction if 
CI (SOP) is off. The CI (SOP) is unconditionally turned off after testing. 

Execution . See Figure 22. 

Preconditi on Control . Bit 6 must be zero. Bit 12 specifies the direction 
of skip. 

Affected Conditions . The CI (SOP) is turned off. The TSAT flip-flop. 
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TC, TCE, TCF, TCS, 
TCR DECODED 


" 


TOP-»- C(RC) 




EXECUTE NEXT 
SEQUENTIAL 
INSTRUCTION 



'igure 22. TC , TCE, TCF, TCS, TCP Flow Chart 
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A BOOTSTRAP LOADER FOR BINARY CARDS 

Figure 23 is a flowchart for a binary card bootstrap loader. 



TERMI> 

'NATE ENTRY" 

S&TVAT 241, 



TERM N8 



<• 



CONSOLE REQUEST 



©" 



r)©. 



RESET CONSOLE 

REQUEST & 
TIMER REQUEST 




EXIT 




RESET 

TERMINATE 

REQUEST 



1ST TERMINATE 



B' 



9©~ 



CLEAR CORE 

TO HALTS 

EXCEPT THE 

LOADER 



READ 



; * C^A SW 2 ON ) 



I 




LOAD TAPE 
ADDRESS 



LOAD CARD 
ADDRESS 



ISSUE READ 
SELECT 




SAVE CONTROL WORD IN B 
PUT BUFFER ADDRESS IN R4 
SAVE ADJUSTED CHECK- 
SUM IN MQ 



MOVE A MINI-PAIR 

UPDATE CHECKSUM 

UPDATE PICKUP ADDR 

UPDATE PUTAWAY ADDR 

UPDATE WORD COUNT 



f 12 PU 



Of 



IS WORD 
COUNT ZERO 



y^ 



NCH IN COL 1 I N 



T 




SW 3 ON 



JGh 



*~v0( PAIUTY ERROR V— * (nY CHECKSUM ERROR W 

^5Z_ ZZET" 





TURN ON 
TCK UGHT 
AND HALT 




TURN ON 
IOC LIGHT 
AND HALT 




1 






' 




PRESS START 




PRESS START 






' 




1 


1 




TURN OFF 

TCK LIGHT 

- CONTINUE - 




TURN OFF 

IOC LIGHT 

- CONTINUE - 


a 


' 


' 





Figure 23. Flow Chart of a Bootstrap Loader 
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mm 



•***ll<lllllllllllllllllllllllll l l ll ,,,ll lllllllllllllllllllllllllllllllltllllll 

9 9 9 9 9 9 9 9 3 9 9 9 S 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 S 9 9 S 9 9 9 9 9 3 9 S S S 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 g g 9 9 9 4 4 9 a q q ««« « 



BOOT STRAP CARD IMAGF 



ORG 
BINARY VvOft 



* 



*-/20u tXAMPLr 27 bOCTSTRAp 
u BOOTSTRAP LOADER F ow vE*SIGN 9 CPl 



bINARY CAhL FORMA I - 

COLUMN l,u PUNCH- BYPASS CHIC* SUM FOR THIS CARD 
CULUMn 2,\Z TO 3- NUMBER OF MiNl-PAIRS TG LOAC 
COLUMN 3, .j To 9- wOKD ADORES^ ,(F 1ST MINI-PAI* 
COLUMNS 4 TO 6~ 36 BIT i«S COMPLEMENT uHECKSU v 

Cl.lum.ns 7 rn 72- up to ^ I L mini-pairs in binary 

COLUMNS fi TO 80- NOT FXAMINFO, MAV HE SEwULiMC'. 

SWITCH i- 

FFF- LOAl FROM TAPL Al 
ON- LOAD FRQm CARD RhAOtH 
S«I TCH 2- 

(JFF- PRE-CLFAR CORE WITH HALTS BFFORl LUAi 
ON- EC NrT PRE-CLFAR CONTROL COP L 
S «v ITCH 3- 

OFF- PERFORM CHECKSUM TESTS UNLESS C'lL.l + 
UN- Oi'.IT CHECKSUf- TiSTS ..N ALL CARPS 
SLNSF LIGhf 1- TU-iNS ON H hl_N LUAUtR START., 
HALT AND ILC LIGH1 ON- ChLLKbU^ ItjT FAllrC 
HALT AND TCK LIGHT ON- PARITY EkRUR IN RECCING 
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CLK MISC RTI,,EXIT RESET TIMER REQ AND tXIT 

TERMN8 TGR CON, CLK TEST + RESET CONSOLE RrQ 

MISC RTER RESET TFRM1NATF REQUEST 

TGS SLltNCUST TEST AND i£T NEXT FLAG 

LID 20,00-02 LOAD SENCE SWITCH NUMBER 

TG SW,R£AD DUNT CLEAR CORE IE SW ON 

LWAB CLK LOAD OFSET TEND ADDRESS) 

MOPC 60,31 LOAD 1ST ADDRESS 

* ONLY TEN bITS ARE USED AS A CONTROt MEM. ADDRESS 

MEM S+CARD LOAD A CLEARING PATTERN 

MEM 8+CAWD STORE A CLEARING PATTERN 

PC C+1,24-33 INCREMENT THE ADDRESS 

TA NZ,*-2 LOOP TILL CORE CLEARED 

READ MOPB 12,21 SET FOR TAPE Al 

LID 10,00-02 LOAD SENCE SWITCH NUMBER 

TGF SW,*+2 SKIP IF TAPE LOAD 

MOPB 13,21 SET FOR CARDS 

LIP 02,09-11 LOAD READ CODE 

CHI 3,, EXIT ISSUE SELECT ANC EXIT 

N0T1ST LWAC bUFFER+2 LOAD ADDRESS OF CHECKSUM 

MFM C-l.ARP READ CONTROL WORD TO B 

R4 C+1,S StT R4 FOR FIRST INSTR. 

MEM C,ARC CHECKSUM TO C- i«S COMP. 

Pt B+C GENERATE END CARRY 

MW 8+C+I,S LOAD ADJ. CHECKSUM TO MU 

MUVE MEM R4,ARC LOAD MlNlPAIR TO C 

MEM b.AWC STORE MlNlPAIR AWAY 

MQ R+C GENERATE END CARRY 

MU R+C+l.S UPDATF CHECKSUM 

R4 R+1,S UPDATL BUFFER ADDRESS 

PB B+l,24-3*> UPDATE PUTAWAY ADDRESS 

PB H-l,12-l/ DECREMENT MlNlPAIR COUNT 

TA NZ,MOVF LOOP ON NUN-ZERU COUNT 

TA MSB,TAPERR NO CKSUM TEST IF COL I + 

NOP TERM\'8 C + TV FOR TERMINATE ENTRY 

LID 30,00-02 LOAD SENCE SWITCH NUMHER 

TG SW,TAPERR NO CKSUM TEST IF SW 3 LN 

MQ NR,LDD COMPLEMENT CHECKSUM TG D 

PE D TEST CHECKSUM FOR ZERu 

TA NZ,SETIOC SET IOC ON INVALID CHECK 

TAPERR TCP ER1,R£A0 SKIP UN NO PARITY ERROR 

TGS TCK TURN ON TCK LIGHT + HALT 

HALT LXIT HALT AND BUFF SERt/ C + TV 

TGR TCK, READ TURN OFF LIGHT AND READ 

SFTIOC TGS IOC TURN UN IOC LIGHT + HALT 

HALT OPPFRATOR DECISION STOP 

TGR IOC TURN OFF IOC LIGHT 

TRU HEAD READ NEXT CARD 
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e X I T LXIT UNCONDITIONAL EXIT INSTR 

OCT 7700,177UO HALT AND NOP FILLi-R 

OCT 7700,1770c CURE- CLEARING PATTERN 

OCT 7700,17700 
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APPENDIX A 
NUMBER SYSTEMS AND CONVERSION 



The common decimal notation of the commercial 
and scientific world is familiar to all of us. This no- 
tation is so familiar that you probably have never be- 
fore questioned its use. Could it be possible that, for 
some purposes, another system is more convenient? 
The decision is entirely a matter of convenience. Deci- 
mal notation is used because it is most familiar and 
is understood by most people. However, had our 
primeval ancestors developed eight fingers instead of 
ten we would probably be more familiar with the octal 
system and would be questioning the decimal system. 
The decimal system, with its ten digits, is learned 
by most people early in their training. This system 
serves very well for counting purposes. Why then, 
should computers which are designed to assist mathe- 
maticians, or engineers and businessmen, be designed 
to use the binary system of numbers? 

Current digital computers use binary circuits and 
the mathematics of the computers is therefore binary 
in nature. The only convenient way to learn the op- 
eration of a computer is to learn the binary system. 
The octonary or octal system is a shorthand method 
of writing long binary numbers. Octal notation is 
used when discussing the computer but has no rela- 
tion to. the internal computer circuits. 

Perhaps, as a first step, it would be well to see what 
is meant by the binary system of numbers. The bi- 
nary, or base-two system, uses two symbols, and 
1, to represent all quantities. Counting is started in 
the binary svstem in the same manner as in the deci- 
mal system with for zero and 1 for one. At two in 
the binary system it is found that there are no more 
symbols to be used. It is therefore necessary to take 
the same move at two in the binary system that is 
taken at ten in the decimal system. This move is to 
place a 1 in the next position to the left and start 
again with a in the original position. A binary 10 
is equivalent in this respect to a 2 in the decimal sys- 
tem. Counting is continued in an analogous manner 
with a carry to the next higher order every time a 
two is reached instead of every time a ten is reached. 
Counting in the binary system is as follows: 



BINARY 


DECIMAL 


BINARY 


DECIMAL 








101 


5 


1 


1 


110 


6 


10 


2 


111 


7 


11 


3 


1000 


8 


100 


4 


1001 


9 



The binary system is used in computers because 
all present components are inherently binary. That 
is, a relay maintains its contacts either closed or open, 
magnetic materials are utilized by magnetizing them 
in one direction or the other, a vacuum tube is con- 
veniently maintained either fully conducting or non- 
conducting, or the transmission of information along 
a wire may be accomplished by transmitting or not 
transmitting an electrical pulse at a certain time. 

Although binary numbers in general have more 
terms than their decimal counterparts (about 3.3 
times as many), computation in the binary system is 
quite simple. 

For addition, it is only necessary to remember the 
following three rules: 

1. Zero plus zero equals zero. 

2. Zero plus one equals one. 

3. One plus one equals zero with a carry of one to 
the next position on the left. 

To see how the rules work, consider the addition of 
15 plus 7 with these numbers expressed in binary 
notation: 



(carries) 



SIXTEENS EICHTS 
(•) 


+ 



(1) 

1 





FOURS 

(1) 

1 
1 



TWOS 

(1) 

1 
I 



1 = 15 
1 = 7 



1 







1 



1 



= 22 



In the ones column we have 1 plus 1 for a sum of 
and a 1 carried to the two column. In the twos 
column we have 1 plus 1 for a sum of but we must 
also add the carry from the ones column, making a 
final sum of 1 with a carry to the fours column. The 
same procedure occurs in the fours column. In the 
eights column we have a 1 plus a giving a sum of 
1, but adding in the carry from the fours column 
makes the final sum with a carry to the sixteens 
column. In this column we have plus giving a sum 
of and to this we add the carry from the eights col- 
umn, making a final sum of 1. 

The resultant sum of the addition contains l's in 
the sixteens, fours, and twos columns, which is the 
binary representation of 22, the correct sum of 15 plus 
7 (16 plus 4 plus 2 equals 22) . 

The rules for subtraction of binary digits are 
equally simple: 

1. Zero minus zero equals zero. 

2. One minus one equals zero. 



151 



3. One minus zero equals one. 

4. Zero minus one equals one, with one borrowed 
from the left. 

Using the same numbers as we did in the addition, 
the subtraction works as follows: 



(borrows) 



SIXTEENS 


EIGHTS 


FOURS 


TWOS 


ONES 
























1 


1 


1 


1 = 


15 


- 





1 


1 


1 = 


7 



and multiplication, it may be seen that whatever 
operation the computer is working on will be accom- 
plished by repetitive addition. 

The computer operates internally using the binary 
system. However, it is able to convert from one sys- 
tem to another by use of a stored program. Thus, 
input-output data may be expressed in decimal (or 
any other) form when the operator finds it more con- 
venient to do so. 



0=8 



In the ones column we have 1 minus 1 for a sum 
of with no borrows. The same procedure occurs 
in the twos and fours columns. In the eights column 
we have 1 minus for a sum of 1. In the sixteens col- 
umn we have minus for a sum of 0. With the 
subtraction finished we have l's in the eights column 
only, signifying the answer to be 8. 

For multiplication only three rules need to be re- 
membered: 

1 . Zero times zero equals zero. 

2. Zero times one equals zero; no carries are con- 
sidered. 

3. One times one equals one. 

The binary multiplication table is such that all that 
is necessary when multiplying one number (multi- 
plicand) by another (multiplier) is to examine the 
multiplier digits one at a time and, each time a 1 is 
found, add the multiplicand into the result, and each 
time a is found add nothing. Of course, the multi- 
plicand must be shifted for each multiplier digit, but 
this is not different from the shifting that is done in 
the decimal system. 

An example of binary multiplication is 26 multi- 
plied by 19: 



BINARY 

11010 
10011 



DECIMAL 

26= 16 + 8 + + 2 + 

x 19 = 16 + + + 2 + 1 

Using the above rules, the product 11010 

will be arrived at by a series 11010 

of adding the multiplicand 00000 

and shifting whenever 00000 

a 1 is found in the 11010 

multiplier. 111101110 

Interpreting the binary result of the multiplication 
by using the ones, twos, fours, . . . etc., system we find 
that we have, 

256+128 + 64 + S2 + + 8 + 4 + 2 + 

which equals 494, thus proving the problem. 

Binary division is accomplished by applying similar 
concepts. From the examples of addition, subtraction, 



Octal Number System 

It has already been pointed out that binary numbers 
require about three times as many positions as decimal 
numbers to express the equivalent number. This is 
not much of a problem to the computer itself. How- 
ever, in talking and writing, these binary numbers are 
bulky. A long string of ones and zeros cannot be 
effectively transmitted from one individual to another. 
Some shorthand method is necessary. The octal num- 
ber system fills this need. Because of its simple rela- 
tionship to binary, numbers can be converted from 
one system to another by inspection. The base or 
radix of the octal system is 8. This means there are 
eight symbols: 0, 1,2, 3, 4, 5, 6, and 7. There are no 
8's or 9's in this number system. The important rela- 
tionship to remember is that three binary positions 
are equivalent to one octal position. The following 
table is used constantly when working on or about the 
computer. 



BINARY 

000 
001 
010 
011 
100 
101 

no 
111 



OCTAL 



1 

2 
3 
4 
5 
6 
7 



At this point a carry to the next higher position of 
the number is necessary, since all eight symbols have 
been used. 



BINARY 






OCTAL 


001 000 






10 


001 001 






11 


001 010 






12 


001 011 






13 


001 100 






14 




and 


so on. 





Remember that as far as the internal circuitry of the 
computer is concerned it only understands binary 
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ones and zeros. The octal system is used to provide a 
shorthand method of reading and writing binary 
numbers. 



Number Conversions 

Before an attempt is made to convert numbers from 
one system to another, it is best to review what a 
number represents. In the demical system a number 
is represented or expressed by a sum of terms. Each 
individual term consists of a product of a power of 
ten and some integer from to 9. For example, the 
number 123 means 100 plus 20 plus 3. This may also 
be expressed as: 

(1 x 102) + (2 x loi) + (3 x ioo) 

Ten is said to be the base or radix of this system be- 
cause of the role that the powers of 10 and the in- 
tegers up to 10 play in the above expansion. If two 
is chosen as the base, numbers are said to be repre- 
sented in the binary system. Consider the binary 
number 1 111 011. What do these zeros and ones 
represent? They represent the coefficients of the as- 
cending powers of 2. Expressed in another way the 
number is: 



(1 x 2«) + (1 x 2=) + (1 x 2«) 
(I X 23) + (0 x 22) + (1 x 2n 



(1 x 2") 



The various orders do not have the meaning of units, 
tens, hundreds, thousands, etc., as in the decimal sys- 
tem; instead they signify units, twos, fours, eights, 
sixteens, etc. In applying the above information it 
is found that the number 123 breaks down in both 
systems as follows: 



BINARY 

1 111 



DECIMAL 



1 2 



L' 



3 

'-3 units 
20 tens 
100 hundreds 
123 



011 

J L -l units 

*— 2 twos 

— fours 

8 eights 

16 sixteens 

32 thirty-twos 

— -64 sixty-fours 

123 

In the octal system, a number is represented in the 
same manner except that the base is 8. The digits of 
the number represent the coefficients of the ascending 
powers of 8. Consider the octal number: 

173 = (1X8=) + (7X8') + (3X80) 

= 64+56 + 3 
= 123 (decimal) 



Similarly: 

Octal 173 

1 1—3 units 
56 eights 
' — 64 sixty-fours 

By remembering what a number represents in the 
binary or octal system, the number can be converted 
to its decimal equivalent by the method shown above. 
As the numbers get bigger, this method becomes quite 
impossible to use. The following section provides 
detailed methods for converting from one system to 
another. 

Integers 

Decimal to Octal 

Convert the decimal number 149 to its octal equiva- 
lent. Rule: Divide the decimal number by 8 and de- 
velop the octal number as per example. 



149 Remainder 5 
2 
2 



L_L8 

U 




= 225 



read 



We first divided the original number to be converted 
by 8. The remainder of this first division becomes the 
low-order digit of the conversion (5) . We then di- 
vide the quotient (received from the first division) 
by 8. Again the remainder becomes a part of the an- 
swer (next higher order, 2) . This is continued until 
the quotient is smaller than the divisor. At this time 
the final quotient is considered the high order of the 
conversion (2) . 

Octal to Decimal 

Convert the octal number 225 to its decimal equiva- 
lent. Rule: Multiply by 8 and add, as per example. 

2 2 5 
X 8 



16 


+ 2- 


18 


X 8 


144 


+ 5- 



149 

The high-order digit is multiplied by 8 and the next 
lower-order digit is added to the result. The resultant 
answer is then multiplied by 8 and the next lower- 
order digit is added to the result. When the low- 
order digit has been added to the answer, the process 
ends. In the following examples, where multiplication 
or division is used, detailed explanations will not be 
used because the operations are similar. 
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Octal-Decimal Integer Conversion Table 



4000 

to 
4777 

(Octal) 

Octal 
10000 
20000 
30000 
40000 
50000 
60000 
70000 



2048 

to 
2559 

(Decimol) 

Decimal 
• 4096 

■ 8192 

■ 12288 
■16384 
- 20480 

■ 24576 
■28672 








1 


2 


3 


4 


5 


6 


7 


4000 


2048 


2049 


2050 


2051 


2052 


2053 


2054 


2055 


4010 


2056 


2057 


2058 


2059 


2060 


2061 


2062 


2063 


4020 


2064 


2065 


2066 


2067 


2068 


2069 


2070 


2071 


4030 


2072 


2073 


2074 


2075 


2076 


2077 


2078 


2079 


4040 


20BO 


2081 


2082 


2083 


2084 


2085 


2086 


2087 


4050 


2088 


2089 


2090 


2091 


2092 


2093 


2094 


2095 


4060 


2096 


2097 


2098 


2099 


2 LOO 


2101 


2102 


2103 


4070 


2104 


2105 


2106 


2107 


2108 


2109 


2110 


2111 


4100 


2112 


2113 


2114 


2115 


2116 


2117 


2118 


2119 


4110 


2120 


2121 


2122 


2123 


2124 


2125 


2126 


2127 


4120 


2128 


2129 


2130 


2131 


2132 


2133 


2134 


2135 


4130 


2136 


2137 


2138 


2139 


2140 


2141 


2142 


2143 


4140 


2144 


2145 


2146 


2147 


2148 


2149 


2150 


2151 


4150 


2152 


2153 


2154 


2155 


2156 


2157 


2158 


2159 


4160 


2160 


2161 


2162 


2163 


2164 


2165 


2166 


2167 


4170 


2168 


2169 


2170 


2171 


2172 


2173 


2174 


2175 


4200 


2176 


2177 


2178 


2179 


2180 


2181 


2182 


2183 


4210 


2184 


2185 


2186 


2187 


2188 


2189 


2190 


2191 


4220 


2192 


2193 


2194 


2195 


2196 


2197 


2198 


2199 


4230 


2200 


2201 


2202 


2203 


2204 


2205 


2206 


2207 


4240 


2208 


2209 


2210 


2211 


2212 


2213 


2214 


2215 


4250 


2216 


2217 


2218 


2219 


2220 


2221 


2222 


2223 


4260 


2224 


2225 


2226 


2227 


2228 


2229 


2230 


2231 


4270 


2232 


2233 


2234 


2235 


2236 


2237 


2238 


2239 


4300 


2240 


2241 


2242 


2243 


2244 


2245 


2246 


2247 


4310 


2248 


2249 


2250 


2251 


2252 


2253 


2254 


2255 


4320 


2236 


2257 


2258 


2259 


2260 


2261 


2262 


2263 


4330 


2264 


2265 


2266 


2267 


2268 


2269 


2270 


2271 


4340 


2272 


2273 


2274 


2275 


2276 


2277 


2278 


2279 


4350 


2280 


2281 


2282 


2283 


2284 


2285 


2266 


2287 


4360 


2288 


2289 


2290 


2291 


2292 


2293 


2294 


2295 


4370 


2296 


2297 


2298 


2299 


2300 


2301 


2302 


2303 








1 


2 


3 


4 


5 


6 


7 


4400 


2304 


2305 


2306 


2307 


2308 


2309 


2310 


2311 


4410 


2312 


2313 


2314 


2315 


2316 


2317 


2316 


2319 


4420 


2320 


2321 


2322 


2323 


2324 


2325 


2326 


2327 


4430 


2328 


2329 


2330 


2331 


2332 


2333 


2334 


2335 


4440 


2336 


2337 


2338 


2339 


2340 


2341 


2342 


2343 


4450 


2344 


2345 


2346 


2347 


2348 


2349 


2350 


2351 


4460 


2352 


2353 


2354 


2355 


2356 


2357 


2358 


2359 


4470 


2360 


2361 


2362 


2363 


2364 


2365 


2366 


2367 


4500 


2368 


2369 


2370 


2371 


2372 


2373 


2374 


2375 


4510 


2376 


2377 


2378 


2379 


2380 


2381 


2382 


2383 


4520 


2384 


2385 


2386 


2387 


2388 


2389 


2390 


2391 


4530 


2392 


2393 


2394 


2395 


2396 


2397 


2398 


2399 


4540 


2400 


2401 


2402 


2403 


2404 


2405 


2406 


2407 


4550 


2408 


2409 


2410 


2411 


2412 


2413 


2414 


2415 


4560 


2416 


2417 


2418 


2419 


2420 


2421 


2422 


2423 


4570 


2424 


2425 


2426 


2427 


2428 


2429 


2430 


2431 


4600 


2432 


2433 


2434 


2435 


2436 


2437 


2438 


2439 


4610 


2440 


2441 


2442 


2443 


2444 


2445 


2446 


2447 


4620 


2448 


2449 


2450 


2451 


2452 


2453 


2454 


2455 


4630 


2456 


2457 


2458 


2459 


2460 


2461 


2462 


2463 


4640 


2464 


2465 


2466 


2467 


2468 


2469 


2470 


2471 


4650 


2472 


2473 


2474 


2475 


2476 


2477 


2478 


2479 


4660 


2480 


2481 


2482 


2483 


2484 


2485 


2486 


2487 


4670 


2488 


2489 


2490 


2491 


2492 


2493 


2494 


2495 


4700 


2496 


2497 


2498 


2499 


2500 


2501 


2502 


2503 


4710 


2504 


2505 


2506 


2507 


2508 


2509 


2510 


2511 


4720 


2512 


2513 


2514 


2515 


2516 


2517 


2518 


2519 


4730 


2520 


2521 


2522 


2523 


2524 


2525 


2526 


2527 


4740 


2528 


2529 


2530 


2531 


2532 


2533 


2534 


2535 


4750 


2536 


2537 


2538 


2539 


2540 


2541 


2542 


2543 


4760 


2544 


2545 


2546 


2547 


2548 


2549 


2550 


2551 


477012552 


2553 


2554 


2555 


2556 


2557 


2558 


2559 



5000 


2560 


to 


to 


5777 


3071 


(Octal) 


(Decimal) 





• 


1 


2 


3 


4 


5 


6 


7 ! 


5000 , 2560 


2561 


2562 


2563 


2564 


2565 


2566 


1 
25671 


5010 2568 


2569 


2570 


2571 


2572 


2573 


2574 


2575' 


5020 ! 2576 


2577 


2578 


2579 


2580 


2581 


2532 


2583i 


5030 


2584 


2585 


2586 


2587 


2588 


2589 


2590 


2591; 


5040 


2592 


2593 


2594 


2595 


2596 


2597 


2598 


2599 


5050 


2600 


2601 


2602 


2603 


2604 


2605 


2606 


2607! 


5060 


2608 


2609 


2610 


2611 


2612 


2613 


2614 


2615i 


5070 


2616 


2617 


2618 


2619 


2620 


2621 


2622 


2623 


5100 


2624 


2625 


2626 


2627 


2628 


2629 


2630 


2631 


5110 


2632 


2633 


2634 


2635 


2636 


2637 


2638 


2639 


5120 


2640 


2641 


2642 


2643 


2644 


2645 


2646 


2647 


5130 


2648 


2649 


2650 


2651 


2652 


2653 


2654 


2655 


5140 


2656 


2657 


2658 


2659 


2660 


2661 


2662 


2663 


5150 


2664 


2665 


2666 


2667 


2668 


2669 


2670 


2671 


5160 


2672 


2673 


2674 


2675 


2676 


2677 


2678 


2679 


5170 


2680 


2681 


2682 


2683 


2684 


2685 


2686 


2687 


5200 


2688 


2689 


2690 


2691 


2692 


2693 


2694 


2695 


5210 


2696 


2697 


2698 


2699 


2700 


2701 


2702 


2703 


5220 


2704 


2705 


2706 


2707 


2708 


2709 


2710 


2711 


5230 


2712 


2713 


2714 


2715 


2716 


2717 


2718 


2719 


5240 


2720 


2721 


2722 


2723 


2724 


2725 


2726 


2727 


5250 


2728 


2729 


2730 


2731 


2732 


2733 


2734 


2735 


5260 


2736 


2737 


2738 


2739 


2740 


2741 


2742 


2743 


5270 


2744 


2745 


2746 


2747 


2748 


2749 


2750 


2751 


5300 


2752 


2753 


2754 


2755 


2756 


2757 


2758 


2759 


5310 


2760 


2761 


2762 


2763 


2764 


2765 


2766 


2767 


5320 


2768 


2769 


2770 


2771 


2772 


2773 


2774 


2775 


5330 


2776 


2777 


2778 


2779 


2780 


2781 


2782 


2783 


5340 


2784 


2785 


2786 


2787 


2788 


2789 


2790 


2791 


5350 


2792 


2793 


2794 


2795 


2796 


2797 


2798 


2799 


5360 


2800 


2801 


2802 


2803 


2804 


2805 


2806 


2807 


5370 


2808 


2809 


2810 


2811 


2812 


2813 


2814 


2815 








1 


2 


3 


4 


5 


6 


7 


5400 2816 


2817 


2818 


2819 


2820 


2821 


2822 


2623 


5410 2824 


2825 


2826 


2827 


2828 


2829 


2830 


2831 


5420 2832 


2833 


2834 


2835 


2836 


2837 


2838 


2839 


5430 I 2840 


2841 


2842 


2843 


2844 


2845 


2846 


2847 


5440 '2848 


2849 


2850 


2851 


2852 


2853 


2854 


2855 


545012856 


2857 


2858 


2859 


2860 


2861 


2862 


2863 


5460 


2864 


2865 


2866 


2867 


2868 


2869 


2870 


2871 


5470 


2872 


2873 


2874 


2875 


2876 


2877 


2878 


2879 


5500 


2880 


2881 


2882 


2883 


2884 


2865 


2886 


2887 


5510 


2888 


2889 


2890 


2891 


2892 


2893 


2894 


2895 


5520 


2896 


2897 


2898 


2899 


2900 


2901 


2902 


2903 


5530 2904 


2905 


2906 


2907 


2908 


2909 


2910 


2911 


5540 


2912 


2913 


2914 


2915 


2916 


2917 


2918 


2919 


5550 


2920 


2921 


2922 


2923 


2924 


2925 


2926 


2927 


5560 


2928 


2929 


2930 


2931 


2932 


2933 


2934 


2935 


5570 


2936 


2937 


2938 


2939 


2940 


2941 


2942 


2943 


5600 


2944 


2945 


2946 


2947 


2948 


2949 


2950 


2951 


5610 


2952 


2953 


2954 


2955 


2956 


2957 


2958 


2959 


5620 


2960 


2961 


2962 


2963 


2964 


2965 


2966 


2967 


5630 


2968 


2969 


2970 


2971 


2972 


2973 


2974 


2975 


5640 


2976 


2977 


2978 


2979 


2980 


2981 


2982 


2983 


5650 


2984 


2985 


2986 


2987 


2988 


2989 


2990 


2991 


5660 


2992 


2993 


2994 


2995 


2996 


2997 


2998 


2999 


5670 


3000 


3001 


3002 


3003 


3004 


3005 


3006 


3007 


5700 


3008 


3009 


3010 


3011 


3012 


3013 


3014 


3015 


5710 


3016 


3017 


3018 


3019 


3020 


3021 


3022 


3023 


5720 


3024 


3025 


3026 


3027 


3028 


3029 


3030 


3031 


5730 


3032 


3033 


3034 


3035 


3036 


3037 


3038 


3039 


5740 


3040 


3041 


3042 


3043 


3044 


3045 


3046 


3047 


5750 


3048 


3049 


3050 


3051 


3052 


3053 


3054 


3055 


5760 


3056 


3057 


3058 


3059 


3060 


3061 


3062 


3063 


5770 


3064 


3065 


3066 


3067 


3068 


3069 


3070 


3071 
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Octal-Decimal Integer Conversion Table 




4000 


3072 


to 


to 


6777 


3583 


(Octal) 


(Decimal) 


Octal 


Decimal 


10000- 


4096 


20000 - 


8192 


30000- 


12288 


40000- 


16384 


50000 - 


20480 


60000 - 


24576 


70000 - 


28672 



7000 
7010 
7020 
7030 
7040 
7050 
7060 
7070 

7100 
7110 
7120 
7130 
7140 
7150 
7160 
7170 

7200 
7210 
7220 
7230 
7240 
7250 
7260 
7270 

7300 
7310 
7320 
7330 
7340 
7350 
7360 
7370 



1 



6 



3584 
3592 
3600 
3608 
3616 
3624 
3632 
3640 

3648 
3656 
3664 
3672 
3680 
3688 
3696 
3704 

3712 
3720 
3728 
3736 
3744 
3752 
3760 
3768 



3585 
3593 
3601 
3609 
3617 
3625 
3633 
3641 

3649 
3657 
3665 
3673 
3681 
3689 
3697 
3705 

3713 
3721 
3729 
3737 
3745 
3753 
3761 
3769 



3776 3777 

3784 3785 

3792 3793 

3800 3801 

3808 3809 

3816 3817 

3824 3825 

3832 3833 



3586 
3594 
3602 
3610 
3618 
3626 
3634 
3642 

3650 
3658 
3666 
3674 
3682 
3690 
3698 
3706 

3714 
3722 
3730 
3738 
3746 
3754 
3762 
3770 

3778 
3786 
3794 
3602 
3810 
3818 
3826 
3834 



3587 
3595 
3603 
3611 
3619 
3627 
3635 
3643 

3651 
3659 
3667 
3675 
3683 
3691 
3699 
3707 

3715 
3723 
3731 
3739 
3747 
3755 
3763 
3771 

3779 
3787 
3795 
3803 
3811 
3819 
3827 
3835 



3588 
3596 
3604 
3612 
3620 
3628 
3636 
3644 

3652 
3660 
3668 
3676 
3684 
3692 
3700 
3708 

3716 
3724 
3732 
3740 
3748 
3756 
3764 
3772 

3780 
3788 
3796 
3804 
3812 
3820 
3828 
3836 



3589 
3597 
3605 
3613 
3621 
3629 
3637 
3645 

3653 
3661 
3669 
3677 
3685 
3693 
3701 
3709 

3717 
3725 
3733 
3741 
3749 
3757 
3765 
3773 

3781 
3789 
3797 
3805 
3813 
3821 
3829 
3837 



3590 
3598 
3606 
3614 
3622 
3630 
3638 
3646 

3654 
3662 
3670 
3678 
3686 
3694 
3702 
3710 

3718 
3726 
3734 
3742 
3750 
3758 
3766 
3774 

3782 
3790 
3798 
3806 
3814 
3822 
3830 
3838 



3591 
3599 
3607 
3615 
3623 
3631 
3639 
3647 

3655 
3663 
3671 
3679 
3687 
3695 
3703 
3711 

3719 
3727 
3735 
3743 
3751 
3759 
3767 
3775 

3783 
3791 
3799 
3807 
3815 
3823 
3831 
3839 



7400 
7410 
7420 
7430 
7440 
7450 
7460 
7470 

7500 
7510 
7520 
7530 
7540 
7550 
7560 
7570 

7600 
7610 
7620 
7630 
7640 
7650 
7660 
7670 

7700 
7710 
7720 
7730 
7740 
7750 
7760 
7770 



3 



3840 
3848 
3856 
3864 
3872 
3880 
3888 
3896 

3904 
3912 
3920 
3928 
3936 
3944 
3952 
3960 



3841 
3849 
3857 
3665 
3873 
3881 
3889 
3897 

3905 
3913 
3921 
3929 
3937 
3945 
3953 
3961 



3842 
3850 
3858 
3866 
3874 
3682 
3890 
3898 

3906 
3914 
3922 
3930 
3938 
3946 
3954 
3962 



3843 
3851 
3859 
3867 
3875 
3883 
3891 
3899 

3907 
3915 
3923 
3931 
3939 
3947 
3955 
3963 



3844 
3852 
3860 
3868 
3876 
3884 
3892 
3900 

3908 
3916 
3924 
3932 
3940 
3948 
3956 
3964 



3845 
3853 
3861 
3869 
3877 
3885 
3893 
3901 

3909 
3917 
3925 
3933 
3941 
3949 
3957 
3965 



3846 
3854 
3862 
3870 
3878 
3886 
3894 
3902 

3910 
3918 
3926 
3934 
3942 
3950 
3958 
3966 



3847 
3855 
3863 
3871 
3879 
3887 
3895 
3903 

3911 
3919 
3927 
3935 
3943 
3951 
3959 
3967 



3968 


3969 


3970 


3971 


3972 


3973 


3974 


3975 


3976 


3977 


3978 


3979 


3980 


398r 


3982 


3983 


3984 


3985 


3986 


3987 


3988 


3989 


3990 


3991 


3992 


3993 


3994 


3995 


3996 


3997 


3998 


3999 


4000 


4001 


4002 


4003 


4004 


4005 


4006 


4007 


4008 


4009 


4010 


4011 


4012 


4013 


4014 


4015 


4016 


4017 


4018 


4019 


4020 


4021 


4022 


4023 


4024 


4025 


4026 


4027 


4028 


4029 


4030 


4031 



4032 
4040 
4048 
4056 
4064 
4072 
4080 
4088 



4033 
4041 
4049 
4057 
4065 
4073 
4081 
4089 



4034 
4042 
4050 
4058 
4066 
4074 
4082 
4090 



4035 
4043 
4051 
4059 
4067 
4075 
4083 
4091 



4036 
4044 
4052 
4060 
4068 
4076 
4084 
4092 



4037 
4045 
4053 
4061 
4069 
4077 
4085 
4093 



4038 
4046 
4054 
4062 
4070 
4078 
4086 
4094 



4039 
4047 
4055 
4063 
4071 
4079 
4087 
40951 



7000 


3584 


to 


to 


7777 


4095 


(Octal) 


(Decimal) 
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APPENDIX B 
OCTAL-DECIMAL INTEGER CONVERSION TABLE 



oooo 

Jo 
0777 
(Octal) 



Octal 
10000 
20000 
30000 
40000 
50000 
60000 
70000 



0000 

to 

051 T 

(Decimal) 



Decimal 
. 4096 

■ 8192 
12288 

■16384 
■20480 

■ 24576 
■28672 



0000 
0010 
0020 
0030 
0040 
0050 
0060 
0070 

0100 
0110 
0120 
0130 
0140 
0150 
0160 
0170 

0200 
0210 
0220 
0230 
0240 
0250 
0260 
0270 

0300 
0310 
0320 
0330 
0340 
0350 
0360 
0370 



1 



0000 
0008 
0016 
0024 
0032 
0040 
0048 
0056 

0064 
0072 
0080 
0088 
0096 
0104 
0112 
0120 

0128 
0136 
0144 
0152 
0160 
0168 
0176 
0184 

0192 
0200 
0208 
0216 
0224 
0232 
0240 
0248 



0001 
0009 
0017 
0025 
0033 
0041 
0049 
0057 

0065 
0073 
0081 
0089 
0097 
0105 
0H3 
0121 

0129 
0137 
0145 
0153 
0161 
0169 
0177 
0185 

0193 
0201 
0209 
0217 
0225 
0233 
0241 
0249. 



0002 
0010 
0018 
0026 
0034 
0042 
0050 
0058 

0066 
0074 
0082 
0090 
0098 
0106 
0114 
0122 

0130 
0138 
0146 
0154 
0162 
0170 
0178 
0186 

0194 
0202 
0210 
0218 
0226 
0234 
0242 
0250 



0002 
0011 
0019 
0027 
0035 
0043 
0051 
0059 

0067 
0075 
0083 
0091 
0099 
0107 
0115 
0123 

0131 
0139 
0147 
0155 
0163 
0171 
0179 
0187 

0195 
0203 
0211 
0219 
0227 
0235 
0243 
0251 



0004 
0012 
0020 
0028 
0036 
0044 
0052 
0060 

0068 
0076 
0084 
0092 
0100 
0108 
0116 
0124 

0132 
0140 
0148 
0156 
0164 
0172 
0180 
0168 

0196 
0204 
0212 
0220 
0228 
0236 
0244 
0252 



0005 
0013 
0021 
0029 
0037 
0045 
0053 
0061 

0069 
0077 
0085 
0093 
0101 
0109 
0117 
0125 

0133 
0141 
0149 
0157 
0165 
0173 
0181 
0189 

0197 
0205 
0213 
0221 
0229 
0237 
0245 
0253 



0006 
0014 
0022 
0030 
0038 
0046 
0054 
0062 

0070 
0078 
0086 
0094 
0102 
0110 
0118 
01?<> 



0007 | 
0015 | 
0023 
0031 , 
0039 ! 
0047 
0055 j 
0063; 

0071 
0079 
0087 
0095 
0103 

on; 

0119 
0127 



0134 0135 

0142 0143 

0150 0151 

0158 0159 1 

0166 0167 I 

0174 0175 ; 

0182 0183 1 

0190 0191 i 



0198 
0206 
0214 
0222 
0230 
0238 
0246 
0254 



0199; 
0207 
0215 I 
0223 
0231 
0239 j 
0247 j 
0255 








1 


2 


3 


4 


5 


6 


7 


0400 


0256 


0257 


0253 


0259 


0260 


0261 


0262 


0263 


0410 


0264 


0265 


0266 


0267 


0268 


0269 


0270 


0271 


0420 


0272 


0273 


0274 


0275 


0276 


0277 


0278 


0279 


0430 


0280 


0281 


0282 


0283 


0284 


0285 


02S6 


0287 


0440 


0288 


0289 


0290 


0291 


0292 


0293 


0294 


0295 


0450 


0296 


0297 


0298 


0299 


0300 


0301 


0302 


0303 


0460 


0304 


0305 


0306 


0307 


0308 


0309 


0310 


0311 


0470 


0312 


0313 


0314 


0315 


0316 


0317 


0318 


0319 


0500 i0320 


0321 


0322 


0323 


0324 


0325 


0326 


0327 


0510 


0328 


0329 


0330 


0331 


0332 


0333 


0334 


0335 


0520 


0336 


0337 


0338 


0339 


0340 


0341 


0342 


0343 


0530 


0344 


0345 


0346 


0347 


0348 


0349 


0350 


0351 


0540 


0352 


0353 


0354 


0355 


0356 


0357 


0358 


0359 


0550 


0360 


0361 


0362 


0363 


0364 


0365 


0366 


0367 


0560 


0368 


0369 


0370 


0371 


0372 


0373 


0374 


0375 


0570 


0376 


0377 


0378 


0379 


0380 


0381 


0382 


0383 


0600 0384 


0385 


0386 


0387 


0388 


0389 


0390 


0391 


0610 


0392 


0393 


0394 


0395 


0396 


0397 


0398 


0399 


0620 


0400 


0401 


0402 


0403 


0404 


0405 


0406 


0407 


0630 


0408 


0409 


0410 


0411 


0412 


0413 


0414 


0415 


0640 


0416 


0417 


0418 


0419 


0420 


0421 


0422 


0423 


0650 


0424 


0425 


0426 


0427 


0428 


0429 


0430 


0431 


0660 0432 


0433 


0434 


0435 


0436 


0437 


0438 


0439 


0670 j 0440 


0441 


0442 


0443 


0444 


0445 


0446 


0447 


0700 ' 0448 


0449 


0450 


0451 


0452 


0453 


0454 


0455 


0710 | 0456 


0457 


0458 


0459 


0460 


0461 


0462 


0463 


0720 0464 


0465 


0466 


0467 


0468 


0469 


0470 


0471 


0730:0472 


0473 


0474 


047 'j 


0476 


0477 


0478 


0479 


0740 


0480 


0481 


0482 


0483 


0484 


0485 


04B6 


0487 


0750 


0488 


0489 


0490 


0491 


0492 


0493 


0494 


0495 


0760 


0496 


0497 


0498 


0499 


0500 


0501 


0502 


0503 


0770 


0504 


0505 


0506 


0507 


0508 


0509 


0510 


0511 



1000 


0512 


te 


to 


1777 


1023 


(Octal) 


( Decimal) 








1 


2 


3 


4 


5 


6 


7 1 


1000 


0512 


0513 


0514 


0515 


0516 


0517 


0518 


0519 


1010 


0520 


0521 


0522 


0523 


0524 


0525 


0526 


0527 


1020; 0528 


0529 


0530 


0531 


0532 


0533 


0534 


0535 


1030 0536 


0537 


0538 


0539 


0540 


0541 


0542 


0543 


1040j 0544 


0545 


0546 


0547 


0548 


0549 


0550 


0551 


1050 


0552 


0553 


0554 


0555 


0556 


0557 


0558 


0559 


1060 


0560 


0561 


0562 


0563 


0564 


0565 


0566 


0567 


1070 


0568 


0569 


0570 


0571 


0572 


0573 


0574 


0575 


1100 


0576 


0577 


0578 


0579 


0580 


0581 


0582 


0583 


1110 


0584 


0585 


0586 


0587 


0588 


0589 


0590 


0591 


1120 


0592 


0593 


0594 


0595 


0596 


0597 


0598 


0599 


1130 


0600 


0601 


0602 


0603 


0604 


0605 


0606 


0607 


1140 


0608 


0609 


0610 


0611 


0612 


0613 


0614 


0615 


1150 


0616 


0617 


0618 


0619 


0620 


0621 


0622 


0623 


1160 


0624 


0625 


0626 


0627 


0628 


0629 


0630 


0631 


1170 


0632 


0633 


0634 


0635 


0636 


0637 


0638 


0639 


1200 


0640 


0641 


0642 


0643 


0644 


0645 


0646 


0647 


1210 


0648 


0649 


0650 


0651 


0652 


0653 


0654 


0655 


1220 


0656 


0657 


0658 


0659 


0660 


0661 


0662 


0663 


1230 


0664 


0665 


0666 


0667 


0668 


0669 


0670 


0671 


1240 


0672 


0673 


0674 


0675 


0676 


0677 


0678 


0679 


1250 


0680 


0681 


0682 


0683 


0684 


0685 


0686 


0687 


1260 


0688 


0689 


0690 


0691 


0692 


0693 


0694 


0695 


1270 


0696 


0697 


0698 


0699 


0700 


0701 


0702 


0703 


1300 


0704 


0705 


0706 


0707 


0708 


0709 


0710 


0711 


1310 


0712 


0713 


0714 


0715 


0716 


0717 


0718 


0719 


1320 


0720 


0721 


0722 


0723 


0724 


0725 


0726 


0727 


1330 


0728 


0729 


0730 


0731 


0732 


0733 


0734 


0735 


1340 


0736 


0737 


0738 


0739 


0740 


0741 


0742 


0743 


1350 


0744 


0745 


0746 


0747 


0748 


0749 


0750 


0751 


1360 


0752 


0753 


0754 


0755 


0756 


0757 


0758 


0759 


1370 


0760 


0761 


0762 


0763 


0764 


0765 


0766 


0767 








1 


2 


3 


4 5 


6 


7 


1400 


0768 


0769 


0770 


0771 


0772 0773 


0774 


0775 


1410 


0776 


0777 


0778 


0779 


0780 0781 


0782 


0783 


1420 


0784 


0785 


0786 


0787 


0788 0789 


0790 


0791 


1430 


0792 


0793 


0794 


0795 


0796 0797 


0798 


0799 


1440 10800 


0801 


0802 


0803 


0804 0805 


0806 


0807 


1450 


0808 


0809 


0810 


0811 


0812 0813 


0814 


0815 


1460 


0816 


0817 


0818 


0819 


0820 0821 


0822 


0823 


1470 


0824 


0825 


0826 


0827 


0828 ■ 0829 


0830 


0831 


1500 


0832 


0833 


0834 


0835 


0836 0837 


0838 


0839 


1510 


0840 


0841 


0842 


0843 


0844 0845 


0846 


0847 


1520 : 0848 


0849 


0850 


0851 


0852 0853 


0854 


0855 


1530 0856 


0857 


0858 


0859 


0860 0861 


0862 


0863 


1540 


0864 


0865 


0866 


0867 


0868 0869 


0870 


0871 


1550 


0872 


0873 


0874 


0875 


0876 0877 


0878 


0879 


1560 


0880 


0681 


0882 


0883 


0884 0885 


0886 


0887 


1570 


0888 


0889 


0890 


0891 


0892 0893 


0894 


0895 


1600 


0896 


0897 


0898 


0899 


0900 0901 


0902 


0903 


1610 


0904 


0905 


0906 


0907 


0908 0909 


0910 


0911 


1620 


0912 


0913 


0914 


0915 


0916 0917 


0918 


0919 


1630 


0920 


0921 


0922 


0923 


0924 0925 


0926 


0927 


1640 


0928 


0929 


0930 


0931 


0932 0933 


0934 


0935 


1650 


0936 


0937 


0938 


0939 


0940 0941 


0942 


0943 


1660 


0944 


0945 


0946 


0947 


0948 0949 


0950 


0951 


1670 


0952 


0953 


0954 


0955 


0956 0957 


0958 


0959 


1700 


0960 


0961 


0962 


0963 


0964 0965 


0966 


0967 


1710 


0968 


0969 


0970 


0971 


0972 0973 


0974 


0975 


1720 


0976 


0977 


0978 


0979 


0980 0981 


0982 


0983 


1730 


0984 


0985 


0986 


0987 


0988 0989 


0990 


0991 


1740 


0992 


0993 


0994 


0995 


0996 0997 


0998 


0999 


1750 


1000 


1001 


1002 


1003 


1004 1005 


1006 


1007 


1760 


1008 


1009 


1010 


1011 


1012 1013 


1014 


1015 


1770 


1016 


1017 


1018 


1019 


1020 1021 


1022 


1023 



157 



Octal-Decimal Integer Conversion Table 








1 


2 


3 


4 


5 


6 


7 


2000 


1024 


1025 


1026 


1027 


1028 


1029 


1030 


1031 


2010 


1032 


1033 


1034 


1035 


1036 


1037 


1038 


1039 


2020 


1040 


1041 


1042 


1043 


1044 


1045 


1046 


1047 


2030 


1048 


1049 


1050 


1051 


1052 


1053 


1054 


1055 


2040 


1056 


1057 


1058 


1059 


1060 


1061 


1062 


1063 


2050 


1064 


1065 


1066 


1067 


1068 


1069 


1070 


1071 


2060 


1072 


1073 


1074 


1075 


1076 


1077 


1078 


1079 


2070 


1060 


1081 


1082 


1083 


1084 


1085 


1086 


1087 


2100 


1088 


1089 


1090 


1091 


1092 


1093 


1094 


1095 


2110 


1096 


1097 


1098 


1099 


1100 


1101 


1102 


1103 


2120 


1104 


1105 


1106 


1107 


1108 


1109 


1110 


1111 


2130 


1112 


1113 


1114 


1115 


1116 


1117 


1118 


1119 


2140 


1120 


1121 


1122 


1123 


1124 


1125 


1126 


1127 


2150 


1128 


1129 


1130 


1131 


1132 


1133 


1134 


1135 


2160 


1136 


1137 


1138 


1139 


1140 


1141 


1142 


1143 


2170 


1144 


1145 


1146 


1147 


1148 


1149 


1150 


1151 


2200 


1152 


1153 


1154 


1155 


1156 


1157 


1158 


1159 


2210 


1160 


1161 


1162 


1163 


1164 


1165 


1166 


1167 


2220 


1168 


1169 


1170 


1171 


1172 


1173 


1174 


1175 


2230.1176 


1177 


1178 


1179 


1180 


1181 


1182 


1183 


224011184 


1185 


1186 


1187 


1188 


1189 


1190 


1191 


2250 | 1192 


1193 


1194 


1195 


1196 


1197 


1198 


1199 


2260(1200 


1201 


1202 


1203 


1204 


1205 


1206 


1207 


2270 


1208 


1209 


1210 


1211 


1212 


1213 


1214 


1215 


2300 


1216 


1217 


1216 


1219 


1220 


1221 


1222 


1223. 


2310 


1224 


1225 


1226 


1227 


1228 


1229 


1230 


1231 


2320 


1232 


1233 


1234 


1235 


1236 


1237 


1238 


1239, 


2330 


1240 


1241 


1242 


1243 


1244 


1245 


1246 


1247 


2340 


1248 


1249 


1250 


1251 


1252 


1253 


1254 


1255 


2350 


1256 


1257 


1256 


1259 


1260 


1261 


1262 


1263 


2360 


1264 


1265 


1266 


1267 


1266 


1269 


1270 


1271 


2370 


1272 


1273 


1274 


1275 


1276 


1277 


1278 


1279J 








1 


2 


3 


4 


5 


6 


7 


2400 


1280 


1281 


1282 


1283 


1284 


1285 


1286 


1287 


2410 


1288 


1289 


1290 


1291 


1292 


1293 


1294 


1295 


2420 


1296 


1297 


1298 


1299 


1300 


1301 


1302 


1303 


2430 


1304 


1305 


1306 


1307 


1308 


1309 


1310 


1311 


2440 


1312 


1313 


1314 


1315 


1316 


1317 


1318 


1319 


2450 


1320 


1321 


1322 


1323 


1324 


1325 


1326 


1327 


2460 


1328 


1329 


1330 


1331 


1332 


1333 


1334 


1335 


2470 


1336 


1337 


1338 


1339 


1340 


1341 


1342 


1343 


2500 


1344 


1345 


1346 


1347 


1348 


1349 


1350 


1351 


2510 


1352 


1353 


1354 


1355 


1356 


1357 


1358 


1359 


2520 


1360 


1361 


1362 


1363 


1364 


1365 


1366 


1367 


2530 


1366 


1369 


1370 


1371 


1372 


1373 


1374 


1375 


2540 


1376 


1377 


1378 


1379 


1380 


1381 


1382 


1383 


2550 


1384 


1385 


1386 


1387 


1388 


1389 


1390 


1391 


2560 


1392 


1393 


1394 


1395 


1396 


1397 


1398 


1399 


2570 


1400 


1401 


1402 


1403 


1404 


1405 


1406 


1407 


2600 


1408 


1409 


1410 


1411 


1412 


1413 


1414 


1415 


2610 


1416 


1417 


1418 


1419 


1420 


1421 


1422 


1423 


,2620 


1424 


1425 


1426 


1427 


1428 


1429 


1430 


1431 


2630 


1432 


1433 


1434 


1435 


1436 


1437 


1438 


1439 


2640 


1440 


1441 


1442 


1443 


1444 


1445 


1446 


1447 


,2650 


1448 


1449 


1450 


1451 


1452 


1453 


1454 


1455 


2660 


1456 


1457 


1458 


1459 


1460 


1461 


1462 


1463 


12670 


1464 


1465 


1466 


1467 


1468 


1469 


1470 


1471 


'2700 


1472 


1473 


1474 


1475 


1476 


1477 


1478 


1479 


'2710 


1480 


1481 


1482 


1483 


1484 


1485 


1486 


1487 


2720 


1488 


1489 


1490 


1491 


1492 


1493 


1494 


1495 


'2730 


1496 


1497 


1498 


1499 


1500 


1501 


1502 


1503 


12740 


1504 


1505 


1506 


1507 


1508 


1509 


1510 


1511 


,2750 


1512 


1513 


1514 


1515 


1516 


1517 


1518 


1519 


'2760 


1520 


1521 


1522 


1523 


1524 


1525 


1526 


1527 


2770 


1528 


1529 


1530 


1531 


1532 


1533 


1534 


1535 



2000 


1024 


to 


to 


2777 


1535 


(Octal) 


(Decimal) 



Octal 
10000 
20000 
30000 
40000 
50000 
60000 
70000 



Decimal 
. 4096 
. 8192 

12288 
■ 16384 
■20480 
•24576 
•28672 








1 


2 


3 


4 


5 


6 


7 


3000 


1536 


1537 


1538 


1539 


1540 


1541 


1542 


1543 


3010 


1544 


1545 


1546 


1547 


1548 


1549 


1550 


1551 


3020 


1552 


1553 


1554 


1555 


1556 


1557 


1558 


1559 


3030 


1560 


1561 


1562 


1563 


1564 


1565 


1566 


1567 i 


3040 


1566 


1569 


1570 


1571 


1572 


1573 


1574 


1575 


3050 


1576 


1577 


1578 


1579 


1580 


1581 


1582 


1583 


3060 


1564 


1585 


1586 


1587 


1588 


1589 


1590 


1591 


3070 


1592 


1593 


1594 


1595 


1596 


1597 


1598 


1599 


3100 


1600 


1601 


1602 


1603 


1604 


1605 


1606 


1607 


3110 


1608 


1609 


1610 


1611 


1612 


1613 


1614 


1615 


3120 


1616 


1617 


1618 


1619 


1620 


1621 


1622 


1623 


3130 


1624 


1625 


1626 


1 ' 1 


1628 


1629 


1630 


1631 


3140 


1632 


1633 


1634 


1635 


1636 


1637 


1638 


1639 


3150 


1640 


1641 


1642 


1643 


1644 


1645 


1646 


1647 


3160 


1648 


1649 


1650 


1651 


1652 


1653 


1654 


1655 


3170 


1656 


1657 


1658 


1659 


1660 


1661 


1662 


1663 


3200 


1664 


1665 


1666 


1667 


1668 


1669 


1670 


1671 


3210 


1672 


1673 


1674 


1675 


1676 


1677 


1678 


1679 


3220 


1680 


1681 


1682 


1683 


1684 


1685 


1686 


1687 


3230 


1688 


1689 


1690 


1691 


1692 


1693 


1694 


1695 


3240 


1696 


1697 


1698 


1699 


1700 


1701 


1702 


1703 


3250 


1704 


1705 


1706 


1707 


1708 


1709 


1710 


1711 


3260 


1712 


1713 


1714 


1715 


1716 


1717 


1718 


1719 


3270 


1720 


1721 


1722 


1723 


1724 


1725 


1726 


1727 


3300 


1728 


1729 


1730 


1731 


1732 


1733 


1734 


1735 


3310 


1736 


1737 


1738 


1739 


1740 


1741 


1742 


1743 


3320 


1744 


1745 


1746 


1747 


1748 


1749 


1750 


1751 


3330 


1752 


1753 


1754 


1755 


1756 


1757 


1758 


1759 


3340 


1760 


1761 


1762 


1763 


1764 


1765 


1766 


1767 j 


3350 


1768 


1769 


1770 


1771 


1772 


1773 


1774 


1775! 


3360 


1776 


1777 


1778 


1779 


1780 


1781 


1782 


1783| 


3370 


1784 


1785 


1786 


1787 


1788 


1789 


1790 


1791| 








1 


2 


3 


4 


5 


6 


7 


3400 


1792 


1793 


1794 


1795 


1796 


1797 


1798 


1799 


3410 


1800 


1801 


1802 


1803 


1804 


1805 


1806 


1807 


3420 


1808 


1809 


1810 


1811 


1812 


1813 


1814 


1815 


3430 


1816 


1817 


1818 


1819 


1820 


1821 


1822 


1823 


3440 


1824 


1825 


1826 


1827 


1828 


1829 


1830 


1831 


3450 


1832 


1833 


1834 


1835 


1836 


1837 


1838 


1839 


3460 


1840 


1841 


1842 


1843 


1844 


1845 


1846 


1847 


3470 


1848 


1849 


1850 


1851 


1852 


1853 


1854 


1855 


3500 


1856 


1857 


1858 


1859 


1860 


1861 


1862 


1883 


3510 


1864 


1865 


1866 


1867 


1868 


1869 


1870 


1871 


3520 


1872 


1873 


1874 


1875 


1876 


1877 


1878 


1879 


3530J 1880 


1881 


1882 


1883 


1884 


1885 


1886 


1887 


3540 


1888 


1889 


1890 


1891 


1892 


1893 


1894 


1895 


3550 


1896 


1897 


1898 


1899 


1900 


1901 


1902 


1903 


3560 


1904 


1905 


1906 


1907 


1908 


1909 


1910 


1911 


3570 


1912 


1913 


1914 


1915 


1916 


1917 


1918 


1919 


3600 


1920 


1921 


1922 


1923 


1924 


1925 


1926 


1927 


3610 


1928 


1929 


1930 


1931 


1932 


1933 


1934 


1935 


3620 


1936 


1937 


1938 


1939 


1940 


1941 


1942 


1943 


3630 


1944 


1945 


1946 


1947 


1948 


1949 


1950 


1951 


3640:1952 


1953 


1954 


1955 


1956 


1957 


1958 


1959 


3650 1960 


1961 


1962 


1963 


1964 


1965 


1966 


1967 


j 3660 ,1968 


1969 


1970 


1971 


1972 


1973 


1974 


1975 


3670 j 1976 


1977 


1978 


1979 


19B0 


1981 


1982 


1983 


3700 | 1984 


1985 


1986 


1987 


1968 


1989 


1990 


1991 


3710 


1992 


1993 


1994 


1995 


1996 


1997 


1998 


1999 


3720 


2000 


2001 


2002 


2003 


2004 


2005 


2006 


2007 


3730 


2008 


2009 


2010 


2011 


2012 


2013 


2014 


2015 


3740 


2016 


2017 


2018 


2019 


2020 


2021 


2022 


2023 


3750 


2024 


2025 


2026 


2027 


2028 


2029 


2030 


2031 


3760 


2032 


2013 


2034 


2035 


2036 


2037 


2038 


2039 


3770 


2040 


2041 


2042 


2043 


2044 


2045 


2046 


2047 



3000 


1536 


to 


to 


3777 


2047 


(Octal) 


(Decimal) 
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Octal to Binary and Binary to Octal 

Rule: Express the number in binary groups of three. 

OCTAL TO BINARY 
2 2 5 

010 010 101 = 010 010 101 
Decimal to Binary 



BINARY TO OCTAL 
010 010 101 



225 



Rule: Divide the decimal number by 2 and develop 
as per example; convert 149 to its binary equivalent. 

2 1 149 Remainder 1 

2|_J74 o 

2 |_37 " i 

2 LiS 

2 u i 

2 Li 

2 Li " o 

2 Li 1 

" read 

Binary to Decimal 

Rule: Multiply by 2 and add as per example; convert 
010 010 101 to its decimal equivalent. 



= 010 010 101 



1C 


010 101 


X 2 
2 








+ oJ 

2 






X 2 






4 






+ o—l 






4 






X 2 

8 






+ 1—1 






9 






X 2 
18 






+ o— 






18 




X 2 




36 




+_2 ' 
37 




X 2 




74 1 




+ o ' 
74 




X 2 
148 
i i - 




+ l 
149 









OR 10 010 101 

= 1(2') + (2°) + 0(2*)+ 1(2') + 

(2 3 ) + 1 (2 2 ) + (2 1 ) + 1 (2") 
= 128 + 16 + 4+1 
= 149 



Fractions 

Decimal to Octal 

Rule: Multiply by 8 and develop the octal number 
as per example: 



Read 



.149 
X 8 



1 
4 
2 



.192 
X 8 



.536 
X 8 



.288 
X 8 



.304 
.1142 + 



Octal to Decimal 



Rule: Express as powers of 8, add and divide as per 
example: 

.1 142 = 1 (8-i) + 1 (8-2) + 4 (8-3) 4- 2 (8-*) 
= 1/8 + 1/64 4- 4/512 + 2/4096 
= 610/4096 
= .1489 plus 
or .149 

Octal to Binary and Binary to Octal 

Rule: The same rule applies for fractions as for 
whole numbers. 



Example: 

.1 l 
.oof 001 



4 2 
100 010 



.001 

.1 



001 

1 



100 
4 



010 
2 



Binary to Decimal 



The same rule applies as for whole numbers; for 
example: 

.001 001 100 010 

= 1 (2-3) + 1 (2-«) + 1 (2-t) + 1 (2-n) 
= 1/8 + 1/64 + 1/128 4-1/2048 
= 305/2048 
= .1489 plus 
or. 149 



Decimal to Binary 

The same rule applies as for whole numbers. For 
example: 
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Read 





.149 


• 


X 2 





.298 




X 2 





.596 




X 2 


1 


.192 




X 2 





.384 




X 2 





.768 




X 2 


1 


.536 




X 2 


1 


.072 




X 2 





.144 




X 2 





.288 




X 2 





.576 




X 2 


1 


.152 




X 2 





.304 


= 


.001 001 100 010 + 



Improper Fractions 

Decimal to Binary 

This requires conversion from decimal to octal and 
then to binary. For example, convert 149.149 to its 
binary equivalent. 



8 | 149. remainder 5 

8 | 18. " 2 

8 [_2_. " 2 

read. 



.149 
X 8 



2 2 
010 OH? 



5 1 
101 .00? 



1 
00? 



I 

1 

4 

read. 2 
4 2 
100 010 



.192 
X 8 



.536 
X 8 



.288 
X 8 



.304 



149.149 10 = 225.1142, = 010 010 101.001 001 100 010., 



Binary to Decimal 

This requires conversion from binary to octal and 
then to decimal. 

Convert to decimal: 



010 010 101.001 001 100 010 
= 2 2 5 • 1 ^T 'T" ^T 



X 8 
16 




+ 2^ 
18 


X 8 

144 


+ 5^ 1 



I 4_ _L i _L i 2 

8 I 64 ' 512 T" inur. — 



409G 



149. 



610 
4096 

.149 



As with decimal-to-binary, conversion of the integer 
and fraction parts is performed independently. 



Floating-Point Word 

Decimal to Floating Poim 

Convert decimal 149.149 to normal floating-point 
word. 

Decimal to octal: 
I49.149 M = 225.I142, 

Octal to binary: 
225.1 142. = 010 010 101.001 001 100 010 2 

Binary to floating point word: 

10 010 101.001 001 100 010X20 = 
.10 010 101 001 001 100 010X28 
8 + 128 = 136 (Characteristic) 

10 001 000.100 101 010 010 011 000 1 FP 



Characteristic 
2 1 0.4 



Fraction 
5 2 2 3 4, 



note: Word is normal if the fraction is less than 1, but greater 
than or equal to one-half. 
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APPENDIX C 
OCTAL-DECIMAL FRACTION CONVERSION TABLE 





OCTAL 


DEC. 


OCTAL 


DEC. 


OCTAL 


DEC. 


OCTAL 


DEC. 




.000 


. 000000 


.100 


. 125000 


.200 


. 250000 


.300 


.375000 




.001 


.001953 


.101 


. 126953 


.201 


.251953 


.301 


.376953 




.002 


. 003906 


.102 


. 128906 


.202 


.253906 


,302 


.378906 




.003 


.005859 


.103 


. 130859 


.203 


.255859 


.303 


.380859 




.004 


.007812 


.104 


.132812 


.204 


.257812 


.304 


.382812 




.005 


.009765 


.105 


.134765 


.205 


.259765 


.305 


.384765 




.006 


.011718 


.106 


.136718 


.206 


.261718 


.306 


.386718 




.007 


.013671 


.107 


.138671 


.207 


.263671 


.307 


.388671 




.010 


.015625 


.110 


. 140625 


.210 


. 265625 


.310 


. 390625 




.011 


.017578 


.1X1 


.142578 


i211 


.. 267578 


.311 


.392578 




.012 


.019531 


.112 


.144531 


.212 


.269531 


.312 


.394531 




.013 


.021484 


.113 


. 146484 


.213 


.271484 


.313 


. 396484 




.014 


. 023437 


.114 


. 148437 


.214 


. 273437 


.314 


.398437 




.015 


.025390 


.115 


. 150390 


.215 


. 275390 


.315 


.400390 




.016 


.027343 


.116 


. 152343 


.216 


. 277343 


.316 


.402343 




.017 


. 029296 


.117 


. 154296 


.217 


.279296 


.317 


.404296 




.020 


. 031250 


.120 


. 156250 


.220 


.281250 


.320 


.406250 




.021 


. 033203 


.121 


. 158203 


.221 


.283203 


.321 


. 408203 




.022 


. 035156 


.122 


.160156 


.222 


.285156 


.322 


.410156 




.023 


.037109 


.123 


. 162109 


.223 


.287109 


.323 


.412109 




.024 


.039062 


.124 


. 164062 


.224 


. 289062 


.324 


. 414062 




.025 


.041015 


.125 


.166015 


.225 


.291015 


.325 


.416015 




.026 


.042968 


.126 


. 167968 


.226 


.592968 


.326 


.417968 




.027 


. 044921 


.127 


.169921 


.227 


.294921 


.327 


.419921 




.030 


.046875 


.130 


.171875 


.230 


. 296875 


.330 


.421875 




.031 


. 048828 


.131 


.173828 


.231 


. 298828 


.331 


. 423828 




.032 


.050781 


.132 


. 175781 


.232 


.300781 


.332 


. 426781 




.033 


. 052734 


.133 


. 177734 


.233 


.302734 


.333 


. 427734 




.034 


. 054687 


.134 


. 179687 


.234 


.304667 


.334 


.429687 




.035 


.056640 


.135 


. 161640 


.235 


.306640 


.335 


.431640 




.036 


.058593 


.136 


. 183593 


.236 


. 308593 


.336 


.433593 




.037 


. 060546 


.137 


.185546 


.237 


.310546 


.337 


.435546 




.040 


. 062500 


.140 


. 187500 


.240 


.312500 


.340 


.437500 




.041 


. 064453 


.141 


. 189453 


)241 


.314453 


.341 


.439453 




.042 


.066406 


.142 


. 191406 


.242 


.316406 


.342 


.441406 




.043 


. 068359 


.143 


. 193359 


.243 


.318359 


.343 


.443359 




.044 


.070312 


.144 


.195312 


.244 


.320312 


.344 


.445312 




.045 


. 072265 


.145 


. 197265 


.245 


.322265 


.345 


.447265 




.046 


. 074218 


.146 


.199218 


.246 


.324218 


.346 


.449218 




.047 


.076171 


.147 


.201171 


.247 


.326171 


.347 


.451171 




.050 


.078125 


.150 


.203125 


.250 


.328125 


.350 


.453125 




.051 


.080078 


.151 


. 205078 


.251 


.330078 


.351 


.455078 




.052 


.082031 


.152 


.207031 


.252 


.332031 


.352 


.457031 




.053 


.083984 


.153 


. 208984 


.253 


. 333984 


.353 


.458984 




.054 


. 085937 


.154 


.210937 


.254 


. 335937 


.354 


. 460937 




.055 


. 087890 


.155 


.212890 


.255 


.337890 


.355 


.462890 




.056 


. 089843 


.156 


. 214843 


.256 


. 339843 


.356 


.464843 




.057 


. 091796 


.157 


.216796 


.257 


.341796 


.357 


.466796 




.060 


.093750 


.160 


.218750 


.260 


. 343750 


.360 


.468750 




.061 


.095703 


.161 


.220703 


.261 


. 345703 


.361 


. 470703 




.062 


.097656 


.162 


. 222656 


.262 


. 347656 


,362 


. 472656 




.063 


. 099609 


.163. 


. 224609 


.263 


.349609 


.363 


.474609 




.064 


. 101562 


.164 


.226562 


.264 


.351562 


.364 


. 476562 




.065 


.103515 


.165 


.228515 


.265 


.353515 


.365 


.478515 




.066 


. 105468 


.166 


.230466 


.266 


. 355468 


.366 


.480468 




.067 


. 107421 


.167 


.232421 


.267 


.357421 


.367 


.482421 




.070 


. 109375 


.170 


. 234375 


.270 


.359375 


.370 


.484375 




.071 


. 111328 


.171 


.236328 


.271 


.361328 


.371 


.486328 




.072 


.113281 


.172 


. 238281 


.272 


.363281 


.372 


.488281 




.073 


.115234 


.173 


. 240234 


.273 


. 365234 


.373 


.490234 




.074 


.117187 


.174 


.242187 


.274 


.367187 


.374 


. 492187 




.075 


.119140 


.175 


.244140 


.275 


.369140 


.375 


.494140 




.076 


. 121093 


.176 


. 246093 


.276 


.371093 


.376 


. 496093 




.077 


. 123046 


.177 


. 248046 


.277 


. 373046 


.377 


.498046 
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Octal-Decimal Fraction Conversion Table 



OCTAL 


DEC. 


OCTAL 


DEC. 


OCTAL 


DEC. 


OCTAL 


DEC. 


.000000 


. 000000 


.000100 


. 000244 


. 000200 


. 000488 


. 000300 


.000732 


.000001 


. 000003 


.000101 


. 000247 


.000201 


. 000492 


.000301 


. 000736 


.000002 


. 000007 


.000102 


.000251 


. 000202 


. 000495 


. 000302 


. 000740 


. 000003 


. 000011 


.000103 


.000255 


. 000203 


. 000499 


. 000303 


, 000743 


.000004 


. 000015 


.000104 


. 000259 


. 000204 


. 000503 


. 000304 


. 000747 


.000005 


. 000019 


.000105 


. 000263 


. 000205 


.000507 


. 000305 


.000751 


.000006 


. 000022 


.000106 


. 000267 


. 000206 


.000511 


. 000306 


. 000755 


.000007 


. 000026 


.000107 


. 000270 


. 000207 


. 000514 


. 000307 


. 000759 


. 000010 


.000030 


,000110 


. 000274 


.000210 


.000518 


.000310 


.000762 


.000011 


. 000034 


.oooiii 


.000278 


.000211 


. 000522 


.000311 


. 000766 


. 000012 


.000038 


.000112 


. 000282 


.000212 


. 000526 


.000312 


.000770 


.000013 


. 000041 


.000113 


. 000286 


.000213 


. 000530 


.000313 


. 000774 


.000014 


. 000045 


.000114 


, 000289 


. 000214 


. 000534 


.000314 


. 000778 


. 000015 


.000049 


.000115 


. 000293 


.000215 


. 000537 


.000315 


.000782 


.000016 


. 000053 


.000116 


. 000297 


.000216 


. 000541 


.000316 


.000785 


.000017 


. 000057 


.000117 


. 000301 


.000217 


. 000545 


.000317 


.000789 


. 000020 


.000061 


.000120 


. 000305 


. 000220 


. 000549 


. 000320 


. 000793 


.000021 


. 000064 


.000121 


. 000308 


.000221 


. 000553 


. 000321 


.000797 


. 000022 


. 000068 


.000122 


. 000312 


.000222 


. 000556 


. 000322 


.000801 


. 000023 


. 000072 


. 000123 


.000316 


. 000223 


. 000560 


. 000323 


. 000805 


. 000024 


. 000076 


.000124 


. 000320 


. 000224 


. 000564 


. 000324 


.000808 


. 000025 


. 000080 


.000125 


. 000324 


. 000225 


. 000568 


.000325 


.000812 


. 000026 


.000083 


.000126 


.000328 


.000226 


. 000572 


. 000326 


. 000816 


. 000027 


. 000087 


.000127 


. 000331 


.000227 


.000576 


. 000327 


.000820 


.000030 


. 000091 


.000130 


. 000335 


. 000230 


. 000579 


. 000330 


. 000823 


. 000031 


. 000095 


.000131 


. 000339 


.000231 


. 000583 


. 000331 


.000827 


. 000032 


.000099 


.000132 


. 000343 


. 000232 


. 000587 


. 000332 


.000831 


. 000033 


.000102 


.000133 


. 000347 


.000233 


.000591 


. 000333 


.000835 


. 000034 


. 000106 


. 000134 


. 000350 


. 000234 


. 000595 


. 000334 


.000839 


. 000035 


.000110 


.000135 


. 000354 


. 000235 


. 000598 


. 000335 


. 000843 


.000036 


.000114 


.000136 


. 000358 


. 000236 


. 000602 


.000336 


. 000846 


. 000037 


.000118 


.000137 


. 000362 


.000237 


. 000606 


. 000337 


. 000850 


. 000040 


.000122 


.000140 


. 000366 


. 000240 


. 000610 


. 000340 


. 000854 


. 000041 


. 000125 


.000141 


. 000370 


.000241 


.000614 


.000341 


. 000858 


. 000042 


. 000129 


. 000142 


. 000373 


. 000242 


.000617 


. 000342 


. 000862 


. 000043 


.000133 


.000143 


. 000377 


. 000243 


.000621 


.000343 


.000865 


. 000044 


.000137 


.000144 


.000381 


. 000244 


. 000625 


. 000344 


. 000869 


.000045 


.000141 


.000145 


. 000385 


.000245 


. 000629 


.000345 


. 000873 


.000046 


.000144 


. 000146 


. 000389 


.000246 


. 000633 


. 000346 


. 000877 


. 000047 


. 000148 


.000147 


. 000392 


. 000247 


. 000637 


. 000347 


. 000881 


. 000050 


.000152 


.000150 


. 000396 


. 000250 


. 000640 


. 000350 


.000885 


.000051 


.000156 


.000151 


. 000400 


.000251 


. 000644 


. 000351 


. 000888 


.000052 


. 000160 


.000152 


. 000404 


. 000252 


. 000648 


. 000352 


. 000892 


.000053 


.000164 


.000153 


. 000408 


. 000253 


. 000652 


.000353 


.000896 


.000054 


. 000167 


. 000154 


. 000411 


. 000254 


. 000656 


. 000354 


. 000900 


.000055 


. 000171 


.000155 


. 000415 


. 000255 


. 000659 


.000355 


.000904 


.000056 


. 000175 


.000156 


. 000419 


. 000256 


. 000663 


. 000356 


.000907 


.000057 


.000179 


.000157 


. 000423 


. 000257 


. 000667 


.000357 


.000911 


.000060 


. 000183 


.000160 


. 000427 


.000260 


. 000671 


. 000360 


.000915 


.000061 


. 000186 


.000161 


.000431 


. 000261 


. 000675 


.000361 


.000919 


.000062 


. 000190 


.000162 


. 000434 


. 000262 


. 000679 


.000362 


. 000923 


.000063 


. 000194 


. 000163 


. 000438 


.000263 


. 000682 


.000363 


.000926 


.000064 


. 000198 


.000164 


. 000442 


. 000264 


. 000686 


. 000364 


.000930 


. 000065 


.000202 


.000165 


. 000446 


. 000265 


. 000690 


.000365 


.000934 


.000066 


. 000205 


.000166 


. 000450 


. 000266 


. 000694 


. 000366 


.000938 


.000067 


. 000209 


.000167 


. 000453 


. 000267 


. 000698 


. 000367 


.000942 


.000070 


. 000213 


.000170 


. 000457 


.000270 


.000701 


.000370 


.000946 


.000071 


. 000217 


.000171 


. 000461 


.000271 


. 000705 


. 000371 


.000949 


. 000072 


. 000221 


.000172 


. 000465 


.000272 


. 000709 


.000372 


.000953 


.000073 


. 000225 


. 000173 


. 000469 


. 000273 


.000713 


. 000373 


. 000957 


.000074 


. 000228 


.000174 


. 000473 


.000274 


.000717 


.000374 


.000961 


.000075 


.000232 


.000175 


. 000476 


. 000275 


. 000720 


. 000375 


.000965 


.000076 


.000236 


.000176 


.000480 


. 000276 


. 000724 


. 000376 


. 000968 


.000077 


. 000240 


.000177 


.000484 


. 000277 


. 000728 


. 000377 


. 000972 
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Octal-Decimal Fraction Conversion Table 



OCTAL 



DEC. 



. 000400 


. 000976 


.000401 


. 000980 


.000402 


. 0009B4 


'. 000403 


. 000988 


.000404 


.000991 


. 000405 


. 000995 


. 000406 


. 000999 


. 000407 


. 001003 


. 000410 


.001007 


.000411 


.001010 


.000412 


.001014 


.000413 


.001018 


.000414 


. 001022 


. 000415 


. 001026 


.000416 


.001029 


.000417 


. 001033 


.000420 


. 001037 


.000421 


. 001041 


.000422 


. 001045 


. 000423 


. 001049 


.000424 


. 001052 


. 000425 


.001056 


.000426 


. 001060 


.000427 


.001064 


.000430 


.001068 


. 000431 


.001071 


.000432 


. 001075 


. 000433 


. 001079 


. 000434 


. 001083 


.000435 


.001087 


.000436 


.001091 


.000437 


.001094 


.000440 


.001098 


.000441 


. 001102 


. 000442 


. 001106 


. 000443 


.001110 


.000444 


.001113 


.000445 


.001117 


. 000446 


.001121 


.000447 


.001125 


.000450 


.001129 


. 000451 


.001132 


.000452 


.001136 


. 000453 


.001140 


.000454 


.001144 


.000455 


. 001148 


.000456 


.001152 


. 000457 


,001155 


. 000460 


.001159 


.000461 


.001163 


.000462 


.001167 


.000463 


.001171 


.000464 


.001174 


.000465 


. 001178 


.000466 


.001182 


. 000467 


.001186 


.000470 


.001190 


.000471 


.001194 


.000472 


.001197 


.000473 


.001201 


.000474 


.001205 


.000475 


.001209 


.000476 


. 001213 


.000477 


, 001216 



OCTAL 



DEC. 



.000500 


.001220 


. 000501 


.001224 


.000502 


. 001228 


.000503 


. 001232 


. 000504 


. 001235 


. 000505 


.001239 


. 000506 


.001243 


.000507 


, 001247 


.000510 


, 001251 


.000511 


. 001255 


.000512 


. 001258 


.000513 


. 001262 


.000514 


. 001266 


.000515 


. 001270 


. 000516 


. 001274 


. 000517 


.001277 


.000520 


.001281 


.000521 


. 001265 


. 000522 


. 001289 


. 000523 


. 001293 


. 000524 


.001296 


.000525 


.001300 


. 000526 


.001304 


.000527 


.001308 


. 000530 


.001312 


. 000531 


.001316 


. 000532 


.001319 


. 000533 


.001323 


. 000534 


.001327 


. 000535 


.001331 


.000536 


. 001335 


.000537 


.001338 


. 000540 


. 001342 


. 000541 


.001346 


.000542 


. 001350 


.000543 


.001354 


. 000544 


.001358 


.000545 


.001361 


.000546 


.001365 


. 000547 


. 001369 


.000550 


.001373 


.000551 


.001377 


.000552 


. 001380 


.000553 


.001384 


.000554 


.001388 


.000555 


. 001392 


.000556 


.001396 


.000557 


. 001399 


.000560 


.001403 


. 000561 


.001407 


.000562 


.001411 


, 000563 


.001415 


. 000564 


.001419 


. 000565 


. 001422 


.000566 


. 001426 


000567 


. 001430 


000570 


. 001434 


000571 


. 001436 


000572 


. 001441 


000573 


. 001445 


000574 


.001449 


000575 


.001453 


000576 


. 001457 


000577 


.001461 



OCTAL 



DEC. 



. 000600 


. 001464 


.000601 


. 001468 


. 000602 


. 001472 


. 000603 


. 001476 


.000604 


. 001480 


. 000605 


. 001483 


.000606 


. 001487 


.000607 


.001491 


.000610 


.001495 


. 000611 


.001499 


. 000612 


. 001502 


. 000613 


. 001506 


.000614 


. 001510 


. 000615 


.001514 


. 000616 


.001518 


. 000617 


. 001522 


. 000620 


.001525 


. 000621 


.001529 


. 000622 


. 001533 


. 000623 


. 001537 


. 000624 


.001541 


. 000625 


. 001544 


. 000626 


.001548 


. 000627 


. 001552 


. 000630 


. 001556 


. 000631 


.001560 


.000632 


.001564 


. 000633 


.001567 


. 000634 


.001571 


. 000635 


. 001575 


.000636 


.001579 


. 000637 


. 001583 


. 000640 


.001586 


. 000641 


.001590 


. 000642 


. 001594 


. 000643 


.001598 


. 000644 


.001602 


. 000645 


. 001605 


. 000646 


. 001609 


. 000647 


. 001613 


. 000650 


. 001617 


. 000651 


. 001621 


. 000652 


. 001625 


. 000653 


.001628 


. 000654 


.001632 


. 000655 


. 001636 


. 000656 


. 001640 


.000657 


.001644 


. 000660 


.001647 


. 000661 


. 001651 


.000662 


. 001655 


000663 


. 001659 


000664 


.001663 


000665 


.001667 


000666 


.001670 


000667 


.001674 


000670 


. 001678 


000671 


. 001682 


000672 


.001686 


000673 


.001689 


000674 


. 001693 


000675 


.001697 


000676 


. 001701 


000677 


.001705 



OCTAL 



DEC. 



. 000700 
.000701 
. 000702 
. 000703 
.000704 
. 000705 
.000706 
. 000707 
. 000710 
.000711 
. 000712 
. 000713 
.000714 
.000715 
.000716 
. 000717 



. 001708 
.001712 
. 001716 
.001720 
.001724 
.001728 
.001731 
.001735 
.001739 
.001743 
.001747 
. 001750 
.001754 
. 001758 
.001762 
.001766 



. 000720 


. 001770 


. 000721 


. 001773 


. 000722 


. 001777 


. 000723 


.001781 


. 000724 


. 001785 


. 000725 


.001789 


.000726 


.001792 


.000727 


.001796 


. 000730 


. 001800 


. 000731 


. 001804 


. 000732 


. 001808 


.000733 


.001811 


. 000734 


.001815 


. 000735 


. 001819 


. 000736 


.001823 


. 000737 


.001827 


, 000740 


.001831 


. 000741 


.001834 


.000742 


.001838 


. 000743 


. 001842 


.000744 


.001846 


.000745 


.001850 


. 000746 


. 001853 


. 000747 


. 001857 


. 000750 


.001861 


. 000751 


.001865 


. 000752 


. 001869 


.000753 


.001873 


. 000754 


. 001876 


.000755 


.001880 


.000756 


. 001884 


.000757 


.001888 


. 000760 


. 001892 


..000761 


.001895 


.000762 


. 001899 


.000763 


.001903 


.000764 


. 001907 


.000765 


.001911 


.000766 


.001914 


.000767 


. 001918 


. 000770 


. 001922 


.090771 


. 001926 


. 000772 


. 001930 


. 000773 


. 001934 


. 000774 


.001937 


. 000775 


.001941 


.000776 


. 001945 


.000777 


.001949 
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APPENDIX D 

TABLE OF POWERS OF TWO 

2" n 2— 

1 1.0 

2 1 0.5 
4 2 0.25 
8 3 0.125 

16 4 0.062 5 

32 5 0.031 25 

64 6 0.015 625 

128 7 0.007 812 5 

256 8 0.003 906 25 

512 9 0.001 953 125 

1 024 10 0.000 976 562 5 

2 048 11 0.000 488 281 25 

4 096 12 0.000 244 140 625 

8 192 13 0.000 122 070 312 5 

16 384 14 0.000 061 035 156 25 

32 768 15 0.000 030 517 578 125 

65 536 16 0.000 015 258 789 062 5 

131 072 17 0.000 007 629 394 531 25 

262 144 18 0.000 003 814 697 265 625 

524 288 19 0.000 001 907 348 632 812 5 

1 048 576 20 0.000 000 953 674 316 406 25 

2 097 152 21 0.000 000 476 837 158 203 125 

4 194 304 22 0.000 000 238 418 579 101 562 5 

8 388 608 23 0.000 000 119 209 289 550 781 25 

16 777 216 24 0.000 000 059 604 644 775 390 625 

33 554 432 25 0.000 000 029 802 322 387 695 312 5 

67 108 864 26 0.000 000 014 901 161 193 847 656 25 

134 217 728 27 0.000 000 007 450 580 596 923 828 125 

268 435 456 28 0.000 000 003 725 290 298 461 914 062 5 

536 870 912 29 0.000 000 001 862 645 149 230 957 031 25 

1 073 741 824 30 0.000 000 000 931 322 574 615 478 515 625 

2 147 483 648 31 0.000 000 000 465 661 287 307 739 257 812 5 

4 294 967 296 32 0.000 000 000 232 830 643 653 869 628 906 25 

8 589 934 592 33 0.000 000 000 116 415 321 826 934 814 453 125 

17 179 869 184 34 0.000 000 000 058 207 660 913 467 407 226 562 5 

34 359 738 368 35 0.000 000 000 029 103 830 456 733 703 613 281 25 

68 719 476 736 36 0.000 000 000 014 551 915 228 366 851 806 640 625 

137 438 953 472 37 0.000 000 000 007 275 957 614 183 425 903 320 312 5 

274 877 906 944 38 0.000 000 000 003 637 978 807 091 712 951 660 156 25 

549 755 813 888 39 0.000 000 000 001 818 989 403 545 856 475 830 078 125 
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0000 



APPENDIX E 

HARDWARE ORIENTED CONTROL MEMORY 
0200 0400 0600 1000 1200 



1400 



1600 



040 



100 



140 



AUX 1 

AUX 2 

CMI 

MEMORY 

AREA 



CHANNEL 

A 

BUFFER 



SAVE LI 
SAVE L2 

SAVE L4 
SAVE L3 



I 
TRANS- 
LATOR 
ENTRY 
TABLE 
AND 
LOADER 
AREA 

I 



CHANNEL 

B 

BUFFER 



T 



UNCOMMITTED 
MEMORY AREA 
FOR GENERAL 
MINIFLOW AND 
TABLE USAGE 



T 



1 



FULL WORD CONTROL CORE MAP 

ADDRESS HARDWARE SPECIFIED AREAS SAVED AREA FORMAT 



WORD BITS 



4 
10 

00-37 

40-42 

44-46 

50-52 

54-56 
100-137* 
200-237 
240-277 



SAVED DATA 



AUX 1 REGISTER 1 23-35 

AUX 2 REGISTER 2 22 

CMI MEMORY AREA 2 23-35 

LEVEL 1 SAVE AREA 3 00-35 

LEVEL 2 SAVE AREA 

LEVEL 3 SAVE AREA 

LEVEL 4 SAVE AREA 

TRANSLATOR ENTRY TABLE (control and transfer vectors) 

CHANNEL A BUFFER AREA 

CHANNEL B BUFFER AREA 



RB REGISTER 
SMCT F/F 
RD REGISTER 
D REGISTER 



♦Correspond to MINIFLOW address 200-277. 
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APPENDIX F 



WIRED- IN-SEQUENCE EXECUTION TIME 



All times are in basic cycles and each cycle equals 175 nanoseconds. Memory 
interference time is considered and added to the number of basic cycles. No 
additional time is needed to index. All total times exclude the time in 
MINIFLOW (YA6) , so execution times must be added to the times shown below. 



No. 


of 


W-I-S 


Basic Cycles 


Steps Taken 


11 




2,5,6 


18 




1,2,5 


27 




1-3,5 


20 




1,2,5,6 


28 




1-3,5,6 


28 




1,2,4,5,6 


42 




1-6 


23 




0-2,5 


32 




0-3,5 


25 




0-2,5,6 


33 




0-3,5,6 


33 




0-2,4-6 


47 




0-6 



Type of W-I-S 

MINIFLOW entry from LI, L2, L3, and L4 trap. 

Fast transfer (direct) - Total emulation time. 

Fast transfer (indirect) - Total emulation time. 

MINIFLOW program (direct) . 

MINIFLOW program (indirect). 

MINIFLOW program (direct with op fetch) . 

MINIFLOW program (indirect with op fetch) . 

Execute fast transfer (direct) - Total 

emulation time. 

Execute fast transfer (indirect) - Total 

emulation time. 

Execute MINIFLOW program (direct). 

Execute MINIFLOW program (indirect) . 

Execute MINIFLOW program (direct with op fetch) . 

Execute MINIFLOW program (indirect with op fetch) 



Conversion Table 
Cycles to Microseconds 



1 


.175 


11 


1.925 


21 


3.675 


31 


5.425 


2 


.350 


12 


2.100 


22 


3.850 


32 


5.600 


3 


.525 


13 


2.275 


23 


4.025 


33 


5.775 


4 


.700 


14 


2.450 


24 


4.200 


34 


5.950 


5 


.875 


15 


2.625 


25 


4.375 


35 


6.125 


6 


1.050 


16 


2.800 


26 


4.550 


36 


6.300 


7 


1.225 


17 


2.975 


27 


4.725 


37 


6.475 


8 


1.400 


18 


3.150 


28 


4.900 


38 


6.650 


9 


1.575 


19 


3.325 


29 


5.075 


39 


6.825 


10 


1.750 


20 


3.500 


30 


5.250 


40 


7.000 
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APPENDIX G 
MINIFLOW INSTRUCTION PAIR EXECUTION TIME 

All figures refer to times in YA6 (MINIFLOW) only and do not include W-I-S steps 
YA0-YA5. Each cycle equals 175 nanoseconds. Memory interference time is added 
and includes W-I-S interference in those cases where an exit is taken to the scheduler. 



SECOND OR ONLY 
INSTRUCTION 


ONLY ONE 
INSTRUCTION 


FIRST INSTRUCTION EXECUTED OF A PAIR 


2 
Cycle 
Inst. 


4 

Cycle 

Inst. 




Control 
Memory 
Access 


Main 

Memory 

Access 


EXECUTED BEFORE 
AN EXIT OR A NEW 
PAIR IS FETCHED 


EXECUTED 
BEFORE AN 
EXIT OR A 


Shift 
Inst. * 




FETCH 












NEW PAIR FETCH 














With Overlap 














2 cycle inst. 


6 


7 


9 


9+2n 


12 


14 


4 cycle inst. 


7 


9 


11 


ll+2n 


13 


16 


Without Overlap 














2 cycle inst. 


7 


9 


11 


ll+2n 


13 


16 


4 cycle inst. 


9 


11 


13 


13+2n 


15 


18 


Shift* 


9+2n 


U+2n 


13+2n 


13 + 

2 (nl+n2) 


15+2n 


18+2n 


Control mem. access 


12 


13 


15 


15+2n 


18 


20 


Main mem. access 


14 


16 


18 


18+2n 


20 


28 


EXIT WITHOUT FETCH 














Exit to YAO 














2 cycle inst. 


2 


4 


6 


6+2n 


8 


11 


4 cycle inst. 


4 


6 


8 


8+2n 


10 


13 


Control mem. access 


7 


8 


10 


10+2n 


13 


15 


Main mem. access 


9 


11 


13 


13+2n 


15 


23 


Exit to YA1 


2 


4 


6 


6+2n 


8 


14 


2 cycle inst. 


4 cycle inst. 


4 


6 


8 


8+2n 


10 


14 


Control mem. access 


6 


7 


9 


9+2n 


12 


14 


Main mem. access 


14 


16 


18 


18+2n 


20 


28 
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*n is determined as follows: 

n is the shift count or, 
c 

n is the contents of RC if the TOP is 77 or, 
c 

n is the distance to the first bit on normalize or, 
c 

n is the contents of C_,„ „_ on a DOS 
c 27-35 

then 

For a DIV SOP n = n 

c 

For a shift other than a DIV or MULT SOP, where 

n has been rounded up to a modulo 4 number, n = n , ., otherwise n = n . 
c c/4 c 

For a MULT SOP, the bit content of the multiplier determines the value of n 

as follows: 

Examining the multiplier from right to left (LSB first) each 1 bit requires 1 shift 
count; consecutive bits of 3 or less, require no shift count; groups of four bits 
require 1 shift count, except the MSB 4 bits which each require a shift count whether 
1 or 0. 

Overlap occurs when an eligible instruction (defined later) is executed in one of 
the three situations below: 

1. At an odd location which does not exit back to the scheduler. 

2. When an exit is taken from the subroutine mode. 

3. A test instruction (not TAW) skips. 
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The eligible instructions for address cycle overlap during a mini fetch are listed 
below. Also shown are the basic cycle types. 



Instruction 


Cycles 


Overlap 


AC 


2 


yes 


AKEYS 


2 




ALG 


4 




CHI 


2 


yes 


CH2 


2 


yes 


CMI 


CA 




DELAY 


2 




EXIT 


2 




HALT 


2 


yes 


IC 


2 


yes 


INT 


2 


yes 


KEYS 


2 




LAB 


2 


yes 


LAC 


2 


yes 


LIB 


2 


yes 


LIC 


2 


yes 


LID 


2 


yes 


MEM 


MA 




MINI 


2 




MISC 


2 




MKEY 


MA 




MQ 


2 


yes 


NOP 


2 


yes 


PB 


2 


yes 


PBD 


2 


yes 


PC 


2 


yes 



Instruction 


Cycles 


Overlap 


PCD 


2 


yes 


PD 


2 


yes 


PE 


2 


yes 


RC 


2 




RD 


2 




RESET 


2 


yes 


R4 


2 


yes 


SET 


2 


yes 


SHIFT 


4+2 n 




SI 


2 


yes 


SMCT 


4 




TA 


4 


yes 


TAE 


4 


yes 


TAW 


4 




TC 


4 


yes 


TCE 


4 


yes 


TCF 


4 


yes 


TCR 


4 


yes 


TCS 


4 


yes 


TG 


4 


yes 


TGF 


4 


yes 


TGF 


4 


yes 


TGR 


4 


yes 


TGS 


4 


yes 


TRU 


2 




XR 


2 


ves 



CA - Control memory access 
MA - Main memory access 
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APPENDIX H 
LISTING OF INSTRUCTIONS 



Operation 


Code 


Alpha 


Octal 


AC 


33 


AKEYS 


54 


ALG 


62 


CHI 


47 


CH2 


45 


CMI 


77 


DELAY 


54 


HALT 


00 


IC 


22 


INT 


57 


KEYS 


55 


LIB 


14 


LIC 


15 


LID 


17 


MEM 


67 


MINI 


02 


MISC 


06 


MKEY 


63 


MOPB 


10 


MOPC 


11 


MQ 


37 


NOP 


01 


PB 


50 


PBD 


40 


PC 


51 


PCD 


41 


PD 


53 


PE 


52 


PRE 


12 


R4 


23 


RC 


42 


RD 


46 


SHIFT 


66 


SI 


27 


SMCT 


76 


TA 


61 


TAE 


65 


TAW 


75 


TC 


20 


TCE 


24 


TCF 


31 


TCS 


30 


TCR 


34 


TG 


60 


TGE 


65 


TGF 


71 



Instruction 

AC REGISTER OPERATION 

ADDRESS KEYS OPERATION 

ZONES ALGEBRAIC MAIN ENG. OPERATION 

I/O CHANNEL OPERATION CONTROL 

I/O TERMINATION CONTROL 

DIRECTLY ADDRESSED CONTROL MEM. OPERATION 

DELAY PRESENT LEVEL 

STOP CLOCK 

IC REGISTER OPERATION 

CONSOLE INTERRUPT STATUS 

ENTRY KEYS OPERATION 

LOAD B 

LOAD C 

LOAD D 

MEMORY OPERATION 

MINI ENGINE COMBINATION OPERATION 

SCHEDULER § AC SIGN § Q BIT CONTROL 

MEMORY/ KEYS OPERATION 

MOP REGISTER TO B 

MOP REGISTER TO C 

MQ REGISTER OPERATION 

NO OPERATION 



PLACE 
PLACE 
PLACE 



IN B 

D INTO B 

IN C 



PLACE D INTO C 

PLACE IN D 

PERFORM OPER. SPECIFIED BY SOP 

PRECONDITION CONTROLS 

HARD REGISTER NO. 4 OPERATION 

MINI ENGINE C OPERATION 

MINI ENGINE D OPERATION 

MAIN ENGINE SHIFTS 

SI REGISTER OPERATION 

STORE MINI COUNT § TRANSFER 

TEST $ SKIP 

TEST § SKIP OR EXIT 

TEST § TRANSFER TO W-I-S 



SKIP IF CI 
SKIP IF CI 
SKIP IF CI 
SKIP IF CI 
SKIP IF CI 



(SOP) IS ON 

(SOP) IS ON; OTHERWISE, EXIT 

(SOP) IS OFF 

(SOP) IS ON THEN TURN CI (SOP) ON 

(SOP) IS ON THEN TURN CI (SOP) OFF 



TEST S SKIP IF SATISFIED 

SKIP IF SATISFIED; OTHERWISE, EXIT 

SKIP IF TEST NOT SATISFIED 



Page 

104 
120 
102 
116 
117 
109 
140 
125 
105 
118 
120 
122 
122 
122 
108 

111 

138 

109 

122 

122 

104 

125 

98 

100 

98 

100 

98 

100 

141 

105 

114 

114 

92 

104 

126 

129 

130 

130 

143 

144 

144 

144 

144 

135 

130 

136 
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Operation Code 
Alpha Octal 



TGR 


74 


TGS 


70 


TRU 


16 


XR 


26 



Instruction 

LIKE TG, BUT ALWAYS SETS I (SOP) 

LIKE TG, BUT ALWAYS SETS I CSOP) 

TRANSFER 

INDEX REGISTER OPERATION 



OFF 
ON 



Page 

136 
136 
126 
107 



Operation Code 
Octal Alpha 



00 


HALT 


01 


NOP 


02 


MINI 


06 


MISC 


10 


MOPB 


11 


MOPC 


12 


PRE 


14 


LIB 


15 


LIC 


16 


TRU 


17 


LID 


20 


TC 


22 


IC 


23 


R4 


24 


TCE 


26 


XR 


27 


SI 


30 


TCS 


31 


TCF 


33 


AC 


34 


TCR 


37 


MQ 


40 


PBD 


41 


PCD 


42 


RC 


45 


CH2 


46 


RD 


47 


CHI 


50 


PB 


51 


PC 


52 


PE 


53 


PD 


54 


AKEYS 


54 


DELAY 


55 


KEYS 


57 


INT 


60 


TG 


61 


TA 


62 


ALG 


63 


MKEY 


64 


TGE 


65 


TAE 



Instruction 

STOP CLOCK 

NO OPERATION 

MINI. ENGINE COMBINATION OPERATION 

SCHEDULER 6 AC SIGN 5 Q BIT CONTROL 

MOP REGISTER TO B 

MOP REGISTER TO C 

PRECONDITION CONTROLS 

LOAD B 

LOAD C 

TRANSFER 

LOAD D 

SKIP IF CI (SOP) IS ON 

IC REGISTER OPERATION 

HARD REGISTER NO. 4 OPERATION 

SKIP IF CI (SOP) IS ON; OTHERWISE, EXIT 

INDEX REGISTER OPERATION 

SI REGISTER OPERATION 

SKIP IF CI (SOP) IS ON THEN TURN CI (SOP) ON 

SKIP IF CI (SOP) IS OFF 

AC REGISTER OPERATION 

SKIP IF CI (SOP) IS ON THEN TURN CI (SOP) OFF 

MQ REGISTER OPERATION 

PLACE D INTO B 

PLACE D INTO C 

MINI ENGINE C REGISTER OPERATION 

I/O TERMINATION CONTROL 

MINI ENGINE D REGISTER 

I/O CHANNEL OPERATION CONTROL 

PLACE IN B 

PLACE IN C 

PERF. OPER. SPEC. BY SOP 

PLACE IN D 

ADDRESS KEYS OPERATION 

DELAY PRESENT LEVEL 

ENTRY KEYS OPERATION 

CONSOLE INTERRUPT STATUS 

TEST § SKIP IF SATISFIED 

TEST 6 SKIP 

ZONED ALGEBRAIC MAIN ENG. OPERATION 

MEMORY/ KEYS OPERATION 

SKIP IF TEST SATISFIED; OTHERWISE, EXIT 

TEST 6 SKIP EXIT 



Page 

125 
125 
111 
138 
122 
122 

mi 

122 

122 

126 

122 

143 

105 

105 

144 

107 

104 

144 

144 

104 

144 

104 

100 

100 

114 

117 

114 

109 

98 

98 

100 

98 

120 

140 

120 

118 

135 

129 

102 

109 

130 

130 
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Operation 


Code 


Octal 


Alpha 


66 


SHIFT 


67 


MEM 


70 


TGS 


71 


TGF 


74 


TGR 


75 


TAW 


76 


SMCT 


77 


CMI 



Instruction Page 

MAIN ENGINE SHIFTS 92 

MEMORY OPERATION 108 

LIKE TG, BUT ALWAYS SETS I (SOP) ON 136 

SKIP IF TEST NOT SATISFIED 136 

LIKE TG, BUT ALWAYS SETS I (SOP) OFF 136 

TEST a TRANSFER TO W-I-S 130 

STORE MINI COUNT § TRANSFER 126 

DIRECTLY ADDRESSED CONT. MEM. OPERATION 109 
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APPENDIX I 
POP REFERENCE CHART 



PAGE 
NO. 



92 



98 

98 

98 

100 



100 
100 



102 



104 
104 
104 
105 
105 
107 



108 
109 



109 



111 



114 
114 



116 
117 



118 
120 
120 



122 
122 
122 



122 
122 



126 

126 . 
129 
130 
130 



135 
135 
136 
136 
136 



143 
144 
144 
144 
144 



13 8 



140 



141 
141 



138 



125 
125 



POP 
CODE 



66 



50 
51 
53 

J52_ 



40 
41 



62 



33 
37 
27 
23 
22 
_26_ 



67 
63 



77 
"OT 



SHIFTS SHIFTS MULT a DIV 



PB 
PC 
PD 
PE 



MAIN ENGINE 
COMBINATIONS 



GIN 



PBO 
PCD 



ALG 



EXCHANGE 

COMBINATIONS 



ALGEBRAIC 



AC 
MQ 
SI 

R4 



HARD 

REGISTER 

COMBINATIONS 



IC 

XR 

MEM 
MKEY 



INSTRUCTION COUNTER 
AND INDEXES 



MEMORY 



.■.!■ '^MEDIATE MEMORY 
MINI ENGINE COMBINATIONS 



42 
J6_ 



47 
45 



57 

55 
54 



14 

15 

J7_ 



10 
11 



16 
76 



61 

65 

_Z5_ 



60 
64 
71 
70 

_Z1 



RC 
RD 



CHI 
£H2. 



MAIN ENGINE 
TO 

MINI ENGINE 



CHANNEL 



INT 

KEYS 

LAK 



INTERRUPT 
AND 
KEYS 



LIB 

LIC LOAD IMMEDIATE DATA 

LID 



S 9 10 11 



SHIFT SOPS 



MAIN ENGINE SOPS 
LDB AND LDC WITH 
HALF EXCHANGE 



MAIN ENGINE SOPS 



GIN 



SIN 

a 

GEX 



GEX 

ON 

DATA 



mn. 



GEX 



(B-C) SOP, 16 



12 



13 14 15 16 17 



SHIFT COUNT 



EXIT 



EXIT 



MAIN ENGINE SOPS 



MAIN ENG SOP PROVIDE AODR. 
USE ADDR. KEYS IF LOAD SOP 



MAIN ENG SOPS GIVE WR. DATA 
LOAD SOPS GIVE READ OEST. 



MINI ENGINE SOPS 



MAIN ENGINE AND LOAD 
SOPS 



MAIN ENGINE AND 
LOAD SOPS 



LOAD SOPS ONLY 



6 BIT DATA PATTERN 



EXIT 



MAIN ENGINE 
ZONES 



MAIN ENGINE ZONES 



MAIN ENGINE ZONES 



EXIT 



0-CON 
1-MN. 



EXIT 



CONTROL MEMORY ADDRESS 
'///|CRQSS| RB [ RC 



EXIT 



EXIT 



EXIT 



M0PB 
M0PC 



REPL 
B 



REPL 
C 



O-RD. pEPL 
R4 

FOR , 



STORE 

IN 
REG 



LOAD 

MAIN 
ENGINE 

REGISTER 

00 NONE 

01 PB 

10 PC 

11 PD 



00 ZEROS 

01 PB 
10 PC 

11 PD 



RD 



MAIN ENGINE ZONES & 

FLOATING ZONE 

SPECIAL 



MAIN ENGINE ZONES 
EFFECTIVE ON LOADS ONLY 



MAIN ENGINE ZONES 



MAIN ENGINE ZONES 



LOAD ADDRESS 



18 BIT DATA PATTERN 



TRU 
SMCT 



TRANSFER 



TA 
TAE 

JM. 



SPECIAL TEST 
AND SKIPS 



20 
24 
31 
30 
34 



06 



540000 



12 



064440 

in — 



JP_ 



TG 
TGE 
TGF 
TGS 

TGR 



GENERAL TEST 
AND SKIPS 



TC 
TCE 

TCF 

TCS 
TCR 



CHANNEL TEST 
AND SKIPS 



MISC SPECIAL CONTROL 



DELAY 



TFMPORARY H A N a 



PRE 



CONTROL PRESET 



EXIT 



NOP DO NOTHING 



HALT 



STOP CLOCK 
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APPENDIX J 
SOP REFERENCE SHEET 



MAIN ENGINE 






MISCEL- 


I 


DIRECT 


GENERAL/SPECIAL 


CHANNEL 


SOPS 


SHIFT 


LANEOUS 




TEST 


TEST SOPS 


TEST SOPS 


AND LOADS 


SOPS 


SOPS 




SOPS 


GEN-HDW NOTE 


CODE NOTE 


00 ZERO 


02 


B-L 


54 HANG 


40 


SKIP 


04 00 SSW S 


00 ER1 R 


30 B * 


03 


B-R 


62 RH1 * 


41 


CARRY 


05 52 SL1 L 


01 ER2 R 


31 C * 


22 


C-L 


66 RH3 


42 


CX11 


07 54 SL2 L 


02 


20 D * 


23 


C-R 


70 RH4 


43 


Gil 


10 56 SL3 L 


03 


34 B+l * 


04 


D-L 




44 


ZERO 


11 50 SL4 L 


04 


35 C+l * 


05 


D-R 


60 HALT 


45 


9F.10 


12 74 CON N 


05 


14 B-l 


12 


D-R 


76 RINT 


46 


G9 


13 42 DIS N 


06 


IS C-l * 






74 RESL4 


47 


G10 


15 76 CIF S 


07 


16 B-C * 


06 


BD-L 


42 SRI * 


50 


RZERO 


17 60 MTM LC 


10 BOT LO 


17 C-B 


07 


BD-R 


46 SR3 


51 


FC 


20 40 TRAP LC 


11 EOT LO 


36 B+C * 


26 


CD-L 


50 SRT 


57 


GIN 


21 66 FAC NC 


12 


06 B-C-I 


27 


CD-R 


52 SR4 


53 


FOF 


23 62 FMQ NC 


13 


07 C-B-I 


10 


DIV 




54 




25 64 FPO NC 


14 


26 B+C+I 


11 


MULT 


56 POST 


55 


LS 


26 72 PDCK N 


15 


02 NB+1 








56 


AQ 


27 30 DCK L- 


16 


03 NC+1 






44 NOP 

10 RXI 


57 


unused 


31 16 DCTM S 


17 


22 NB 


16 


BD-LF 


37 ACK * 


60 


ZX11 


33 32 TCEA LC 


20 CEF R 


23 NC 


17 


BD-RF 


16 RTER* 


61 


MSB 


35 22 TCEB LC 


21 EOR R 


10 B.NC 


14 


BD-N 


12 RTI 


62 


LSB 


37 44 TCKA LCF 


22 


11 NB.C 


32 


BD-L9 


72 RCN 


63 


EQU 


41 46 TCKB LCF 


23 


24 B.C 


33 


BD-R9 




64 


LESS 


43 54 CTEA LC 


24 


32 BUC 


30 


FDIV 


23 FOFA 


65 


AOV 


45 24 CTEB LC 


25 


12 BEC 


31 


FMULT 


27 FOFQ 


66 


ACM 


47 06 EOFA LCF 


26 DSP L 


01 DOL 


20 


DOS 








51 14 EOFB LCF 


27 IOP L 


13 






20 RAQ 






53 70 TCN L 


30 TNR R 


25 






21 SAQ 






55 36 IOC L 


31 unused 


27 






22 TAQ 






57 01 unused 


32 


33 






24 RAS 






61 02 unused 


33 


37 






25 SAS 






63 03 unused 


34 


04 LDB 






26 TAS 






65 67 unused 


35 


05 LDC 






33 RSQ 






71 73 unused 


36 CHB RC* 


21 LDD 






30 SOV 

31 ROV 


77 


SAT 


75 77 unused 


37 COP A 


♦DENOTES MINI- 


•ENGINE 


♦DENOTES 






S- SWITCH CONTROI 


.LED ONLY 


SOPS 






CHB F/F 
STEERING 
IS USED 






L- INDICATOR LAMP 
C-DIRECTLY CONTF 
N-ALSO TURNED Oh 
F-ALSO TURNED OF 
R-ONLY CONTROLLI 
O-ONLY TURNED OI> 
A-ONLY EXISTS Oh 
*ALSO SEE NOTE ] 


> 

«)LS LOGIC 
J REMOTELY 
'F REMOTELY 
•D REMOTELY 
J REMOTELY 
I A CHANNEL 
[N WRITEUP 
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APPENDIX K 
ZONE REFERENCE SHEET 



BIT POSITION 



NAME OF THE FIELD* 

ENTIRE REGISTER 
REGISTER & Q BIT 
FLOATING EXPONENT 
FLOATING FRACTION 

1ST QUARTER WORD 
2ND QUARTER WORD 
3RD QUARTER WORD 
4TH QUARTER WORD 

LEFT HALF WORD 
RIGHT HALF WORD 
DECREMENT FIELD 
ADDRESS FIELD 
RIGHT THIRD WORD 
TRANSLATOR DIGITS 



ZONE 
CODE 
QQ 



CHARACTER 




CHARACTER 1 




CHARACTER 2 




CHARACTER 3 




CHARACTER 4 




CHARACTER 5 




OCTAL 


CHAR. 





OCTAL 


CHAR. 


1 


OCTAL 


CHAR. 


2 


OCTAL 


CHAR. 


3 


OCTAL 


CHAR. 


4 


OCTAL 


CHAR. 


5 


OCTAL 


CHAR. 


6 


OCTAL 


CHAR. 


7 


OCTAL 


CHAR. 


8 


OCTAL 


CHAR. 


9 


OCTAL 


CHAR. 


TO 


OCTAL 


CHAR. 


11 



100 
01 
02 



00 
33 
05 
20 

35 
23 
15 
03 

37 
17 
27 
07 
13 
25 

34 
36 
21 
14 
16 
01 

30 
24 
26 
32 
22 
31 

10 
04 
06 
12 
02 
11 



103 
04 
05 



106 
07 
08 



QQ 



PO 
01 
02 



109 

10 
11 



2 

13 
14 



5 

16 
17 



18 
19 
20 



121 
22 
23 



124 
25 
26 



27 

28 
29 



03 
04 
05 



106 
07 
08 



P9 
10 
11 



12 
13 
14 



15 
16 
17 



30 
31 
32 



33 
34 
35 



18 
19 
20 



21 
22 
23 



4 

25 
26 



27 
28 
29 



30 
31 
32 



33 
34 
351 



BIT POSITION 
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READER'S COMMENT FORM 



Standard Computer Corporation IC-M9 
Principles of Operation 



Your comments, accompanied by answers to the following questions, help us 
produce better publications for your use. If your answer to a question is 
"No" or requires qualification, please explain in the space provided below. 
Comments and suggestions become the property of Standard Computer Corp. 



Does this publication meet your needs? 
Did you find the material : 

Easy to read and understand? 

Organized for convenient use? 

Complete? 

Well illustrated? 

Written for your technical level? 



Yes 


No 


□ 


□ 


□ 


□ 


□ 


□ 


□ 


□ 


D 


D 


□ 


D 



What is your occupation?. 



How do you use this publication? 

As an introduction to the subject? LJ As an instructor in a class? D 

For advanced knowledge of the subject? d As a student in a class? D 

For information about operating procedures? D As a reference manual? LJ 



Other. 



Please give specific page and line references with your comments when 
appropriate. If you wish a reply, be sure to include your name and address. 

COMMENTS : 



Thank you for your cooperation. No postage necessary if mailed in the U.S.A. 
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